
6HSI JBoitHoit TpHoOx 

Double triode 

Hsoiino tpuox 6HSII mpennasmauen puas ycu- 
JI€HHs] HalpPAXKEHHS BBICOKON YacTOTH B CXeMax 
MTHOBE€HHOI aBTOMAaTHYECKOH pPEeryJiHpOBKH YCHJIe- 
uug (MAPY). 

BricokodacToTHBIe ABOMHBIE Tpuoan GHS5II BbI- 
MyCKaloTCsi B MHHHMATIOPHOM oOQoOpMJeHHH, B CTe- 
KJIHHOM O6a/ijloHe C AeBSATHIITHIPLKOBON HOMKKOI, 
C OKCHAHBIM KaTOZOM KOCBEHHOTO Hakasa. 

HBoitnple TpHoasl 6HSII ycrofiunsel kK Bo3meit- 
CTBHIO OKDyXKalollled TeMmIepatrypsl oT —60 no 
+90°C u oTHOcuTenbHOM BaaxkHoctu 95—989% mpu 
tremneparype +40°C, a TakXe K BO3/efCTBHIO Me- 
XaHUYeCKMX Harpysok: jguHelHBIX n0 100 g, Bubpa- 
IHOHHBIX A0 6 &, yaapubiXx MHOTOKpaTHbIX j0 10 g, 
yAapHBIX OAWHOUHBIX Ho 500 g. 

HauGonsmuii pec 15 e. 
lapanTupoBaHHas HxoarosedHocTh 1500 wacos. 

The 6HSIT double triode is designed for ampli- 
fication of high-frequency voltage in fast auto- 
matic gain control (FAGC) circuits. 

The 6HS5IT high-frequency double triodes are 
miniature devices enclosed in glass bulb and pro- 
vided with a nine-pin base and an indirectly heat- 
ed oxide-coated cathode. 

The 6HS5II double triodes are resistant to am- 
bient temperature from —60 to +90°C and rela- 
tive humidity of 95 to 989% at +40°C, as well as 
to mechanical loads: linear loads up to 100 g, vi- 
bration loads up to 6 g, multiple impact loads up 
to 10 g and single impact loads up to 500 g. 

Maximum weight: 15 gr. 

Service life guarantee: 1500 hr. 

SJEKTPUHECKHE JAHHBIE 

ELECTRICAL CHARACTERISTICS 

U, 63V 
I, 60050 mA 
U, 200V 
R, 1) 600Q 

1,2 8—115 mA 
S2) 423702 mA/V 

p? 2753 

1) Kaxynoro xaToia IJs aBTOMATHYECKOTO CMELIEHHUS. 
Of each cathode for self-bias. 

2) Kaxaoro Tprona. 
For each triode. 

MEXAY3JEKTPOIOHBIE EMKOCTH 

INTERELECTRODE CAPACITANCES 

Cglk 1) 3+0,8 PF 

Cak 2) 1,5+0,o pF 

Ca® L7TO%F 

1) Kaxporo tpuona. 
For each triode. 

2) [leproro TpHoOnA. 
For the first triode. 

3) Broporo Tpuosa. 

C 

C,  4T'DF 

Cgral) 225%0% pF 
< 0,2 pF ala2 

For the second triode. 

NPEAEJBHO NONYCTHMBIE IKCNIJNYATALUOHHBIE JAHHBIE 

MAXIMUM AND MINIMUM PERMISSIBLE RATINGS 

Max Min 

U, 7V 57V 
U, 300 V 

P,') 22W 

I, 25mA 
Uy +100 

—250Y 
R,y 1 MQ 

'y KaxanM aHogoMm. 
For each anode.
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