
6MI3C BoixonHo# syueBoi TeTpon 

Output beam tetrode 

BrixoaHo#i ayueBoii Terpoa 6I113C npennasua- 
yeH 1Jis1 paboTol B 6JIOKaX CTPOYHOIl DasBepTKH Te- 
JIEBU3HOHHBIX MPHEMHHUKOB IIHPOKOTO HpHMEHEHHA 
C KUHECKOIaM¥, UMEIOIIUMH YTroJl OTKJAOHEHH: Jy- 
ya 70° 

Brixonnnie nyueBbie Terponb 6I113C Boimycka- 
I0TCS1 B CTEKJSHHOM OGMODMJEHHH € OKTaJbHBIM 
ILOKOJIeM, ¢ OKCHIHBIM KaTOJAOM KOCBEHHOTO Ha- 
Kaja. 

Buixoaubie siyueBble Terpoasl 6I113C yerofiunsel 
K BO3IeHCTBHIO OKpYyKalollefl TeMIepaTypel OT 
-—60 10 +70°C u® OTHOCHTeNbHONH BJIAXKHOCTH 
95—989% mnpu temnepatrype +40°C, a TakKe K BO3- 
[LeficTBHIO MeXaHHYeCKHX HArpy3oK: BHODalHOHHBIX 
10 2,5 g, yonapHbix MHOrOKpaTHHX 12 g. 

Hau6oabmuit Bec 45 e. 
TapantupoBannasi poarosewsocts 2000 yacos. 

The 6I113C output beam tetrode is designed for 

operation in line scanning units of widely used te- 
levision receivers provided with kinescopes hav- 

ing a beam deflection angle of 70° 

The 6IT13C output beam tetrodes are enclosed 
in glass bulb and are provided with an octal base 

and an indirectly heated oxide-coated cathode. 

The 6I113C output beam tetrodes are resistant 
to ambient temperature from —60 to +70°C and 
relative humidity of 95 to 98% at +40°C, as well 

as to mechanical loads: vibration loads up to 

2.5 g and multiple impact loads up to 12 g. 
Maximum weight: 45 gr. 

Service life guarantee: 2000 hr. 

ANEKTPUYECKUE JNAHHBIE 

ELECTRICAL CHARACTERISTICS 

U, 63V Ugi —19V S 9,5+3 mA/V 

I, 1,3+0,15 A I, 58 mA Uy <—1L0V 

U, 200V Limp?) =220 mA R; 25 kQ 

Uge 200 A% Ipoimp?) <120 mA R, %) 200 Q 

?) Ha ropusoHTaJibHOM yuacTKe XxapakTepucrumku. IIpw U, =100V, Uge =170V, 

Uy=—1V. 
On the horizontal portion of the characteristic curve. At U, =100V, Ug2= 170 V, 

Uy =—1V. 
3) It aBTOMATHYECKOTO CMEIeHHsI. 

For self-bias. 

MEXIOY3JEKTPOOHBIE EMKOCTH 

INTERELECTRODE CAPACITANCES 

Caix 

Cak 

Cgla 

72 

17,5+2,5 pF 

671° pF 

< 0,9 pF



BbIXOHO# Jy4eBO# TETPOs, 6 I_l I3C 

Output beam tetrode 

NPEAENBHO NONYCTUMBIE 3KCIIJIYATAILMOHHBIE JAHHBIE 

MAXIMUM AND MINIMUM PERMISSIBLE RATINGS 

Max Min Max Min 

U, 69V 57V P, 02 W 
U, 450 V P,+P, 16 W 
U, imp ) 8KV L4 130 mA 
Ugp?) 450V Loimp O04A 
Ugiimp —150V Upp 100 V 
P, 14 W f®) — 12kHz 

pg2 %) 4w Tfia.mmfla 220°C 
bulb 

Y Iipu I,=0 u OPOAOKHTENLHOCTH HMIyJbca He Oouaee 12 ps (ofparmbiii Xog 
CTPOYHOH Pa3BepPTKH). 
At I,=0 and for pulse duration no more than 12 pus (reverse motion of line 
scanning). 

2) B MOMeHT BKJOUYEHHUSI. 
At the moment of switching in. 

3) IIpu pabote JaMIbl B CXeMe CTPOUHOH DPA3BEPTKM BeJMUWHA MOIIHOCTH, PacceHBae- 
Masi CeTKOH BTODOH B Teuenue 2,5 MUH [OCJe BKJIIOYEHHSs, He JOJKHA TpeBbnaTh 7 W, 
When using the tube in a line scanning circuit the power dissipated by the second 
grid during 2.5 min after switching in should not exceed 7 W. 

4) TlocrosiHuasa cocTaBasiomias, 
A. C. component. 

5) Crpousoil pa3pepTxH. 
Of line scanning. 
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Boixonnoii syuyeBol TETPOX 

Output beam tetrode 
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