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6R1G 
I~~~~ Replacement Type 

TYPE 6R7G 

(OCTAL BASE) 

DOUBLE DIODE TRIODE 

The BRIMAR type 6R7G is an indirectly heated double diode triode suitable 
for use as detector, A.V.C. and 1st A.F. valve in radio receivers. The triode 
section has a medium amplification factor together with a low anode impedance 
and may be used as an output valve for headphone operation. 

Heater Voltage 

Heater Current 

Anode Voltage 

Anode Dissipation 

OPERATING 
CHARACTERISTICS 

Anode Voltage ... 250 volts 

Anode Current ... 9.5 mA 

Control Grid Voltage —9 volts 

Anode Impedance ... 8,500 ohms 

Mutual Conductance 1.9 mA~V 

Amplification factor 16 

OPERATION AS 

RESISTANCE COUPLED 

AMPLIFIER 
♦ Anode Supply Voltage 250 voles 

Anode Load Resistor 0.1 meg. 

Cathode Bias Resistor 400 ohms 

Peak Output... ... 60 volts 

Voltage Gain ... 10 

VALVES 

RATINGS 
6.3 voles 

0.3 amp. 

250 volts max. 

2.5 watcs max. 
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INTER-ELECTRODE 
Input (G to all except Anode) ... ... ... 
Output (Anode to all except G) ... ... ... 
Control Grid to Anode ... ... ... ... ... ... ... 

* With close fitting shield connected to Cathode. 
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CAPACITANCES* 
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2.6 pF 

5.2 pF 

2.4 pF 
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