
6C33C Tpuopn 

Triode 

Tpuox 6C33C npeaHasHaueH Aas paGoThl B Ka- 
4yecTBe IPONyCKallell JaMOb B 3JeKTPOHHBIX CTa- 
O6uan3aTopax HaNpsiXKeHHs CTAallHOHApHOH H mmepe- 
JBHXKHOH almaparypbl. 

Tpuoaer 6C33C shImyckaloTcd B CTEKJASHHOM 
obopMJIeHAY C CEeMHIUTHLIPLXOBON HOMKKOM, IKecT- 
KMMH BBIBOLAMH, ¢ OKCHAHBIM KaTOJAOM KOCBEHHOTO 
HaKaJja. 

Tpuonn 6C33C ycroiiuuBbl K BO3LEHCTBHIO OK- 
pyxaloieii Temnepatypel or —60 mo +70°C n 
OTHOCHUTENbHOH BJaxHocTH 95—98Y% npu remnepa- 
Type +40°C, a TakxKe K BO3LEHCTBHIO MeXaHHUe- 
CKHX Harpysok: BHUOpaluOHHLIX A0 4 g, YIapHBIX 
MHOTOKPATHHIX 40 35 g, YylapHHX OIHHOYHBIX 
no 10 g. 

Hau6onbmuit Bec 200 e. 
IapantuposaHHaa posarosedsocTs 1000 uacos. 

The 6C33C triode is designed for use as a 
band pass tube in electronic voltage stabilizers of 
stationary and movable equipment. 

The 6C33C triodes are enclosed in glass bulb 
and are provided with a seven-pin base, rigid 
leads and an indirectly heated oxide-coated 
cathode. 

The 6C33C triodes are resistant to ambient 
temperature from —60 to +470°C and relative 

humidity of 95 to 989% at +40°C, as well as to 

mechanical loads: linear loads up to 100 g, vibra- 

tion loads up to 4 g, multiple impact loads up to 

3b g and single impact loads up to 10 g. 
Maximum weight: 200 gr. 

Service life guarantee: 1000 hr. 

3NEKTPUYECKUE JAHHBIE 

ELECTRICAL CHARACTERISTICS 

U, 63 I, 32+04A I, 54090 mA 
U,? 126V u, 120V S 39x1l mA/V 
L) 64x08A R, 352 R, 130Q 

1) IIpu napajieJbHOM BKJIOYEHHH. 
With parallel connection. 

2) Ilpn mocaemOBaTENBHOM BKJIOUEHHH, 
With series connection. 

MEXIOY3JEKTPOOAHBIE EMKOCTH 

INTERELECTRODE CAPACITANCES 

Coik 30+7 pF 

C,c 1051 pF 

132 

Cgra 317 pF 
Cy <70 pF



T 6C33C 
NPEAEJABHO NONYCTHMBIE 3KCHJIYATALMOHHBIE NAHHBIE 

MAXIMUM AND MINIMUM PERMISSIBLE RATINGS 

Max Min Max 

U, 69V 57V 1% 350 mA 
U, 250V U 300 V 
U,?) 450V R, ) 0,2 MQ 
U,? 600V Teanmona ) 300°C 
U, —150V —05V Tbulb 5 s20°C 

P4 60W Sz 
P,5) 45 W Toammona  200°C 
I,% 600 mA bulb 

1 

) IIP b, <30 W 
2 ) 1IP" b, >30 W. 
3) Tlpu BKJIIOUEHHH HA XOJOJHYIO JAMIY. 
When switching in with the cold tube. 

4) Ilpu paBoTe ¢ IBYMSI KaTOHaMH. 
When using two cathodes. 

5) Ilpu paboTe C OZHHM KaTOZOM. 
When using one cathode. 

) Ilpn HCIONB30BAHMH JAMIH B CXeMax 9JEKTPOHHEIX CTAGHJIM32TOPOB HANPSIKEHHS 
B KadecTBe INPONYCKAOUIEH BEJMUWHA COINPOTHBJEHUS B IHENH CETKH, SABJAIONLETOCH 
OIHOBPEMEHHO HATPysSKO# B NENH aHOJA YCHJHTENbHOH JaMIH, He HKOJIKHA mpe- 
peimate 1,0 MQ. 
When using the triodes in electronic voltage stabilizer circuits as band pass tubes, 
the value of the grid circuit resistance, which is at the same time a load in the 
anode circuit of the amplifier tube, should not exceed 1.5 MQ. 

7) Tlpu temnepartype okpywxatomei cpean 100°C B teuenue 100 4. 
At an ambient temperature of 100° C during 100 hr. 

8) Ilpu TemmepaType okpyxamowel cpeas 150°C B Teuenue 2 . 
At an ambient temperature of 150° C during 2 hr. 
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