6C5/[-A

UmnyabCcHbld TpuOI
Pulse triode

HWmnyabscunét Tpuon 6C5/1-U npenuasnauen nas
reHepHPOBAHMS CBEPXBBICOKOUYACTOTHHIX KOjeGaHuil
B UMIYJbCHOM peXHMe B AWANa30He [JIMH BOJH
35—40 cx.

Hmnyascaele Tpuoaw 6CHI-M seimyckatorcs B
CTeKJIHHOM O(MOpMJIEHHH C AUCKOBBIMH BIASMH C
OKTaJbLHBIM IOKOJIEM, C OKCHIHBIM KaTOIOM KOCBEH-
HOTO HaKanla.

HWmnyascusie Ttpuomet 6CHI-M  verofiumBel K
BO3IEHCTBHIO OKpYyzKamlleii Temnepatypsl or —60
o +50°C u orHocureabHOU BaaxKHOCTH 95—989)
npu temnepatype +20°C.

Hau6onbmmit sec 50 e.

Ilapantuposannas poirosedHocts 200 yacos.

The 6C5/1-U pulse triode is designed for gene-
ration of superhigh frequency oscillation under
pulse conditions over a wavelength band of 35 to
40 cm.

The 6C5]1-U pulse triodes are enclosed in glass
bulb and are provided with disc seals, an octal
base and an indirectly heated oxide-coated ca-
thode.

The 6CH-U pulse triodes are resistant to am-
bient temperature from —60 to +50°C and rela-
tive humidity of 95 to 98% at +20° C.

Maximum weight: 50 gr.
Service life guarantee: 200 hr.

ANEKTPUHYECKUE HAHHBIE
ELECTRICAL CHARACTERISTICS

U, 63V
0,13
I, 092F32A

Ppimp!) =2kW

1) KoseGaremsnas  momuocts mpu U, imp =37 kV, I, imp = 2.5 A, R,=56Q,
frocomox 1250 Hz, T=1—1,5 us, A (nausa sosust) =35—40 cu.
Oscillation power at U, ; ~=3.7kV, I, imp = 25A, R =564, fimpulsing = 1250 Hz,

T=1~15 ps, A (wavelength) =35—40 cm.

MEXIY3JEKTPOOHBIE EMKOCTH
INTERELECTRODE CAPACITANCES

Core 28+05 pF
Ca <005 pF

Cgra 1,904 pF
Ckp, =25 pF

HNPEAEJIbHO JOMYCTUMbBIE 3KCIJYATAILHOHHBIE HAHHBIE
MAXIMUM AND MINIMUM PERMISSIBLE RATINGS

Max Min
U, 66V 6V
U, 300V
U, imp 3,7 kV
P 75 W

Max
P,y 9W
L imp 25 A
f 280 MHz
T 150° C

crnaes
seal

1) KparkoBpemenHo (B Teuenne ue Gouee 30 muu C NepepHBOM HE MeHee 2 4acos).
During short time (during not more than 3 min with an interval of not less

than 2 hr).

112



UmMnyabCHBIH TPHOM, 6C5 M
Pulse triode -
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K’ ~ BHIBOZ BBICOKOYACTOTHBIH

K’ — the high-frequency lead
TTepBbifi ITHPEK B CXeMax He HCIOJb30BaTh
The first pin should not be used in the circuits
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