6 SJ7,6SJ7-GT
SHARP-CUTOFF PENTODE

-~

GENERAL DATA
Electrical:
Heater, for Unipotential Cathode:

Voltage: «% . s « & « » 3 ms s oA w W ac or dc volts
Curvente o o « 5 » o « s 0.3 s sm e e s e amp
ﬂ‘Di rect Interelectrode Capacitances:
Pentode Connection: 65J7° 65J7-GT°°
Grid No.1 to Plate . 0.005 max. 0.005 max. puf
lnput: < s« = 4 5 = 6 7 puf |
Oupit : & @ & %5 & 7 7 uuf e
Triode Connection:*
Grid No.1 to Plate . 2.8 2.8 it
(™ Grid No.1toCathode. 3.4 3.4 upf
Plate to Cathode . . 11 11 uuf
© With shell connected to cathode.
%% with external shield connected to cathode.
With grid No.2 and grid No.3 connected to plate.
Mechanical:
Mounting Position. . . . Any Any
Maximum Overall Length . 2-5/8" 3-5/16"
Maximum Seated Length. . 2-1/16" 2-3/4"
Maximum Diameter . . . . 1-5/16" 1-5/16"
Balb o « v 2 0 s # 5 « . Metal Shell, MT8G T-9
BASE - o oo e e { Smal 1-Wafer Sm.-Wafer Octal
Octal 8-Pin 8-Pin, Sleeve
Basing Designation . . 8N GT-8N
BOTTOM VIEW

6SJ7, Shell Pin 4-Grid No.1

Pinli6su7-0T, Pin 5- Cathode
Base Sleeve Pin 6~ Grid No.2
™\ Pin 2-Heater Pin 7- Heater
Pin3-Grid No.3 Pin 8- Plate
AMPLIFIER-Class Aq
Pentode Connection
’-N‘Maximum Ratings, Design-Center Values:
PLATE VOLTABE. « » o & s.5 % ® 8 4 5 & ® & 300 max. volts
GRID-No.2 (SCREEN) VOLTAGE . . . . . . . . 125 max. volts
GRID-No.2 SUPPLY VOLTAGE . . . . . . . . . 300 max. volts
PLATE DISSIPATION:: ¢ + ¢ @ w3 5 5 % ® @ & 2.5 max. watts
GRID-N0.2 DISSIPATION: + & & & s & w w & @ 0.7 max. watt|e
GRID-No.1 (CONTROL-GRID) VOLTAGE:
™ Positive bias value. . . . . . . .. .. 0 max. volts
EAK HEATER-CATHODE VOLTAGE: <
Heater negative with respect to cathode . 90 max. volts
Heater positive with respect tocathode . 90 max. volts
< Indicates a change.
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6SJ7,6SJ7-GT
SHARP-CUTOFF PENTODE

Typical Operation and Characteristics: -
Plate Voltage. « « ¢ @ w o o« = @ = 100 250 . . volts
Grid No.3 (Suppressor) . Connected to cathode at socket
Grid-No.2 Voltage. . + « « « « « « . 100 100 . . volts
Grid=No.1l Voltage. s » o o » « w w w -3 -3 . . volts
Plate Resistance (Approx.) . . . . . 0.7 # . . megohm
Transconductance . « . « + « « « . . 1575 1650 . . pmhosvr
Grid-No.1 Bias (Approx.) for

plate current of 10 wamp . . . . . -8 -8 . . volts
Plate CURrents  « v &« = & 5 ¥ @ 3 & 259 30 o ma
Grid-No.2 Currents « w « » o +» w = « 0.9 0.8 . ma
Maximum Circuit Yalues:

id-No. 1-Ci i IStanee s w @ 5 3 ¥ & W 1 2 h
Grid-No.1-Circuit Resistance max. megohmi

AMPLIFIER — Class Aq

Triode Connection - Grids No.2 and No.3 Connected to Plate
Maximum Ratings, Design-Center Values:
PIATE VOLTAGE: s = 5 w3 s & & w5 4 » @ w 250 max. volts
PLATE DISSIPATION (Total). . . . . « . . . 2.5 max. watts
IGRID-No.1 VOLTAGE:

Positive bias value. . . . + . . . . . . 0 max. volts

->|PEAK HEATER-CATHODE VOLTAGE:

Heater negative with respect to cathode. 90 max. volts

Heater positive with respect to cathode. 90 max. volts
Typical Operation and Characteristics:
Plate Voltage. « - « w535 s 5 & » = 180 250 . . volts
Grid-No:1 Voltage: + w « s = + % o & -6 -8.5 .. volts
Amplification Factor « « « s s & w s 19 19
Plate Resistance (Approx.) . . . . . 8250 7600 . . ohms
Transconductance . « . « « « o v + & 2300 2500 . . pumhos
Plate Qurrente « s s w o 205 & w w s 6.0 9.2 .. maI\/
Maximum Circuit Values:
Grid-No.1-Circuit Resistance . . - - . . . . . 1 max. megohm
# Greater than 1 megohm.

For addjtional data, see RESISTANCE-COUPLED ANPLIFIER CHART [

at the front of this Section
&

—Indicates a change.
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AVERAGE PLATE CHARACTERISTICS
PENTODE CONNECTION
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AVERAGE CHARACTERISTICS
DE_CONNECTION

1111IIIHHITNI]HIHHIJIH T T
CE£=6.3 VOLTS PLATE VOLTS=300  GRID-N23 VOLTS=0l
GRID-N22 SUPPLY | SERIES GRID-N2 2
CURVE VOLTS RESISTOR-OHMS
| 125 —
2 100 s
3 75 —
4 50 e A 4
5 25 N
6 300 250000
L b
t1t
a4
o
w
s I
=
7 2 =
1 2 [
-
235
N
of
s  F 0
A A - [=]
= == = o
= (V)
il =
ot = > o
Fe ~6 ~a 2 0
Eci
8
w
W
o
w
a
s
: <
o |
- 74 -
W
—
<
-
4 [N
=iFd 4
e A" 4
4 £
£
A = .
4 4
y
H 5 4 /
V
- Y
1 +
E > i W
= =1
-10 —8 rs -a -2 0

GRID-N2 | VOLTS (Ec))
MARCH 5,948 TUBE DEPARTMENT 92CM-64 43R

RADIO CORPORATION OF AMERICA. HARRISON, NEW JERSEY



Y
@ 6\
NS
6SJ7
P AVERAGE CHARACTERISTICS
J PENTODE CONNECTION .
R
[ E£=6.3 VOLTS PLATE VOLTS =300 GRID-N23 VOLTS=0]
- -
CURVE GRID-N22-SUPPLY | SERIES GRID-N22
VOLTS RESISTOR-OHMS
~\ I 125 -
2 100 —_—
3 75 =
4 50 —_—
5 25 —
(-] 300 250000
~
-
Y
A w
ya o
2 T
>
‘l
A Snmmal
L o
y 3
Y |
2 ’E )
i 2
<«
=
S
£ o
Z
4 o]
2
174 1} OD:;\
Vo n:(
=
e
" 2
y
3
4
-10 -8 -6 -4 —2 (o]
GRID-N2 | VOLTS
MARCH 5,1948 TUBE DEPARTMENT 92CM-844 4RI

RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY



.b%
6SJ7
AVERAGE CHARACTERISTICS
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o~ AVERAGE PLATE CHAR CTERISTICS
‘ TRIODE _CONNECTION __
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