
CHAWPION RADIO WORKS 

TYIPE 8SQ7G 

Duplex-Diode High-¥u Triode 

Coated Unipotential 
Cathode 

Pin Connections: 

Pin 1 No Connection Pin 5 Diode Plate #1 
Pin 2 Tricde Grid Pin 6 Triode Plate 
Pin 8 Cathede Pin 7 Heater 
Pin 4 Dicde Plate #2 Fin 8 Heater 

Bese Small Shell COectal 8 Pin 

Buld 8T - 12 
Maxipum Dismster 1 9/18" 
Maxirus Oversll Lengih 4 1/aw 
Mounting Position Any 

Diract Intevelectrode Capacities: 

Grid to Cathode 8.2 waf. 
Grid to Plats 2.0 uuf, 
Plate to Cathode 1.5 wef. 

Ratings: 

Hoater Yoltage {ac or dc) 8.3 volts 
Heater Currsni 0.8 amp 
Haximum Plate Voltage 300 wolts 

Typicel Operation and Charasteristicse 

Triode Unit 
Plate Voltage 250 volts 
Grid Voltage =2.0 volts 
Amplification Factor 100 
Flate Resistsnce 91000 obmse 
Transconductance 1100 umhos 
Plate Current 0.8 ma. 

Diode Units - Two 
S8imdiar to Typs 6Q7G or Type 75 Dicdes 
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