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RAYTHEON

TWIY DIODE
FULL VWAVE IIIGH VACUUN RECTIFIER
Heater Type CGlass Bulb

The 6W5G 18 a full wave high vacuum
type rectifier tube designed for service

in either vibrator type or a-c operated
power supplies,
BOTTOM VIEW OF SOCKET

FULL WAVE RECTIFIER - CONDEVISER OR CHOKE IIPUT FILTER
Heater Voltage (a-c or d-c) 6,3 wvolts
Heater Current 0.9 amp
Maximum A-C Voltage per Plate (RMS) 350 wvolts
Maximum D=C Output Current 100 me
Maximum D-C Voltage between Heater and Cathode 500 volts

AVERAGE OUTPUT CHARACTERISTICS 6W5G AVERAGE PLATE CHARATERISTICS
Ep =63 EACH PLATE
Ep=6.3Y
240
220
200 //
280 | ‘ 180
o R20 280 oy by 150
a0 )
— M~ =3,y < //
Q %Y. 3
9033 I — 20,
5 ] z /
1320 1 S S 100 §
u ” 3 [’
0 S [ = ] i
3 Me—t ooV l S /
ZMS 2 60 ‘:
g [ N //
N ——— ES
s ~~=gor s ) “ /
w0 20
@
] o Q
0 o w 30 4 0 60 W 80 w m o w® 2 N
D-C QUTPUT CURRENT -MA (I) o< e vourase-vours/ S
RAYTHEON ENGINEERING SERVICE




