RMA Release + 289

TYPE # 6¥3G

RESERVATION # . DaTE REGISTRATION # DATE

SPOASOR: Philco Rzdio and Television Corporation
TYPE CLASSIFICATION: Hzlf Veve Hdigh Vecuum Rectifier

PHYSICAL SPLCIFICLTIONS:

TYPE CATHODE: Unipotentisl
PIii CONKICTIONS:

Pin 1 - No Connection

"W 2 - Heater

# 3 - No Connection

T 5 - Ko Connection

" 7 - Heater and Cathode
r g8 . No Connection

Cap - FPlete

BaSTuG DESIGHATION: ALEC LAC
BASE-BOTTOM VIEW

TYPE QOF TOP CaP: sinizture

) TYPE OF Bagk: Gasll Octal 6-pin
TYPE CF RULB: ST--12
deX. DIAUETER: 1-9/16%
maX. OVERALL LENGTH: 4=-15/3an
MaX. SLaTED' IFIGHT: 3-29/3zn
MOUNTIKG POSITION: ny

RATILGS:

Heater Volt:zge 6.3 volts
Heater Current .73 amp.
ltax. Peak Inverse Voltage 14,000 volts
Max. Pezk Plzte Current 100 ma.
Heating Time 25 seconds

TYPICLL OPERATION: - Half Vave

(Either choke or coundenser input circuit. vith
condenser Input the condenser should be limited
to 0.5 HFD naxiaum.)

4C Plzte Voltage (RiS) 5,002 volts max.
DC Cutput Current 7.5 ma. saX.
COMIENTE:
£;> Tyoe 6Y¥3G is a half-vave rectifier for use in cathode ray

end television circuits where xigh voltage znd low current
are required.



