
7038 
VIDICON 

Magnetic Focus 
Magnetic Deflection 

For Live and Film Pickup 

With Color or Black-and-White TV Cameras 
600-Line Resolution 

I"-Diameter Bulb 
6.25" Length 

TENTATIVE DATA 

RCA-7038 is a small intended for 

use intelevision cameras designed for televising 

camera tube 

live scenes as well as cameras designed for film 

The 7038 

larly suitable for use in 

pickup. is particu- 

compact color television 

cameras utilizing the method 

of simultaneous pickup of the 

l'ive or film subjects to be 

televised. Thismethodemploys 

three 7038t's—-one for each 

channel-—to produce the in-— 

formation necessary for the 

formation of a colortelevision 

In either color or 

the 

7038 can provide a picture of 

image. 

black—and-white service, 

high quality for broadcasting 

or industrial! television 

lts resolution 

about 600 

applications. 

capability is 

television lines. 

The 7038 utilizes aunique 

photoconductive surface having 

uniform thickness which per- 

mits constant voltage gradient 

and uniform dark current 

across the scanned area. 

Because of the uniform thick- 

ness of its photoconductive 

surface, the 7038 can produce 

substantially uniform sensitivity over the en- 

the 7038 exhibits 

a degree of uniformity of characteristics from 

tube to tube that makes 

excellent color uniformity and balance when used 

While dark 

increase with target 

tire scanned area. Therefore, 

it possible to obtain 

in three-vidicon color cameras. 

current and sensitivity both 

voltage, the uniformityof the dark current makes 

it possible to operate the 7038 at higher values 

of target voltage and dark current than are 

permissible with previous types of vidicons. As 
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a result, higher effective sensitivity can be 

obtained with the 7038. 

Featured in the design of the 7038 are 

nonmagnetic materials in the front end, an 

extremely flat faceplate free fromoptical dis— 

tortion, and an envelope without a side tip. 

The elimination of magnetic materials from the 

front end and the use of an optically flat 

faceplate make it easier to register three 

pictures when these tubes are used in three- 

vidicon color cameras. The tipless envelope 

allows the use of a longer deflecting yoke. 

The longer yoke offers the advantage of [ess de- 

flecting power, and a narrower deflecting angle 

which effectively reduces deflection distortion 

and improves the center—-to—edge focus of the beam. 

In addition, the tipless structure simplifies the 

layout of optical arrangements for light splitting 

in a color camera. 

Full advantage of the uniform photoconductive 

layer of the 7038, 

applications, 

particulariy in film-pickup 

may be realized by applying 

a modulating voltage of suitable waveform to the 

and grid No.2 

correct for the scanning—-beam 

cathode, grid No.l, in order to 

landing errors 

introduced by the deflecting and focusing fields. 

PRINCIPLES OF OPERATION 

The structural arrangement of the 7038, 

shown in Fig. |, consists of a target composed of 

a transparent conducting film (the signal elec— 

trode) on the inner surface of the facepiate and 

a thin photoconductive layer deéposited on the 

film; a fine mesh screen (grid No.4) located 
adjacent to the photoconductive layer; a beam- 

focusing electrode (grid No.3) connected to grid 

No.4; and an electron gun for producing a beam 

of electrons. 

Fach element of the photoconductive layer is 

an insulator in the dark but becomes slightly 

conductive when it is iliuminated and acts l|ike 

a leaky capacitor having one plate at the 

positive potential of the signal electrode and 

the other floating. When light from the scene 
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or film being televised is focused on the 

photoconductive-layer surface next to the face- 

plate, each illuminated layer element conducts 

slightly depending on the amount of illumination 

on the element and thus causes the potential 

of its opposite surface {on the gun side) to 

rise in less thanthetime of one frame toward 

that of the signal-electrode potential. Hence, 

there appears onthe gun side of the entire layer 

surface a positive potential pattern, composed 

of the various element potentials, corresponding 

to the pattern of light imaged on the layer. 
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Fig.1- Schematic Arrangement of Type 7038. 

The gun side of the photoconductive layer is 

scanned by a low-—velocity electron beam produced 

by the efectron gun. This gun contains a thermi— 

onic cathode, a control grid (grid No.|), and 

an accelerating grid (grid No.2). The beam is 

focused at the surface of the photoconductive 

layer by the combined action of the uniform 

magnetic field of an external coil and the 
electrostatic field of grid No.3 Grid No.4 

serves to provide a uniform decetlerating field 

between itself and the photoconductive 

that the electron beam will tend to approach 

the layer in a direction perpendicular to it—— 

a condition necessary for driving the surface to 

cathode potential. The beam electrons approach 

the layer at low velocity because of the low 

operating potential of the signal electrode. 

layer so 

When the gun side of the photoconductive 

layer with its positive potential pattern is 

scanned by the electron beam, electrons are de-— 

posited fromthe beam until the surface potential 

is reduced to that of the cathode, and thereafter 

are turned back to form a return beam which is 

not utilized. Deposition of electrons on the 

scanned surface of any particular element of the 

layer causes a change in the difference of po- 

tential between the two surfaces of the element. 

When the two surfaces of the element, which in 

effect is acharged capacitor, are connected 

through the external target (signali-electrode) 

circuit and the scanning beam, a capacitive 

current is produced and constitutes the video 

signal. The magnitude of the current is pro- 

portional to the surface potential of the element 

being scanned and to the rate of scan. The 

video-signal current is then used to develop a 

signal-output voitage across a load resistor. 

The signal potfarity is such that for highlights 

in the image, the grid of the first video- 
amplifier tube swings in a negative direction. 

Alignment of the beam is accomplished by a 

transverse magnetic field produced by external 

coils located at the base end of the focusing coil. 

Deflection of the beam is accomplished by 

transverse magnetic fields produced by exterrnal 

deflecting coils. 

DATA 

General: 

Heater, for Unipotential cathode: 

voltage (AC or DC) P 6.3 + 109 volts 
Current. . . . . . 0.6 amp 

Direct Intere1ectrode CapaC|tance ‘ 

Target to al 
other etectrodes . . . . . . . . . 4.6 uuf 

Spectral Response. See curves in Fig.12 

Photoconductive Layer: 

Maximum useful diagonal of 
rectangular [mage (u X 3 
aspect ratio). . 0.62 inch 

Orientation of qua1lty rectangle—aProper orientation is 
obtained when the horizontal scan is es— 
sentially parallel to the straight sides 
of the masked portions of the faceplate. 
The straight sides are parallel to the 
plane passing through the tube axis and 
short index pin. The masking is for ori- 
entation only and does not define the 
oroper scanned area of the photoconduc~ 
tive layer. 

Focusing Method. Magnetic 
peflection Method. Magnetic 
Overall Length 6.25" £ 0,25" 

Greatest Diameter. e e 1.125" + 0.010" 

Bulb .« . . . e e e e e e .. . . T8 

Base small-Button Ditetrar 8-Pin (JETEC NO.E8-11) 
Socket Ccinch No.54A18088, or equivalent 

Operating Posntlon Approx. horizontal, or faceplate up 

weight (Approx.) 2 oz 

Maximum Ratings, 4bsolute Values: 

For scanned area of 1/2" x 3/8" 

GRID-NO.3 & GRID-No.4 VOLTAGE. . . . . 350 max. volts 

GRID-NO.2 VOLTAGE . . « « « « . . . . 350 max. volts 

GRI1D-No.1 VOLTAGE: 

Negative bias value. . . . . . . . . 125 max. volts 
Positive bias value. . . . . . . . . 0 max. volts 

PEAK HEATER-CATHODE VOLTAGE: 

Heater negative with respect 
to cathode, . . 125 max. volts 

Heater positive with respect 
to cathode. . . 10 max. volts 

DARK CURRENT . 0.25 max. pa 

PEAK TARGET CURRENT. 0.55 max. pa 

FACEPLATE: 

1 lumination . . 1000 max. ft-c 

Temperature. . .+ « + « v o4 0 o0 . . . 60 max. Cc 

Typical Operation: 

Por scanned area of 1/2" x 3/8" 
Faceplate temperature of 300 to 359 ¢ 

Grid-No.4 (pecelerator) & 
Grid-No.3_(Beam-Focus o 
Electrode™®) voltage. - . . . . . 250 to 300 volts



Grid-No.2 (Accelerator) voltage. 300 volts 

Grid-No. 1 VOltage for Plcture 
Cutoff® | - -45 to —-100 volts 

Average "Gamma" of Transfer 
Characteristic for signal- 
output current between 0.02 ya 
and 0.2 pa . . . . . 0.65 

visual Equivalent Slgnal—to— 
Noise Ratio (Approx.)o .. 300:1 

Minimum Peak—to—Peak Blanking 
voltage: 

when applied to grid No.1. . . . 75 volts 
Wwhen applied to cathode. . . . . 20 volts 

Field strength at Center of 
Focusing Coil (Approx.). . . . . %0 gausses 

Field strength of Ad)ustab]e 
Alignment coil®, . . . 0 to u gausses 

Maximum-Sensitivity Operation for Live-Scene Pickup 

Faceplate I1lumination (Highlight) 2 ft-c 
Max. Target voltage Required to 

Produce Dark current of 0.2 ua 
in Any Tube®*, . . 110 volts 

Target voltageT 60 to 100 volts 

Dark Current e 0.2 pa 

Target current (High]ight)' 0.4t00.5 pua 
Signal-Output Current:# 

Peak . « e e 0.2t00.3 ua 

Average. 0.08 to 0.1 ©a 

Average-Sensitivity Operation for Live-Scene FPickup 

Faceplate {1lumination (Highlight) 15 ft—c 
Max. Target voltage Required to 

Produce Dar§ Current of 0.02 pa 
in Any Tube** . . 60 volts 

Target Vo]tagef. e e e 30 to 50 volts 

Dark Current . c e e 0.02 Ha 

Target Current (Highlight)™ 0.3to0.u pa 
Signal-Output Current:# 

Peak « « . « + ¢ v v 0w 0 0. 0.3t00.4 pa 

Average. . . . . . . . ... 0.1t00.2 pa 

Minimum-Lag Operation for Film Pickup 

Faceplate I[llumination (Hightight) 100 ft—-c 
Max. Target voltage Required to 

Produce Darh*Current of 0.004 #a 
in Any Tube .. . 30 volts 

Target VO1tageT. 15 to 25 volts 
Dark Current . . . . . . ‘. 0.00% pa 

Target Current (Highlight) 0.3t00.4 pa 

Signal-Qutput Current: 
Peak . . . . . . . 0.3to00.4 M2 

Average. . . . 0.1t00.2 pa 

é This capacitance, whicheffectively isthe output imped- 
ance of the 7038, is increased when the tube is mounted 
in the def1ect|ng yoke and focusing-coil assembly. 
The resistive component of the output 
the order of 100 megohms. 

Beam focus is obtained by combined effect of grid-No.3 
voltage which should be ad justable over indicated range, 
and a focusing coil having an average field strength 
of 40 gausses. 

pefinition, focus uniformity, and picture quality de- 
crease with decreasnng grid-No.4 and grid-No.3 voltage. 
In general, grid No.U4 and grid No.3 should be operated 
above 250 volts. 

With no blanking voltage on grid No.t. 

Measured with hlgh—galn low-noise, cascode—input— type 
amp]nfner having bandwidth of 5Mc. Because the noise 
in such asystem is predominately of the high- frequency 
type, the visual equ1va1ent 5|gna1—to noise ratio is 
taken as the ratio of highlight video-signal current 
to rms noise current, multiplied by a factor of 3. 

The alignment coil should be located on the tube so 

impedance is in 

that its center is at adistance of 3-11/16 inches from 
the face of the tube, and be positioned so that its 
axis is coincident with the axis of the tube, the 
deflecting yoke, and the focusing coil. 

T Indicated range for each type of service serves only 
to illustrate the operating target-voltage range 
normally encountered. 

The target voltage for each 7038 must be adjusted to that 
value which gives the desired operating dark current. 

XK 

The def]ectlng circuits must prOV|deextreme1y1|near 
scanning for good black-level reproduction. Dark- 
current 5|gna1 |sproport|ona1to the scanning velocity. 
Any change in scanning velocity produces ablack- 
level error in direct proportion to the change in 
scanning velocity. 

Video amplifiers must be designed properly to handle 
target currents of this magnitude to avoid amplifier 
overload or picture distortion. 

pDefined as the component of the target current after 
the dark-current component has been subtracted. 

OPERATING CONSIDERATIONS 

The maximum ratings shown for the 7038 are 

limiting values above which its serviceability 
may be impaired from the viewpoint of |ife and 

satisfactory performance. Therefore, in order 

not to exceed these absolute ratings, the 

equipment designer has the responsibility of 

determining an average design value below 

each absolute rating by an amount such that 
the absolute values will never be exceeded under 
any usual condition of supply-voltage variation, 

load variation, or manufacturing variation in 

the equipment itself. 

In the handling of the 7038, 
should be taken to keep the tube 

position with the faceplate up. This procedure 

will prevent any loose particlies in the tube 

from causing possible damage to the photoconduc- 

tive layer. 

The base pins of the 7038 fit the ditetrar 

8-pin connector, such as Cinch No.54A18088%, 
or equivalent. 

The target connection is made by a suitable 

spring contact bearing against the edge of the 

metal ring at the face end of the tube. This 

spring contact may conveniently be provided 

as part of the focusing-coil design. 

Support for the 7038 is provided by a suit-— 
able spring-finger suspension at the face end of 

the tube and by a clamping mechanism near the 

base end. Orientation of the 7038 in its support 

should be such that the horizontal scan is 

essentially parallel tothe straight sides of the 

masked portions of the faceplate. The straight 

sides are paraliel to the plane passing through 

the tube axis and short index pin. 

precautions 

in a vertical 

The optical system associated with the 7038 

should be of high quatity and provide depth of 

focus sufficient to focus a sharp image on the 

photoconductive layer 

The deflecting yoke and focusing coil should 

extend {/4 to /2 inch beyond the faceplate of 
the tube, as shown in Fig.l. A long yoke, in 

comparison with a short yoke, not only requires 

* Made by ¢inch Manufacturing Corporation, 1026 S. Homan 
Ave., Chicago 24, {1linois.



less deflecting power but also deflects the beam 

through a narrower angle which effectively 

gives better center-to-edge focus and reduces 

geometric distortion of the image. Freedom 

from such distortion is particularly important 
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Fig.2 - Typical Characteristics of Type 7038. 

in color cameras utilizing the method of simul- 

taneous pickup in which three images must be 

identical for proper registration of the three 

video signals. 

The yoke should bepositioned so that the end 

of the deflecting coils toward the base of the 

tube will not extend more than 3-1/2 inches 

from the faceplate. 

The scanning speed must be constant in order 

to obtain good black~level reproduction when the 

7038 is operated at high dark current with re- 

sultant higher effective sensitivity. The dark- 

current signal is proportional tothe scanning 

speed. Therefore, any change in scanning speed 

will produce a nonuniformity in black level in 

direct proportion tothe change in scanning speed. 

The potarity of the focusing coil should be 

such that a north—seeking pole is attracted to 

the image end of the focusing coil, with the in- 

dicator located outside of and at the image end 

of the focusing coil. 

The alignment cotl should be located on the 
tube so that its center is at a distance of 

3-11/16 inches from the face of the tube, and be 

positioned so that its axis is coincident with 

the axis of the tube, the deflecting yoke, and 

the focusing coil. 

Electrostatic shielding of the target from 

external fields is required to prevent inter-— 

ference effects in the picture. Effective 

shielding from the fields produced by the de- 
flecting components is ordinarily provided by 

grounding ashield on the inside of the faceplate 

end of the focusing coil andby grounding a shield 

on the inside of the deflecting yoke at a point 

near the input of the video amplifier. 

The temperature of the faceplate should not 

exceed 60° C (140° F), eitherduring operation or 
storage of the 7038. Operation with a faceplate 

temperature in the range from about 25° to 35° ¢ 

(77° to 99° F) is recommended. The temperature 
of the facepliate is determined by the combined 

heating effects of the incident illumination on 

the faceplate, the associated components, and the 

tube itself. To reduce these heating effects in 
film—pickup cameras and permit operation in the 

preferred temperature range with ahigh value of 

illumination, the use of an infrared filter be- 

tween the projector and faceplate as well as a 

blast of cooling air directed aross the faceplate 

from a blower is recommended. 

The dark current is doubled for every 10° ¢ 

rise in the temperature of the faceplate, and 

hatved for every 10° C decrease in the temperature 

of the faceplate. To obtain optimum performance, 

it is desirable to operate the 7038 at a pre- 

established value of dark current. Therefore, if 

the temperature of the faceplate is allowed to 

vary it will be necessary to adjust the target 

voltage to maintain the desired dark current, as 

shown in Fig.2. Since the sensitivity of the 

tube decreases with increasing temperature, the 

amount of faceplate illumination necessary to 

produce agiven signal as a function of faceplate 

temperature is also shown in Fig.2. in addi- 

tion, the lag will decrease with increasing 

temperature as shown in Fig.2. For live pickup, 

it isdesirable to select anoperating temperature 
which provides the best balance between lag and 

sensitivity. The faceplate should be held close 

to this temperature to assure stability of black 

level and signal-output level 

The target voltage should beobtained from an 

adjustable dc source. As the target voltage is 

increased, the dark current increases as shown in



Fig.3. The target voltage must be adjusted to 

produce the desired value of dark current depend- 

ingonthe type of operation. It should be noted 

that individual 7038's may operate with the same 
value of dark current and have i1dentical per— 

T —— T 
[~ SCANNED AREA OF PHOTOCONDUCTIVE LAYER=I/3'x 3/ 

FACEPLATE TEMPERATURE =30° C APPROX. 

D
A
R
K
 C
U
R
R
E
N
T
 —
M
I
C
R
O
A
M
P
E
R
E
S
 

0.001 
4 6 4 8 2 

10 100 
TARGET VOLTS 

92CM-9497 

Fig.3 - Range of Dark Current for Type 7038. 

formance characteristics, but each may require 
a different value of target voltage. The differ- 

ence may be as much as 2 to 1, as shown in Fig.q. 

For proper adjustment of the target voltage on 

each 7038, see sequence of adjustments on page 9. 

The target voltage required for a particular 

type of operation may change gradually during 

the life of the tube. Therefore, it will be 

necessary to check this adjustment periodically. 

The equipment designer should make the target- 

voltage suppliy adjustable to provide means to 

compensate for any such change. 

The focusing-electrode (grid No.3) voltage 

may be fixed at a value of about 280 volts when 

focusing control is obtained by adjusting the 

current through the focusing coil. In general, 

resolution decreases with decreasing grid=No.> 

voltage. Operation at a grid-No.3 voitage below 

260 volts is not recommended. The necessary 

range of current adjustment will depend on the 

design of the coil, but should be such as to 

provide afield-strength range of 36 to 44 gausses. 

When it is desired to use a fixed value of 

focusing-coil current capablie of providing a 

fixed strength of 40 gausses at the center of the 

focusing device, the grid-No.3 voltage should be 
adjustabte over a range from 250 to 300 volts. 

Definition, focus uniformity, and picture 

qual ity decrease with decreasing grid-No.4 and 

grid-No.3 voltage. in general, grid No.4 and 

grid No.3 should be operated above 250 volts. 

The grid-No.1 voltage 

from O to —-110 volts. 

should be adjustable 

The dc voltages required by the 7038 can be 

provided by the circuit shown in Fig.4. 

A blanking signal should be supplied to grid 

No.| or to the cathode to prevent the electron 

beam from striking the photoconductive layer 

during the return portions of the horizontal and 

vertical deflecting cycles. Unless this is done, 

the camera-tube return |ines will appear in the 

reproduced picture. The blanking signal is 

a series of negative voltage pulses when it 

is applied to grid No.l, or a series of posi- 

tive voltage pulses when it is applied to 

the cathode. 

Beam intensity is controlled by the amount 
of negative voltage on grid No.l. The beam must 

have adequate intensity to drive the highlight 

elements of the photoconductive-layer surface to 

cathode potential on each scan. When the beam 

has an intensity sufficient only to drive the 
lowlight elements to cathode potential, the high— 

light elements are not returned to cathode poten- 

tial. As a result, the picture highlights all 

have the same brightness and show no detail. 

Also, when the beam has insufficient intensity, 

the photoconductive-tayer surface which normaliy 

rises in potential by only a small fraction of 

the signal—-electrode potential during each scan, 

gradually rises inpotential to a value approach- 

ing nearly the full signal-electrode potential 

in the highlights. Under this condition, many 

scans are required to drive to cathode potential 

any element which has changed from a highlight 

to a lowlight because of movement of the image. 

As aresult, the highlights tend to "stick'". The 

loss of highlight detail and sticking of the 
highlights is referred to as "bloom'". 

On the other hand, a beam with excessively 

high intensity should not generally be used be- 

cause the size of the scanning spot increases 

with resultant decrease in resolution.
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c 
1t that the target 

\ 
properly adjusted with reference 

to the curves in Figs.7, 8, and 

I'l to give the proper value of 

dark current for the desired 

service. Adjustment of the 

target voltage to obtain the 

desired dark current, is covered 
in sequence of adjustments 
on page 9. 

L 4 For live pickup involving 
-1ov T%gtangG low 1llumination levels, a good 

92C5-9496 SUPPLY picture can be obtained with a 
highlight iftumination of | to 

C1 Cy¥: 0.1 uf, 300 volts (worklng R1: 120000 ohms, 1/2 watt 3 foot-candles on the faceplate 
voltage) R2: 100000~ohm potentiometer, 2 watts of the 7038. Such a low 

C2: 0.1 uf, 300 volts (working R3: 50000—ohm potentiometer, 2 watts . . . i 
voltage) RL: 70000 ohms, 1/2 watt iflumination fevel, however, 

€3 €5: 0.1 uf, 200 volts (working R5: 5000 ohms, 1/2 watt requires maximum-sensitivity 
voltage) R6: 10000 ohms, 1/2 watt A . 

C6: 4 uf, electrolytic, 300 volts R7: 200000 ohms, 1/2 watt operationof the 7038. For this 
(working voltage) R8: 50000 ohms, 1/2watt, non—inductive type of operation, adark current 

M: Target-Current Meter, RCA Ultra- R9: 100000 ohms, 1/2 watt . . A 
sensitive Microammeter wv-guB, or RI0: 500000-0hm potentiometer, 2 watts of 0.2 microampere is required. 

equrva]ent Ri1: 1000 ohms, 1/2 watt, non-inductive This value will be obtained for 

Fig.q4 - Typical Voltage Dividers for Supplying 

DC Electrode Voltages to Type 7038. 

The video amplifier system should be designed 

to handle peak ac voltages corresponding to a 

highlight target current of 0.5 microampere 

through the target load resistor. Such a system 

is shown by the block diagram in Fig.5 (a). This 

system employs a low-noise, cascode preamplifier 

having an 8-Mc bandwidth as shown in Fig.5 (b). 

Aperture correction compensates for the aper— 

turing effect of the scanning beam in the 7038. 
This effect produces a horizontal square-wave 

response shown by the "uncompensated! curve in 

Fig.6. When this effect is compensated, the 

horizontal square-wave response of the video 

system is raised to approximately |00 per cent 

Over the entire broadcast bandwidth of 4.5 Mc, 

and is shown by the "compensated" 

Fig.6. This compensation, however, 
affect the vertical resolution. 

compensated horizontal! resolution and the un-— 

corrected vertical resolution yields the equiva- 

lent square-wave response which is shown in 

Fig.6 and is expressed by the equation 

Equiv. Square-Wave Response = AfR, x Rh 

where R, and Ry are the vertical square-wave 

response and the horizontal square—-wave re-— 

sponse, respectively. 

curve in 

does not 

Combining the 

a target voltage within the 

rangeof 60 to |00 volts. Under 

such low—level illumination 

conditions, the lag will be 
somewhat greater and the black— 

level uniformity will be somewhat poorer than for 

live~-pickup conditions with higher faceplate 

ilfumination and lower dark current. 

When the 7038 is used for live pickup with 

itlumination levels of 10 to 20 foot-candtes on 

the faceplate, adark current of 0.02 microampere 

is required. This value will be obtained for a 
target voltagewithin the range of 30 to B0 volts. 

For film pickup, an average highlight il- 

lumination of 50 to 200 foot-candles is required 

on the faceplate of the 7038 for minimum lag 

and best black-level uniformity. For this range 
of illumination, a dark current of about 0.004 

microampere is required, and the target voltage 

will range between |5 and 25 volts. 

The exact value of target voltage to give the 

required dark current will depend on the indi- 

vidual tube and on the temperature at which its 

faceplate is operated. 1t is important that the 

tube be allowed to reach a stable operating 

temperature before the operating dark current is 

determined; otherwise the dark current will change 

as the temperature of the tube changes. 

in all cases, the illumination level and/or 

dark current must be Ilimited or adjusted so that 

the peak signal-output current does not exceed



those values shown under Typical Operation. In 

order that the signal-output current and dark 

current will be known at all times, it is recom- 

mended that the camera be provided with a suitable 

microammeter in the target circuit of each 7038 

for each 7038. From these curves, it will also 

be noted that the illumination must be increased 

about 30 times to produce an increase of [0 times 

in signal-output current for any given value of 

dark current. 

AMPLIFIER 
VIDICON - PHASE & SIGNAL- VIDEO 
TYPE PREAME WITHEREQ. APERTURE PROCESSING [— SIGNAL 
7038 CONTROL CORRECTION AMPLIFIER OUTPUT 

92CM-8114 

Fig.s (a) - Block Diagram of Video System. 
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All capacitor woltages All resistors are of the carbon- 
are working values composition type 

C1 €3 C5: 0.01 uf, 100 volts R1 R4 R5 R6: 100 ohms, 1/2 watt 
C2: 2000 uf, electrolytic, 3 volts R2: 500000 ohms, 1/2 watt 
Cy: 0.01 pf, 350 volts R3: 15 ohms, 1/2 watt 
C6: 90 uf, electrolytic, 350 volts R7: 12 ohms, 1/2 watt 
C7: 0.1 uf, 350 volts R8: 100000 ohms, 1/2 watt 
¢8: 0.1 pf, 300 volts RG9: 1 megohm, 1/2 watt 
Li: 12 wh peaking coil, adjustable R10 R11: 1800 ohms, 2 watts 

core to cover range from 9 to 15 uh R12: 470 ohms, 2 watts 

Fig.s (b) - Low-Noise Cascode Preamplifier Having 8-Mc Bandwidth. 

to read average target current, or that a cali- The average ''gamma'", or slope, of the light 

bration pulseof the proper magnitude be fed into transfer characteristic curves shown in Fig.8 is 

the input of the video preamplifier to indicate approximately 0.65. This value is relatively 
peak target currents. 

The maximum amount of illumination on the 

photoconductive layer is iimited primarily by the 

temperature of the faceplate which should never 

exceed 60° C and should preferably be maintained 

within the operating range from 25° ¢ to 35° ¢ 

for most satisfactory performance. 

Signal Output and Light Transfer Character- 

istics. Typical signal output as a function 

of uniform 2870° K tungsten illumination on the 

photoconductive layer for different values of 

dark current is shown in Fig.8. It is to be 

noted that these curves are for a typical 7038 

under the conditions indicated. Because the 

target voltage needed to give maximum sensitivity 

at a dark current of 0.2 microampere may range 

between 60 and 100 volts, it is essential that 

the best operating target voltage be determined 

constant over an adjustment range of 4 to | in 

target voltage, or 50 to | in dark current, 

for a signal-output current range between 0.01I 

and 0.3 microampere. Close uniformity in the 

value of gamma between individual 7038's is 

maintained to insure satisfactory operation of 

color cameras inwhich the signal-output currents 

of the three 7038's must match closely over a 

wide range of scene illumination. Because its 

transfer characteristic is approximately the 

complement of the transfer characteristic of a 

picture tube, the 7038 can produce a picture 

having proper tone rendition. 

Uniform sensitivity over the scanned area of 

the 7038 can be achieved by compensating for the 

beam landing errors that are introduced by the 

deflecting and focusing components used with the 

tube. Without compensation for these errors,



variations in sensitivity over the scanned area 

will occur. These variations resulting from 

beam landing errors are in the form of lower 

signal from the edges of the scanned area than 
fromthe center. However, because of the uniform- 
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Fig.6 —Curves Showing Uncompensated Horizontal Square— 

Wave Response of Tybe 7038 as well as Compensated Hori- 

zontal Square-Wave Response and Equivalent Square-Kave 

Response of the Video System Including Type 7038. 

ity of the photoconductive tayer, these variations 

in sensitivity are the same from tube to tube. 

Compensation for the beam landing errors to 

achieve uniform sensitivity can be obtained by 

supplying a modulating voltage of a suitable 

waveform to the cathode of the 7038. The de— 

sired waveform is parabolic in shape and of such 

a polarity that the cathode voltage is lowered 

as the beam approaches the edges of the scanned 

area. The modulating waveform should contain 

parabolic components of both the horizontal and 

vertical scanning frequencies. The horizontal 

component should have the greater amplitude 

and wiil be the most effective in obtaining 
uniform sensitivity. 
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Fig.7 - Typical Characteristic of Type 7038. 

ILLUMINATION : UNIFORM OVER PHOTOCONDUCTIVE I;AYER”. 
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Fig.8 - Light Transfer Characteristics of a 

Typical 7038 Vidicon. 

The circuitof Fig.9 shows the amount of para— 

bolic-waveform voltage required and the method of 

applying the waveform to the cathode, grid No. |, 
and grid No.2 of a 7038 which utilizes a de- 

filecting-yoke and focusing-coil systemof conven— 

tional design. The modulating voltage is applied 

togridNo.l andgrid No.2aswell asto the cathode 

to prevent modulation of the scanning beam. 

The use of this modulating waveform also im— 

proves the center-to-edge focus of the vidicon



and assures that sensitivity over the scanned 

area will be uniform for the recommended dark 

current for any specific service. Care must be 

taken that identical waveforms are applied to 

electrodes of each of the three tubes when using 

TYPE 
7038 

GRID 
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c 
% R 

MIXED 2 2 
PARABOLIC- 
WAVEFORM 
SIGNAL . _[C2 -+ R 
WeUT o 4CHE T 
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BLANKING- 
Y SIGNAL 

{WYWWWWW\ C Ci ’:) + INPUT 

R v 13 R3 R Cs v 
PEAK TO PEAK 6 PEAK TO PEAK 

(APPROX.) (APPROX.) 

*RZ IS ADJUSTED SO THAT GRID N2I| 
AND CATHODE PARABOLIC WAVE- 
FORMS ARE EQUAL IN AMPLITUDE. 
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All capacitor voltages are working values 

Cl C2: 8 uf, electrolytic, c5: 8 uf, electrolytic, 
25 volts 450 volts 

c3: 8 uf, electrolytic, C6: 1 uf, paper tubular, 
450 volts 400 volts 

Cc4: 0.1 uf, paper tubular, C7: 30 uf, electrolytic 
400 volts |, 450 volts 

c8: 125 uf, electrolytic, 350 volts 

All resistors are of the carbon-composition type 

R1: 10000 ohms, 1/2 watt R7: 1800 ohms, 1/2 watt 
R2: 50000 ohm—poten- R8: 10000 ohms, 1/2 watt 

tiometer, linear taper R9: 8200 chms, 1 watt 
R3: 1 megohm, 1/2 watt R10: 1 megohm, 1/2 watt 
R4: 20000 ohms, 1 watt R11: 100000 ohms, 1/2 watt 
R5: 10000 ohms, 1 watt R12: 5100 ohms, 1/2 watt 
R6: 1000 ohms, 1/2 watt R13: 1000 ohms, 1/2 watt 

Fig.g - Typical Circuit for Applying Waveform 

to Compensate for Beam Landing Errors 

in Type 7038. 

the 7038 in 3-vidicon color cameras to 

good registration of all 

scanned area. 

insure 

signals over the entire 

Persistence or lag of the photoconductive 

layer is given in Fig. |0 for two values of dark 

current. FEach curve shows the decay in signal- 

output current from an initial value of 0.3 

microampere after the iltumination is cut off. 

The effect of faceplate temperature on persis— 

tence is shown in fig.2. 

Persistence of the photoconductive 

different values of dark current is given by the 

curve in Fig.II. It is to be noted that the 

initial signal-output current is held constant 

for each value of dark current. This curve shows 

decreasing lag with decreasing dark current, and 

layer for 

a small value of lag for the low value of dark 

current recommended for film pickup. 

Signal-output-current buildup when light is 

applied to the photoconductive layer previously 

in the dark is as fast or faster than the rate 

of decay. 

The spectral response of the 7038 is shown 

by curves A and C in Fig.!2. Curve A is on the 

basis of equal values of signal-output current 

at all wavelengths, whereas curve C is on the 

basis of equail values of signal-output current 

with radiant filux from a tungsten source at 

2870° K. For comparison purposes, the response 

of the eye is shown in curve B. 

Full-size scanning of the 1/2" x 3/8" area 

of the photoconductive layer should always be 
used. This condition can be assured by first 

adjusting the deflection circuits to overscan 

the photoconductive layer sufficiently so that 

the edges of the sensitive area can be seen on 

the monitor. Then, after centering the image on 

the sensitive area (see Fig.13), reduce scanning 

until the edges of the image just disappear. In 

this way, the maximum signal-to-noise ratio and 

maximum resolution can be obtained. It should 

be noted that overscanning the photoconductive 

layer produces a smalier-than-normal picture on 

the monitor. 

Underscanning of the photoconductive layer 
i.e., scanning an area of the layer less than 

/2" x 3/8", should never be permitted. This 
condition which produces a larger-than-normal 

picture onthe monitor, not only causes sacrifice 

in signal—-to-noise ratio and resolution, but also 
may cause permanent change in sensitivity 

and dark current of the underscanned area. 

An underscanned area showing such a change 

will be visible in the picture when full-size 

scanning is restored. 

Failure of scanning even for a few seconds 

may permanently damage the photoconductive layer. 

The damaged area shows up as a spot or line in 

the picture during subsequent operation. To 

avoid damaging the 7038 during scanning failure, 

it is necessary to prevent the scanning beam 

from reaching the layer. The scanning beam can 

conveniently be prevented from reaching the layer 

by increasing the grid-No. | voltage to cutoff. 

The sequence of adjustments in operating the 
7038 for live pickup is as follows: With the 

Grid-No. ! Voltage Control set for maximumnegative 

bias (beam cutoff), Target voltage Control set 

for the minimum voltage shown under Typical 

Operation, and Deflection Controls set for maximum 

overscan, apply other volitages to the 7038 as 

indicated under Typical Operation. 

Next, with a 1/2" x 3/8" mask centered on 

the face of the tube, and with the iris set for 

minimum opening, decrease the grid-No. | bias to 

just bring out the highlight details of the



picture on the monitor. Adjust the Beam-Focus 

Voltage Control, the lens stop, and the optical 

focus to obtain the best picture. Reduce hor- 

izontal and vertical scanning so that the edges 
of the image extend just outside the scanned 
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Fig.10 - Typical Persistence Characteristics of 
Type 7038. 

area on the monitor. Then adjust the alignment 

field so that the center of the picture does 

not move as the beam-focus voltage is varied. 

Some readjustment of horizontal and vertical 

centering may be necessary after alignment. 

For maximum-sensitivity operation of the 7038 

in {ive-pickup service, proceed as follows. With 

no illumination onthe face of the tube, increase 

the target voltage unti! a dark current of 0.2 

microampere is measured. The current should be 

measured with a sensitive microammeter such as 

the RCA Type WV-84B Microammeter 

Next, open the lens and adjust the aperture 

to give a peak signal-output current of 0.2 to 

0.3 microampere. A good procedure for doing this 

is to focus the camera on a uniform white area 

having the same brightness as the highlights 

the scene to be televised. The image of this 

white area must at least cover the scanned area 

of the tube face. The current read on the micro- 

ammeter will be the dark current plus the 

peak signal-output current, i.e., highlight 

target current. 

in 

A waveform—-oscilloscope monitor can be used 

to compare the peak signal-output current pro- 

duced by any scene to the peak value measured 

INITIAL HIGHLIGHT SIGNAL -~OUTPUT MICROAMPERES=0.3, — 
SCANNED AREA OF PHOTOCONDUCTIVE LAYER=!5'x3/9" ] 
FACEPLATE TEMPERATURE =30° C APPROX. 
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Fig.11 - Typical Persistence Characteristic of 

Type 7038. 

with the microammeter when the camera is focused 

on a uniformiy bright scene. When a camera is 

adjusted in this manner, video gain should be 

kept constant and the light tevel on the tube 

face should be controlled tomaintain the constant 

predetermined value of peak signal 

on the oscilloscope. 

as observed 

After adjusting the light level to obtain 

the correct signal-output current, thegrid-No. - 

bias voltage should be adjusted to just discharge 
the highlights. Too much current will result in 

poor resolution and poor picture quality. After 

the grid-No. | bias is properly adjusted, it will 

be necessary to check and readjust the dark 

current and the peak signal-output current. 

Proper adjustment of the dark current, the 

peak signal-output current, and the grid-No. | 

bias, will result in a picture of good quality 

with minimum smearing of moving objects.



For average-sensitivity operation of the 7038 
in live-pickup service, the adjustments are 

similar to those for maximum-sensitivity operation 

except that the target voltage should be adjusted 

to produce a dark current of (0.02 microampere. 

When sufficient light is available, decreased lag 

can be obtained by operating with this lower 

value of dark current. 
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Fig.12 - Spectral Sensitivity Characteristics 
of Type %7038. 

For fiim—pickup operation of the 7038, the 

adjustments will be similar to those for live 

pickup except that the target voitage should be 

adjusted to produce a dark current of 0.004 

microampere and the peak signal-output current 

should be adjusted to the desired value by 

controlling the light level on the faceplate of 

the tube. 

In setting upthree 7038's in a color camera, 

particular attention must be given to proper 

alignment, best obtainable focus, and identical 

centering of scanned areas on the photoconduct- 

Fig.13 - Illustration Showing Proper Positioning 

of Image onthe Face of the Vidicon. 

For best color balance and color 

tracking over a wide range of iight leveis, the 

light level in each color channel should be con- 

trolled so that each of the three 7038's develops 

the same value of peak signal output for white 

portions of a scene. Observation of these op- 

erating conditions will assure good registration 

and good color balance. 

ive layers. 
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INDEX PIN. 
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BASE~PIN POSITIONS ARE HELD TO TOLERANCES SUCH THAT ENTIRE 

LENGTH OF PINS WILL, WITHOUT UNDUE FORCE, PASS INTO AND 

DISENGAGE FROM FLAT-PLATE GAUGE HAVING THICKNESS OF 1/4* 

AND NINE HOLES WITH DIAMETERS OF 0.0700" + 0.0005" SO 

LOCATED ON A 0.6000" + 0.0005" DIAMETER CIRCLE THAT THE 

DISTANCE ALONG THE CHORD BETWEEN ANY TWO ADJACENT HOLE 

CENTERS 1S 0.2052" £ 0.0005". GAUGE IS ALSO PROVIDED 

WITH A HOLE HAVING DIAMETER OF 0.300" £ 0.001" CONCENTRIC 

WITH THE PIN CIRCLE. 

SOCKET CONNECTIONS 

Bottom View 

TARGET 

PIN 1: HEATER PIN 7: CATHODE 
PIN 2: GRID No.1 PIN 8: HEATER 
PIN 3: INTERNAL CONNECTION— FLANGE: TARGET 

DO NOT USE SHORT INDEX PIN: INTERNAL 
PIN 4: INTERNAL CONNECTION—— CONNECT [ ON—— 

DO NOT USE MAKE NO 
PIN 5: GRID No.2 b @ CONNECTIOK 
PIN 6: GRIDS No.3 and No.u SHORT 

Ic 
DIRECTION OF LIGHT: 

INTO FACE END OF TUBE 

8HM 

Devices and arrangements shown or described herein may 
use patents of RCA or others. |Information contained 
herein is furnished without responsibility by RCA for 
its use and without prejudice to RCA's patent rights.


