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The 71-A is a power-amplifier tube 0“'0
of low-output impedance for use in F f
the output stage of audio-frequency
U U amplifiers.
CHARACTERISTICS

FrLaMENT VoLTAGE (A.C.orD.C)..vvvnnn.... 5.0 Volts
FILAMENT CURRENT .viivverenennnnnnenneennnn. 0.25 Ampere
PLIATE VOLTAGE .....ovvvvinna. .o 90 135 180 max. Volts
GRID VOLTAGE* ..........00v.. e =165 —27 -405 Volts
PLATE CURRENT ......vvvvnnnnnn. 10 17.3 20 Milliamperes
PLATE RESISTANCE ............... 2170 1820 1750 Ohms
AMPLIFICATION FacTOR ........... 3 3 3
TRANSCONDUCTANGCE +v.vevunonn... 1400 1650 1700 Micromhos
Loap RESISTANCE ................ 3000 3000 4800 Ohms
SELF-BiAs RESISTOR ............... 1600 1700 2150 Ohms
UnpistorTED Power OUTPUT...... 0.125 0.4 0.79 Watt
GRID-PLATE CAPAGITANGE . .vvrnveennneennnnnns 7.5 upf
GRID-FILAMENT CAPACITANCE .+ +vv'vvvnennnnnennn. 3.2 upf
PLATE-FILAMENT CAPACITANCE . .....ooveennnnnn. 2.9 nuf
BULB . e ST-14
BASE e Medium 4-Pin Bayonet

) * FDI: operation on a-c filament supply, increase grid-bias voltage 2.5 volts. The d-c resistance
in the grid circuit should not exceed 0.5 megohm.

INSTALLATION AND APPLICATION

The base pins of this tube fit the standard four-contact socket which should
be installed to hold the tube in a vertical position.

The coated filament of the 71-A may be operated from a storage battery or
from the a-c line through a step-down transformer, For operation of this tube from
a storage battery, a fixed or variable resistor of suitable value is required to reduce
the battery voltage to 5.0 volts across the filament terminals at the socket.

Operating conditions are given under CHARACTERISTICS for the use of
this tube in the power output stage.

An output device should be used to transfer power to the winding of the
reproducing unit.

AVERAGE PLATE CHARACTERISTCS

80

T T
TYPE 7I-A
E£=S50VOLTS D.C.
0
60 o
7
o o
ns; i
w ks h P
& ~ / o
4 3 i /
240 Sl | g
5 o o] e
o = NS ¥ o
] 3/\’0 3 I{I ;\/ oy
g G y i
< WS g / // Sy
T 1 ¥ Iy
[ / / ! 13/»,“
. VAU > A7/
/ 7R/, /) A
/ ” /
r / VoA N2 1 .
40 320 400
° 80 e B aTe voLTS 92Cc-504R2

— 148 —



