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8 PIN OCTAL 88-197 

THE 7236 1S A LOW MU DOUBLE TRIODE INTENDED FOR LONG LIFE SERVICE AS A 
POWER AMPLIFIER IN COMPUTER SERVICE. IT HAS THE ABILITY TO PASS LARGE 
CURRENTS WITH A LOW VOLTAGE DROP. 

DIRECT INTERELECTRODE CAPACITANCES 
EACH UNIT 

INPUT 9.0 £ 
ouTPUT 3.3 o f 
GRID TO PLATE 10.0 s £ 
HEATER TO CATHODE 11.0 77754 
PLATE TO PLATE 0.5 it f 

RATING 
ABSOLUTE MAXIMUM VALUES. 

OPTIMUM SERVICE LIFE 

HEATER VOLTAGE 6.31.3 VOLTS 
MAX IMUM PLATE VOLTAGE 300 VOLTS 
MAX IMUM PLATE CURRENT PER PLATE 190 MA. 
MAX IMUM PLATE DISSIPATION PER PLATE 15 WATTS 
MAX IMUM GR1D RESISTANCE Q.25 MEGOHM 
MAX IMUM BULB TEMPERATURE® 150 °c 
MAXIMUM POSITIVE GRID VOLTAGE +1 voLT 
MAXIMUM NEGATIVE GRID VOLTAGE 100 VOLTS 
MAX IMUM HEATER~CATHODE VOLTAGE 100 VOLTS 

!AFORCED AIR COOLING 1S NECESSARY TO OBTAIN THIS BULSB TEMPERATURE. 

TYPICAL OPERATING CONDITIONS AND CHARACTERISTICS 
EACH TRIODE 

HEATER VOLTAGE 6.%tHh% VOLTS 
HEATER CURRENT 2.4 2.4 2.4 AMP . 
PLATE VOLTAGE 120 60 150 VOLTS 
DC GRID VOLTAGE -1y 0 -24 VOLTS 
PLATE CURRENT 100 150 60 MA. 
AMPLIFICATION FACTOR 4.8 — — 
TRANSCONDUCTANCE 12 500 —_— —_ KMHOS 
Iy (AT Ecy TT65 V.)  (MAX.) — _— 100 MA . 
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TUNG-S0L ELECTRIC INC, ELECTRON TUBE D!YISION, BLOOMFIELD, NEW JERSEY, U.S.As, JULY 1, 1961 PLATE #6211
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Ef = 6.3 Volts 
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