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POWER PENTODE 7355 

Glass octal type used in the power-output stage of 
high-fidelity audio- fiequency amplifier systems. Out- 
lines section, 13F; requires octal socket. Heater: volts 

(ac/dc), 6.3; amperes, 0.8; maximum heater-cathode 
volts, 200 peak, 100 average. 

Ciass A, Amplifier 

MAXIMUM RATINGS (Design-Maximum Values) 

Plate Voltage . ... . .. .. e e 500 volts 
Grid-No.2 (Screen-Grid) Voltage .. ... ............. .. 400 volts 
Grid-No.1 (Control-Grid) Voltage, Positive-bias value . volts 
Average Cathode Current 100 mA 
Plate Dissipation 18 watts 
DC Grid-No.2 Input ....... ... ... .. .. i 3.5e volts 

TYPICAL OPERATION AND CHARACTERISTICS 

Plate Voltage ... ... .. .. . ... 250 volts 
Grid-No.2 Voltage 225 volts 
Grid-No.1 Voltage .. —15 volts 
Peak AF Grid-No.l Voltage .. . . 15 volts 
Plate Resistance (Approx.} ...... R . R 42000 ohms 
Transconductanee ......... o .. e R . .. 7600 pmhos 
Zero-Signal Plate Current . 62 m 
Maximum Signal Plate Current 14 mA 
Zero-Signal Grid-No.2 Current . ... 3.2 mA 
Maximum-Signal Grid-No.2 Current 16.5 mA 
Load Resistance ............... ... ........ 2500 ohms 
Total Harmonic Distortion (Approx.) 156 per cent 
Maximum-Signal Power Qutput .. ............. 9 watts 
Grid-No.1 Voltage (Approx.) for plate current of 500 pA L L —35 volts 

MAXIMUM CIRCUIT VALUES 

Grid-No,1-Circuit Resistance: 
Yor fixed-bias operation ..... .. .. ... ... ... ... 0.3 megohm 
Tor cathode-bias operation .. ... .. ... .. ... .. ... ... ... 1 megohm 

* Grid-No.2 input may reach 7 watts during peak levels of speech and music signals. 

Push-Pull Class AB, Amplifier 

MAXIMUM RATINGS (Same as for class A: amplifier) 

TYPICAL QOPERATION (Values are for two tubes) 

Plate Voltage . .................. 300 400 volts 
Grid-No.2 Voltage .. ......... ... ... ......... 250 300 volts 
Grid-No.1l Voltage .. ......................... A —21 —34 volts 
Peak AT Grid-No.l Voltage . ............... R 42 60 volts 
Zero-Signal Plate Current .. . ... .. AT . 100 56 mA 
Maximum-Signal Plate Current R 185 ~ 175 mA 
Zero-Signal Grid-No.2 Current R 5.5 3. mA 
Maximum-Signal Grid-No.2 Current = ...... ... ..... 24 24 mA 
Effective Load Resistance (Plate-to- p]ate) 4000 5000 ohms 
Total Harmonic Distortion . 2 . 6 per cent 
Maximum-Signal Power Output 28.5 40 waits 

Refer to chart at end of section. 7360


