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GL-7409, GL-7538
FOCUS-MAGNETIC DEFLECTION-MAGNETIC
These low-light-level image orthicons are designed to meet a wide variety of require-
ments for industrial, military, and scientific applications. They provide an effective low-
light-level sensitivity of 4 x 1077 foot-candles photocathode illumination for resolution of
100 television lines per target-inch. The GL-7538 is designed for normal environmental
operation. The 7409 is a ruggedized version especially designed to operate under severe
shock and vibration conditions.
Both tubes feature a high-gain, thin-film magnesium-oxide target with a sensitivity
ten to twenty times that of glass targets. The extreme thinness and the anisotropic
property of this semiconductor target virtually eliminates lateral leakage and increases
the resolution 25 to 50 percent over that of standard glass targets. Since operation of the
target depends on electron conduction, which is not a depletion process, rather than on
ion conduction, permanent stickiness and burn-in are virtually eliminated. Low gamma
permits a very wide operating range.
These and other features of these image orthicons assure long life and reliable opera-
tion of the 7538 in such applications as surveillance, satellite tracking, and detection. The
7409 is particularly useful in tank fire control, drone guidance, missile-borne systems, and
ground vehicle systems operating over rough terrain.
Electrical Mechanical
Cathode—Unipotential Over-all Length . « ¢ sussswsssswysswmes 15.20=0.25 Inches
Heater Greatest Bulb Diameter. .............. 3.00=%=0.06 Inches
Voltage; ACor DC; ;v scsswrisssmssin 6.3=10% Volts Deflecting Coil
S s s e A SR s S AR e S e e 0.6 Amperes Length. ... ... ... .. ... ... ... ... ...... 5 Inches
Photocathode—Semi-Transparent Minimum Inside Diameter................ 234 Inches
Spectral Response—S-10 Focusing-Coil Length. ... .................... 10 Inches
Rectangular Image, 4 by 3 aspect ratio Alignment-Coil Length. .« ;sumss sesvwassmezzos 12 Inches
Useful Size, maximum diagonal. ............ 1.8 Inches Photocathode Distance Inside
Orientation—Proper orientation is obtained End of Focusing Coil. . . ................... 14 Inches
when the vertical scan is essentially Weight, approximate
parallel to the plane passing through the G740 5 5 v 155 0 5 55 w303 X 4% £ 105 99006 £ 6 B 0 7 5 1.4 Pounds
center of the faceplate and pin No. 7 of GL-7538 . . . o oo 0.8 Pounds
tl'.le shoulder base. . Operating Position—Any, except with diheptal
Focusing Method—Magnetic base up and tube axis at an angle of less than
Deflection Method—Magnetic 20 degrees from vertical.
Direct Interelectrode Capacitance
Anode to all other Electrodes. . .. ...........12 uuf
Thermal
Operating Temperature at any Part of Bulb,
MAaXIMUIMN . . o w e e e 70 C
Operating Temperature of Bulb at Large
End of Tube, Target Section, minimum. .. .. .. 0 C
Temperature Difference Between Target Sec-
tion and any Part of Bulb Hotter than
Target Section. . .......................... 7.5 C
MAXIMUM RATINGS—ABSOLUTE VALUES
Photocathode Dynode-No. 3 to Dynode-No. 2 Voltage.350 Volts
Voltage: « o Siwmsssmmesssmssnwnsss —600 Volts Dynode-No. 4 to Dynode-No. 3 Voltage. 680 Volts
TISNINAION o4 54 @ 5w 05 o0m 5 5 @5 56 490 8 50 Foot-candles Dynode-No. 5 to Dynode-No. 4 Voltage.350 Volts
Anode Supply Voltage*. ... ... ... ... 1850 Volts Anode to Dynode-No. 5 Voltage. ... ... 100 Volts
Grid-No. 1 Voltage Voltage per Multiplier Stage. . ........ 400 Volts
Negative Bias Value. . .............135 Volts Target Voltage
Positive Bias Valu€: s o : s vos oz s ms o 0 Volts Above Target Cutoff, positive direction.10 Volts
Grid-No. 2 and Dynode-No. 1 Voltage. .380 Volts INEFAtIVE: & s se v ey 9% 50 Gl 54 5 9d 8 10 Volts
Grid-No. 3 Voltage. .. ................ 400 Volts Peak Heater-Cathode Voltage
Grid-NoO: 4 VOIAgE . ouvs o izbwaiisms 300 Volts Heater Negative with Respect to
Grid-No. 5 Voltage. .. ... ............. 150 Volts Cathode ., : sicvssmmosiamazsesss s 125 Volts
Grid-No. 6 Voltage. .. .............. —600 Volts Heater Positive with Respect to
Dynode-No. 2 to Dynode-No. 1 Voltage.350 Volts CHEDGAE. 7 5.0 055 5,05 4 5 9 £ 5 5 Suws 28 5 sont & 10 Volts

* Ratio of dynode voltages appears under Typical Operation.
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TYPICAL OPERATION—AVERAGE VALUES

Normal Maximum Sensitivity

Performancef Performance]
Photocathode Voltage, image focus. .. ......... ... .. .. ... .. ... ... .. ..... —400 to —540 —400 to —550 Volts
Grid-No. 1 Voltage for Picture Cutoff, Beam. . ............................ —45to —115 —45to —115 Volts
Photocathode Illumination—See Page 5
Scene Illumination—See Page 5
Grid-No. 2 and Dynode-No. 1 Voltage . ...ttt 300 370 Volts
Grid-No. 3 Voltage, multiplier focus§............. ... .. ... ............... 225-330 225-380 Volts
@rid-No. 4 Violtage, beam FOCUS: <« u o w s w0 s s e w e s mms s s s o s o are s i w6 4 140-180 140-250 Volts
Grid-No. 5 Voltage, deCelerabor: i o « wus s s u s s e s oo v s o6 s 8 g5 808 855 600§ 8 0-125 0-125 Volts
Grid-No. 6 Voltage, accelerator—75 percent of photocathode voltage,

ADDLORIIIOES! 15 % fne ¢ 975 /0253 5167 54500654 605005050305 53 4 6 597 Ba 5808558 M3 —300 to —405 —300 to —465|| Volts
Dynode-No. 2 Voltage. . .. ... 600 770 Volts
Dynode-No. 3 Voltage. . .. ... ..ot 910 1080 Volts
Dynode-INo. 4 VOItage. . . .. ..ottt 1200 1360 Volts
Dynode-INO, 5 VOIEARE « - « v vxm s w wm as i v s s s s 4 o o s e 56 % w08 5 608 006 § 5 5 4 5 1490 1610 Volts
Anode Volbage wsriwmiasim sse @ a5 em i385 053 AE iRy @05 iiiCH i3 QF5e Grsai® 1550 1700 Volts
DC Anode Current, maximum. .. ...................... ..ot 30 30 Microamperes
Signal Output Current, peak-to-peak—See Light-Transfer Characteristic
Target Cutoff Voltage¥[. . ... ... ... —3to +1 —3to +1 Volts
Target/Temperatiire TRAREE. . . v e o s 6w o w5 5w s 6 v m o 58 Swer 5 6 e s 35 W5 o § o W66 05 3 50 15-55 15=55 C
Peak-to-Peak Blanlking VOIRARE: « oy s v oo nm s o m s g an oo sve &8 g o § 8 8 w0 5§ 6 60 5-20 5-20 Volts
Field Strength at Center of Focusing Coil™™ .« ;s uivsimissmnmassmmugsomsssms 75 75 Gausses
Field Strength of Alignment Coil, approximate#. . .. ....................... 0-3 0-3 Gausses

1 Although these tubes will operate in standard equipment, modification to permit operation at these values will improve effective
sensitivity for most applications.

1 These values will permit the best low-light-level-sensitivity capability of the tube to be realized and will assure the maximum useful
multiplier gain required in extreme low-light-level applications. The resolution sensitivity information in this data sheet was derived
with these higher multiplier voltages.

§ Adjust to give the most uniformly shaded picture near maximum signal.

|| 75 to 85 percent of photocathode voltage.

[ The target supply voltage should be adjustable from —3 to 45 volts with blanking voltage off. Maximum target voltage is 410
volts above target cutoff. Recommended target voltage is 42 volts above cutoff. Slight readjustment, usually only a small fraction
of a volt, may be necessary to minimize microphonics.

**Direction of current should be such that a north-seeking pole is attracted to the image end of the focusing coil, with the indicator
located outside of and at the image end of the focusing coil.

# Adjust to produce flattest field with maximum response. Alignment is correct when the center of the picture merely goes through
focus and does not rotate when beam focus (Grid No. 4) is varied. For most commercial focus coils a 75-gauss field results from a
focus-coil current of 75 milliamperes.

GL-7409

ENVIRONMENTAL
Shock: Per specification MIL-E-5272C (ASG) Paragraph 4.15.5 except:
A 12 impact shocks of 30g
B The shock shall be applied in the following directions:
1—Vertically perpendicular to longitudinal axis, 3 shocks in each direction.
2—Parallel to the minor horizontal axis, 3 shocks in each direction.
C The shock pulse width is defined by the use of a 0.2 to 250-cycle-per-second filter.
Vibration: Per MIL-E-5272C (ASG) Paragraph 4.7.12 Procedure XII except at operating temperature only. Center
(10g) horizontal resolution at 3 x 10~° maximum foot-candles, photocathode illumination will be at least 350 lines
(EIA) with 5g applied acceleration in the frequency range from 50 to 500 cycles per second and a double
amplitude of 0.036 inch from 5 to 50 cycles per second. Picture resolution of 350 TV lines (EIA) is defined as
readable through any interference that may occur.
Humidity: Per MIL-E-5272C (ASG) Paragraph 4.4.1 Procedure 1. Following this test, the interelectrode insulation of

the end pins 5, 6, 7, 8, 9, and 10 each with respect to all other end base pins grounded and with 350 volts
(minimum) applied is greater than 500 ohms.

Acceleration: Constant acceleration when applied perpendicular to the longitudinal axis of the tube for 10 minutes.
(70g)
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OPERATING NOTES

Some magnesium-oxide targets may be damaged permanently if directly and intermittently exposed, while in operation,
to extremely bright sources which cause high photoelectron densities to occur at the target. Such sources include the sun,
photoflash lamps, and exploding wire flashes. Damage, if it does occur, takes the form of black image spots burned in the
target by the intense light.

In most cases an 80-megohm, !4-watt resistor in series with the photocathode in the camera will protect the tube. This
resistor will not interfere with normal operation of these or other image orthicons which may be used in the modified camera.

If these or similar bright sources are to be observed continuously, appropriate exposure control of photocathode illumina-
tion can be supplied by neutral-density filters.

SPECIFIC PARAMETERS ON RECORDED DATA

All curves except spectral-sensitivity characteristics were recorded under the following conditions:

Camera Chain: General Electric TE-5 (modified)
Amplifier bandwidth—total 20 mc, flat to 6 mc

Resolution Chart: National Bureau of Standards Lens Test Chart, 1009, contrast transparency.

Window Chart: 1009, contrast, 19, area window for signal-noise and transfer characteristic data.
Light Source: 2870° Kelvin—tungsten
Light Level: Aperture and neutral density controlled (within specially constructed low-light-level box) to provide

range from 10~® to 102 foot-candles illumination on photocathode. For corresponding scene brightness in
foot-lamberts when using Leitz /1.5 lens (85 mm), multiply photocathode illumination in foot-candles

by 12.
Operating Temperature for Image End: 25 to 30 C.
Target Raster: Target diameter is 1.40 inches. For corners of scanning raster just touching target edge raster dimensions
are:
Aspect Ratio Horizontal Vertical
1 x 1 (square) 0.99” 0.99”
4 x 3 (standard) 1,12" 0.84"
Horizontal TV lines =1.12 x TV lines per target inch

Vertical TV lines (EIA) =0.84 x TV lines per target inch
Resolution sensitivity data is recorded in TV lines per target inch

Therefore, 700 TV lines per target inch = 784 horizontal lines
= 588 vertical lines (EIA)
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LIGHT TRANSFER CHARACTERISTICS TYPICAL SIGNAL: NOISE CHARACTERISTICS VS.
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SCENE ILLUMINATION —FOOT CANDLES //
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] f e d c b a TWILIGHT
Code Ambient Condition Scene [llumination
a Full moon—clear 2% 1072 fi-c
b Half moon 1 X‘lohzﬁ'-c
c Full moon—moderately cloudy 4x107 ft-c
d Quarter moon—clear 1 %103 ft-c
e No moon—clear 1%x10™ ft-c
f No moon—moderately cloudy 5x107 ft-c
g No moon-heavy cloud 2x107 f-c
NEUTRAL DENSITY FILTERS FOR EXPOSURE CONTROL
TYPE AND DENSITY PERCENT TRANSMITTANCE NUMBER OF STOPS
ND .30 50.0 1
ND .60 25.0 2
ND .90 13.0 3
ND 1.00 10.0 3.3
ND 2.00 1.0 6.6
ND 3.00 0.10 10.0
ND 4.00 0.010 _ 13.2

SCENE ILLUMINATION VS TYPICAL RESOLUTION SENSITIVITY BY TYPE*

GL-7409

*This chart reprinted by permission of B. A, Bang.
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JUMBO
ANNULAR
7-PIN BASE

— le—2 00"t.06"

SMALL-SHELL
DIHEPTAL
14-PIN BASE
NO.BI4-45

2.500" PIN
Py CIRCLE
DIAMETER
©

d\ 040"t.002p|A
6 PINS

o t|0° "
BE5" 210 093"£.003"p|A

ENLARGED BOTTOM VIEW

DIRECTION OF LIGHT:
PERPENDICULAR TO
LARGE END OF TUBE

IC IC

WHITE INDEX LINE
ON FACE

BOTTOM VIEW
BASING DIAGRAM

15.20" ¥25"

CROSS-HATCHED "
AREA IS FLAT, V315 R MIN
1.185"R MAX

DETAIL OF BOTTOM VIEW OF JUMBO
ANNULAR BASE

NOTE | : DOTTED AREA IS FLAT OR EXTENDS TOWARD DIHEPTAL -
BASE END OF TUBE BY 0.060" MAX.

ANNULAR BASE GAGE

ANGULAR VARIATIONS BETWEEN PINS AS WELL AS ECCENTRICITY
OF NECK CYLINDER WITH RESPECT TO PHOTOCATHODE CYLINDER
ARE HELD TO TOLERANCES SUCH THAT PINS AND NECK CYLINDER
WILL FIT FLAT-PLATE GAGE WITH:

a. SIX_HOLES HAVING DIAMETER OF 0065"*" Soae

AND ONE HOLE

HAVING DIA OF O. 150" £0.001" ALL HOLES HAVE DEPTH OF 0.265"t0.001"

THE SIX 0.065" HOLES ARE ENLARGED BY 45° TAPER TO DEPTH OF
0.047" ALL HOLES ARE SPACED AT ANGLES OF 5I° 26't5' ON CIRCLE
DIAMETER OF 2.500"to0.001"

b. SEVEN STOPS HAVING HEIGHT OF 0.187"%0-00!" CENTERED
BETWEEN PIN HOLES, TO BEAR AGAINST FLAT AREAS OF BASE.

c. RIM EXTENDING OUT OF A MINIMUM OFOI25 FROM 2.812"
DIAMETER AND HAVING HEIGHT OF 0.126"to.001".

d. NECK CYLINDER CLEARANCE HOLE HAVING DIAMETER OF
2.200" to.001"

SMALL-SHELL DIHEPTAL 14-PIN BASE

PIN 1: HEATER PIN 9: DYNODE NO.3
PIN 2: GRID NO.4 & PIN 10: DYNODE NO. I,
FIELD MESH GRID NO.2
PIN 3: GRID NO.3 PIN I1: INTERNAL CONNECTION-
PIN 4: INTERNAL CONNECTION- DO NOT USE
DO NOT USE PIN 12: GRID NO. |
PIN 5: DYNODE NO.2 PIN I3: CATHODE AND
PIN 6: DYNODE NO.4 b
PIN 7: ANODE PIN 14: HEATER
PIN 8: DYNODE NO.5

KEYED JUMBO ANNULAR 7-PIN BASE

PIN |: GRID NO.6 PIN 5: GRID NO.5

PIN 2: PHOTOCATHODE PIN 6: TARGET

PIN 3: INTERNAL CONNECTION- PIN 7: INTERNAL CONNECTION-
DO NOT USE DO NOT USE

PIN 4: INTERNAL CONNECTION-
DO NOT USE

GENERAL @3 ELECTRIC

POWER TUBE DEPARTMENT

Pickup Tube Operation

Syracuse, New York
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Volts

PR 5 SR,
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FOOLS- MAGNETIC DEFLECTION-MAGNENC
ENVIRONMENTAUZED
The GL-7409 man eaviconmentalized  fure Being read off, which permits ad-
image orthicon designed to meel in-  ditional sensitivity by use of law frame
dustrial and military applications where  rates or by heam pulsing. Il completely
adverse environment precludes the use eliminates both stickiness and: perma-
of standard tubes. It has an S-10 photo-  nent burn-in since operation depends on
surisce, Because of the low gamma, the electron conductiorg which is not a de-
tube has a very wide operating range pletion process, rather than om ion
at low light levels, conduction. The curve shown on page
This tube features a high-gain, thin- 1 compares the resolution sensitivity
film, magnesium-oxide target with = of the 7409 with that of a 5820 with
sensitivity ten to twenty times that of  equivalent photocathode.
s -glass-target tubes such as the 5820. This The target characteristics also assure
S * . target has several advantages. Its ex- a higher amplitude response than that
CsLmeme mness and anisotropic property  of the 5820. Another advantage of the
virtuall W ys leakage. GL-7409 is a considerable reduction in
= whsch.mcrem the resolution 28 M&thm of target secondary
percent over that of the standard target tre This i ing
It adapts the tube for service where effect, particularly
the signal is stored for long periods be-  transitions.
. Electrical l Machanical
Cathode ~Umipotential ' Over all Length 15.20 «0.25 Inches
Heater Valtage, AC or DC 43%10', Volits | Greatest Diamieter of Bulb . 300 2006 Inches
Heater Current 0.6 Ampere | Minimum Deflecting Coil Inside Diameter. 235  Inches
Photocathods - Semy transparent , Deflecting-Cail Length 5 Inches
gm!mkl Slm' e b5 fa Focusing- Cail Length 190 luches
§ angular Image, 4 x J aspect rati f ‘
Uiseful Size, musimum diagonal 1.8 Iaches | Ahgnmmt-coﬂ Length . y > it Tnch
Orientation  Proper onentation s ohtained when the ver Ph?lucnthnjc Distance inside End of
tical scan is essentially perallel o the plane passing through | Focusing Coil ¢ Ya Inch
the center of the facepiate and pin-No. 7 of the shoulder = Weight, approximate 1.4 Pounds
buse, | O;n:rnhng Position ~ Any, cxcept with diheptal base up and
Focuning Method Magnetic ¢ the tube axis at an mx;)e af less than 20 degrees from vertical.
Ds&l:tln[ Mcthod Magnefl: | 'll.' il
Direct Interelectrude ECapemtlnce P : T il of T
Anode to all other Electrades 12 ol perating Temperature of Any
i . - I Part ot Bulb 70 Max C
. ! Oprraung Temperarure of Bulb
. @t Largs End of Tube, Tafget N
! Section I5 Mmm C
T | Temperature Difference
. - ' Between Target Secton and
v : Auy Part of' Bult Hotter
S T than Targe! Serhon 7.5 Max C
————— e — ————— ‘*—a—_,.:;- e S e e — - e e e e
MAXIMUM IAMSOUJTI VALUES
"-ﬁ.
Photocathode Voltage ~550 Vein Targes Voltags .
Photocathode Illumination 50 Foot-Candles Positive Voltsge =i @ -~ 6 Volts
Anode Supply Voltage. 1850 Valts Negstive Voltage i 210 - Nolts
Grid-No. 1 Voltage : Pesk Heater-Cathode Voltage R
Negative Bias Value 1315 Volta Heater Negative with Respect S
Positive Bias Value 0 Voits 1o Cathode : 125 WVolts
Grid-No.2 and Dynode-No. 1 Heater Positive with Respect
Voltage 350 WVolts to Cathode 10 Voits
Grid-No. 3 Voitage 400 Volts Shack (Note 1) 100 G's
Grid-No. 4 Voltage 300 Vel Vibration (Nota 2) 10 G's .
Grid-No. 5 Voltage 150 Voits Humidity (Note 3)
Grid-No. 6 Vol -550, Volts Acceleration (Note 4) 70 G's
Dynode-No. 2 t..gyned.-ﬂu L Voltage 350 Vols ]
Dynode-No. 3 m Dynode-No. 2 Voltage 350 Volts
Dynode-No. 4 to Dynode-No. 3 Voltsge 680 Volts
Dynode-No. § 1o Dynode-No. 4 Voltage 350 Volits
Anocde to Dynode-No. § Volbgo 100

e:u:au D mcrm
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b TYPICAL OPERATION
Photocathode Voltage, image Dynode-No. 2 Voltuge 600 Voles
focus. . YL —400 to — 540 - Valts Dynode-No. 3 Voltage . . 910 Volts
Grid-No. 1 Valtage for Picture Dynode-No. 4 Vol { y v
Cut-off, heam y 45 to —115 Valts 1 A oy o s
4. No. T i No. 1 : Dynode-No. 5 Voltage | A . 1490 Volts
WVd;“ v il Bk 300 . Veine Anode Voltage ... - .. 1550 Vol
Grid-No, 3 Voltage®, multiplicr DC Anode Cunen(‘. . ) V. o 3  Microamperes
focus 225 w0 330 Volte T-rmm\"‘olme. without blank- PR i
Grid-No, 4 Vaoltage, beam focus. 140 to 180 Valts g YERage i s
Grid-No. § Voitage, decelerator Oto 125 Voits .Peak-to-Peak Blanking Voltn(e . Sto 20 Volts
Grid-No. 6 Voltage, accrlerator Soniet. TncupsariG g - -« = 0ty B
75 Percent of Photocathode Fiell Strength at Center of
Voltage, approximste. . ~300 to — 405 Volts Focusing Cailf. | .. £y 75 Gausses
paa Fieid Strength of Alnmment
Cail, appremmute : 0to 3 Gausses

5.

" Adjust to give the most umformly shaded picture near maximurm Signal -

‘ Direction of current should be such that & gorth-secking pole is attracted to the image +nd’ of the focusing coil, qi:h the iadsutnr
iocated outmide of and at the image end of the focusing coil.

Note 1:

Note 2:

w0t 3:

Note 4:

Fer specifieation MIL-E-5272C (ASG) Paragraph 4.15.5 with the following differences:
A) 12 impect shocks of 30 G,
B) The shock shall be applied in the following directions:

1) VMWQWW!MSMm-dm

2.) Parallel to the minor horisontal mxis, 3 shocks in each direction. - el
C) Th--hockpuluwid:hi-d“byth.molnﬁ)h!&qdrmlh
Under the conditions specified in MIL-E-5272C (ASG) PnnpnpllQ'l.ﬂmm“tRM*-
ature only. Cmuimmmuauo-smmwumm-ﬂmdnhuu
Mlhmmthiommnhnmunkqmqmm”hmm”“ a double ampli-
tude of 0.036 inch 5 to 50 cycles per sscond

uu.monﬁh-qu.dhun,&sznc (ASG) Paragraph 4.4.1 Procedure 1. Following this test, the intarelec-
trode insulation of the end pins §, 5.709mdmuehwkblmctw-ﬂuhcndhnﬂum and with 350
*(&_)mugmmmmm

Constant sccaleration when applied perpendicular to the longitudine! axis of the tube for 10 minutes.

.

+

OPERATING NOTES
a new tube will exhibit some slight after-image, characterized by a rapid and complete decay, \vhich will grad-

Normally
ually diminish with life. This can be minimized by use of an orbiter or by climinating forced-air cooling for thort periods of time.
N Although a warm-up time of one hour is dwnblc, the tube can be used immediately after alignment as it cannot be

‘*m{!ﬂwﬂg by target burn-in.
Some tubes exhibit microphonic bars if used immediately while relatively cool. These will dinppar as the tube
warms up and can be minimized dunnq this period by slight read justments in target voltage.
The target used in this tube greatly ~eduges the probability of permanent burn-in damage should a stationary highlight
be imaged on the target for an extended period. Howrver, mnn‘directlyon the sun or other extremely bright sources should
be aveoided,

Lo )
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