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LOW PRESSURE |ON GAUGE TUBE TYPE 7675

The 7675 is an ionization type of vacuum-gauge tube for measurement of gas pressures as low as 10— 10 mm of
mercury. The tube has a hard glass bulb with a one-halfinch diameter tubulation. The 7675 employs on electrode
structure having a minimum of metal surface with the result that the tube is easily out-gassed.

The 7675 is a triode of the Bayard-Alpert inverted geometry design having twe tungsten filaments, one of which is
a spare. The grid structure is operated at a positive potential with respect to the filoment while the ion collector
is at a negative potential. Electrons are accelerated from the filament to the grid; they bombard and ionize gas
molecules, and the resultant positive ions are attracted to the collector. The ratio of the collector current
(positive ion current) to the grid current is proportional to the gas pressure.

ELECTRICAL:
Filament Type (Note 1}. . . .. .. .0 v i ia v Tungsten
Operating Filament Voltage (Approx.}. . .. .. .. 7 ac or dec VYolrs
QOperating Filament Current . . v - o v vt v 0w 2.5 + 8% Amperes
MECHANICAL:
1 Moaximum Tube Length (including tubulation) . . . . ... .. -1/
™z ::‘dbe“l:f'i%zlga;“;:el fo Maximum Bulb Length .. .o oo i i n v n s in e e aan 5-5/8
_ Moximum Bulb Diameter . ... ... ... ... L. 2-1/16%
[ a/ Tubulation (Note 3) . ., ... 1/2* (Approx.) Diemater Hard Glass
/Coll_acl.or Lead )
0.050" Dia. (Flexible) Coming Code 7720
or] |% Max. Long Maunting Pesition ..., c ot et it Ve rtical
N MAXIMUM RATINGS:
Absolute Maximum Values
. lon Collector Voltage . . . . ... .. ... ... =100 max. Velts
Grid Voltage. . .. .. ... e e e e +500 max. Volts
. Ambient Temperature . - . v v v v o v v v v o 100 max. *C
—— 27— Gos Pressure . . . ... ... Cer e e 0.001 max. mm Mg
1" l“ Filament Voltage (Note 2} . . .. ... ..... 10 max. Volis
Muzx 51 u Emission Current. . o o vt 0 i n v e v i v e 200 mox. Ma.
I:.. TYPICAL OPERATION:
:I_S lon Collector Yoltage . . .. oo v v o v oo i e =30 Volts
Grid Yoltage. . . . . .. e e e +150 Volts
Grid Current . . v o o vttt it i e e e 10 Ma.
Sensitivity . . ... ... e e e 1#0./10_5 mm Hg
CONDITIONS FOR QUTGASSING ELEMENTS:
lon Coflector . .o v v v vnusn e Connected to Grid
Grid Voltage. . . .. ... oo v o e +500 mox. Volis
Filament (Mote 2), Serises. . . . . .v.u . 20 mox, Volis
Porallel .. ,........ 10 max. Volts
—r — 1 Grid & Collector Power. - . . .. .0 cuiv v 100 mox. Watts
i Pin Element
?).oF?teof"Bliz.Leads 1234 ! Grid
| Filamen
43 Long 3 Filament NOTES
‘ Fi(i(;l:‘l::tnz 1. The 7475 has two filaments, both of which should be used during

outgassing cycles. During pressure measuring operation only ane
filoment nead be used. The valtage and current valuss cre for
sither filament operated alonae.

2. If it is necessary to outgas the tube using one filoment only, the

voltage must not exceed IV, Shorter life must be expected undar
these conditions.

. 3. Other ion gauges, similar ta type 7675 but having different

materials of tubulation, are oveilable under differant numbers.
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APPLICATION
The baslc principle of the lonization gauge is described briefly in
the introduction, where mention wos made of the ratic of collector
curront to grid current as o measura of gas pressure. (n order to
measure gas prossure with an jonizatian gauge tube, the current
ratie or some proportienal quantity must bo observed. If the grid
current I3 held constans, than gas pressure will bs proportional to
collactor current. The accuracy of pressure values Is, then, de-
pendsnt on the stability of grid current. The grid current is reason-
ably indopendent of grid voltage for grid voltoges obove that corre-
sponding 1o the maximum probability of lonization of any gas which
may be present. A grid voltage of 150 volts is sufficient, ond
stability ia increased by the use of a voltage regulator tube @D3).

The collector voltage must he sufficiently negative to ottract all
positive fons. This value Is not criticaly In practice, a voltoge of
=22.5 or greater will be sotisfactory.

lenlxotion gouge tubes are commonly operated temperoture limited.
Consequently, the grid current ot a fixed grid voltage is a Rrst
ordar function of filament tamperature. Thia effect provides a con-
venient means of controlling grid currant, i.e., by control of filamant
voltage.

Outgassing of metal ond glass parts con be occomplishod con-
voniently by cennecting grid and collector together and passing e
high curront through the tube. The voltage applied to the grid ond
colloctor should net excesd +500 volts and moximum outgas power
is 100 watts. DC supply is recommendod for outgassing, although
line-frequency supply hos been used successfully. The twe units
of the filament moy be opercted sither in serles or parallel. Emis
slon current is adjusted by increasing the filament voltage until the
dasirod outgassing condition Is reached. Ahhough the slements
may be outgossed using only one fllament, due te the higher ope-
rating temporoture required to produce the neceessary outgassing
current, tungsten esvaporation s ropld and sericusly impairs the
lifo of the tube. Consequently outgassing using both fllamants is
strongly rocommandad.

To facilitate outgassing, the following schedule should be
followod, espaclolly during the first outgassing of o new tube or
after a tubo has been exposed fo air.

Starting at 25 mA rise the bombarding cuerent In 25 mA steps ta
moximum desired current, Each step should ba 5 minutes minimum
ond the tube should be switchedoff for | minute botwean steps. At
no time should the filament voltage exceed the maximum allowad.

The flloment should never be heoled in alr; therefore, it is de-
sirable to employ o thamo-couple or Pirani gauge coupled to a
relay system to prevent excitation of the tube until the gos pressure
hos been reduced to 0.001 mm of mercury. The power-supply
contro! circuit shown in Figure | incorperates such protection. The
tharmocouple tube closes the sensitive relay when the gas pressure
has been reduced to the operating ronge of the 7675. Next, an
auxiliary relay closes the power contactor, In the event a leok
doveleps, tha circuit removes powaer from the 7675.

Two power supply circult diogrems are given: Figure 2 is rela-
tively simple. It doas not provide automatic regulation of filament
temperature. The operator is required to set a reference level of
grid (electron) current sach time a reading is taken. The reference
is set by the variable transformer in the primary of the fllament
transformar. The accuracy is dependent upon steadiness of slectron
current in the time interval between setting the electron current and
reading the ion current.

The second supply circuit, Figure 3 provides continuous regvlation
of electron current; therofors, the gas pressure con be continuously
read without resetting the reference grid current. The fllament
temperature is reguloted by o varying impedonce In series with the
primary of the filament transformer. This series impedance is the
plate resistance of the 6AS7-G tube. The impedanca Is detormined
by the 6AS7-G grid potentiol which, in turn, is provided by the
voltage potenticl drop across the plate laed resistance of the 6AUS.
The grid bios of the §AUS is derived from the eloctron {grid) current
of the 7675 flowing through rasistor R1. Thus, If the grid current of
the 7675 tends to rise, the temperature of the 7675 filament is re-
duced and the alectron current is maintained substantially conatant,

The gas (lon) curront con be measured by any commercial micro-
ammeter having a range of 0.01 microompere to 1.0 milliompere.
The Beta Electronlcs microammoeter le an example of a suitable
meter. Precision meters of the D’Arsonval type may be vsed to
measure gas currenta in the higher pressure ranges,
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FIGURE 1
Resistor value in ohms P, ~ 115volt pilet lomp, green
Th - Thermocouple: Type 7677 or equivalent SW‘ — Switch
RL, — Sensitrol or equivalent SW, - DPST switch
RL, - Weston 712 relay or equivalent SW, — Manual start-reset (normally open push button)
RLa ~ 115-volt relay T — Transformer; 110v primary; 6.3v, la. secondary
. P1 — 115-volt pilot lomp, red
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b 2400 1w b Meter
o a
0 ; O—AM O 4 O (M)
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FIGURE 2
Resistor value in ohms T, — Stancor PMB412 or equivalent
. L, = Stancor C-1721 or equivalent $, = 3PDT switch (position a to outgas,

T, -~ UTC S70 or equ

ivalent

position b to cperate)
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Resistor value in chms R, - Outgos adjustment
Resistors are 1/2 watt except as specifiad, T, - Stancor PM-8412 or equivalent
S, = 4PDT switch (position o to outgas, T, ~ Stancor PM-8410 or equivalent
position b to oparate) T, = UTC 570 or equivalent
R — Grid current adjustment L, =~ Stancor C-1721 or equivolent
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