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Nov, 23, 196! 

The 7834 is a two electrode gas filled cold cathode tube primarily for use 
in voltage regulator applications, 

Max imum Ratings, Absolute Values 

Max imum Average Starting Current Milliamperes 

Max Imum Averaging Time Seconds 
Maximum DC Cathkode Current - Peak Pulse 1,6 Milliamperes 
Minimum BC Cathode Current .03 Milliamperes 
Ambient Temperature Limits -55°C to +125°C Centigrade 
and/or Bulb Temperature Limits 

Electrical Data, Throughout Life 

Minimum Bogey Max imum 

Anode Voltage Drop (1) at 100 ua 3000 3045 Volts 
Anode Voltage Drop (2) at 850 ua 3080 3125 Volts 
Anode Breakdown Voltage (1) in Darkness 3300 Volts 

(2) in Light 3300 Volts 
Regulation .03 to .85 mA 85 95 Volts 
*Drift Rate at ___hours (Note 1) Volts/_hr, 
Repeatability (Note 2) 10 15 Volts 
*Voltage Jump (Constant current, ___ ma) Volts 
Voltage Jump (Current varied, __to__ma) Volts 
Temperature Coeffijclent of Voltage Drop (Note 3) 280 325 wv/°C 

-559C  to + 25°C Ambient 170 mv /°C 
+25°C  to +125°C Ambient 110 my /OC 

Warm-up Time 

Mechanical Data 

Mounting Position any 

Net Weight, Maximum 

Outline 

Format as recommended by RETMA Standard ET-105 

Bas ing 

. 32 ounces 

RETMA Basing Designation _ Two lead flat press, anode marked by red dot, 
Note 1: Tube operating at _ ___ma. of current at O¢ ambient temperature. 

Note 2: Maximum change of Tube Voltage Drop, as measured after 7 days (time) of 
non-conduction of ma, of current, 

Note 3: Tube operated at 100 ua, 
“Primarily applicable to voltage reference types.
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