
ly4 
TYPE 7Y4 

(LOCTAL BASE) 

FULL WAVE RECTIFIER 

The BRIMAR type 7Y4 is an indirectly heated full wave rectifier for use in 
equipment where the current drain does not exceed 60 mA. 

RATINGS 

Heater Voltage ... 
Heater Current ... ... 
Peak Inverse Voltage 
Peak Current (Each Anode) 
Heater Cathode Potential 

6.3 volts 
0.5 amp. 
1,250 volts max. 
180 mA max. 
450 volts max. 

^."NARACTERISTICS AS FULL WAVE RECTIFIER 

CONDENSER INPUT 
R.M.S. Input per Anode 
Supply Impedance per Anode 
Rectified Current 
Reservoir Condenser 

~6DIA 
MAX. 

TYPE 7Z4 

(LOCTAL BASE) 

FULL WAVE RECTIFIER 

325 volts max. 
150 ohms min. 
60 mA max. 
32 µ F max. 

The BRIMAR type 7Z4 is an indirectly heated full wave rectifier for use in A.C' 
and car radio equipment. 

RATINGS 

Heater Voltage ... 
Heater Current ... ... 
Peak Inverse Voltage 
Peak Current (Each Anode) 
Heater-Cathode Potential 

6.3 volts 
0.9 amp. 
1,250 volts max. 
300 mA max. 
450 volts max. 

OPERATION AS FULL WAVE RECTIFIER 

CONDENSER INPUT 
R.M.S. Input per Anode ... 325 volts max. 
Supply Impedance per Anode... ... 50 ohms min. 
Rectified Current... ... ... ... ... 100 mA max. 
Reservoir Condenser ... .. 32 µF max. 

VALVES 
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