
80 
83 Replacement Type 

TYPE 80 

(U.X. BASE) 

FULL-WAVE RECTIFIER 

CHARACTERISTICS 
Heater Voltage ... 
Heater Current ... ... 
R.M.S. Input per Anode 
Rectified Current 

5.0 volts 
2.0 amp. 
350 volts max. 
125 mA max. 

For further information and characteristic curves refer to type 5Z4G. 

TYPE 83 

(U.X. BASE) 
FULL-WAVE RECTIFIER 

(MERCURY VAPOUR) 

The BRIMAR type 83 is a directly heated full-wave rectifier of the Mercury Vapour 
type suitable for use in large audio equipment. Owing to its very low internal 
voltage drop, type 83 will give excellent regulation, limited only by the 
characteristics of the supply impedance. The full load must not be applied until 
the filament has reached operating temperature (10-15 seconds). 

RATINGS 
Filament Voltage ... '... ... 5.0 volts 
Filament Current ... 3.0 amp. 
Peak Inverse Voltage 1,550 volts max. 
Peak Current per Anode 1.0 amp, max. 
Average Current per Anode ... 225 mA max. 
Condensed Mercury Temperature ... ... ... ... 20-60°C. 

OPERATION AS FULL-WAVE RECTIFIER 
CONDENSER INPUT 
R.M.S. Input per Anode 450 volts max. 
Supply Impedance per Anode 50 ohms min. 
Rectified Current ... 225 mA max. 
CHOKE INPUT 
R.M.S. Input per Anode 550 volts max. 
Input Choke Inductance ... ... ... 3 Henries min. 
Rectified Current ... 225 mA max. 
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