
RCA Transmitting Tubes 

RF POWER AMPLIFIER AND OSCILLATOR—Class C Telegraphy# 
and 

RF POWER AMPLIFIER—Class C FM Telephony 
Maximum CCS Ratings: 
DC PLATE VOLTAGE. . .ottt iettttiniinitn st inseiainnnnnannn 2000 mazx 
DC GRID-N0.3 (SUPPRESSOR-GRID) VOLTAGE. . .. ...t ivivinnrrirenerninns 500 max 
DC GRID-NO.2 (SCREEN-GRID) VOLTAGE. . . . . .0 ..vvtriieenconcrecnionss 600 max 
DC GRID-NO.1 (CONTROL-GRID) VOLTAGE. . .. ... oot tiiiriinnnininnnnns ~500 max 
DC PLATE CURRENT. . . vt vervnnennarnnnnannnanns e 175 max 
DC GRID-NO.L CURRENT . 4 o vttt ittt cetsarinienreneriansensnans 50 max 
PLATE INPUT. . o e i it et e e 350 max 
GRID-NO.3 INPUT. . . oo ivetne e irina e ianaranretiiaannensans 10 max 
GRID-NO.2 INPUT. . . i ittt iieianne sttt ie e et nansas 30 mazx 
PLATE DISSIPATION. L, .ttt ittt ittt it iantass s crssacnnenranennes 125 max 

volts 
volts 
volts 
volta 
ma 
ma 

watts 
watts 
watts 
watts 

# Key-down conditions per tube without amplitude modulation. Amplitude modulation essentially 
negative may be used if the positive peak of the audio-frequency envelope does not exceed 115 per cent 
of the carrier conditions. 

POWER PENTODE 
Thoriated-tungsten-filament type used as 

rf power amplifier and oscillator. May be used 
with full input up to 15 Mc and with reduced 
input up to 80 Mc. Requires Small five-contact 

with base down, or in horizontal position with 
pins 2 and 4 in vertical plane, OUTLINE 48, 
Qutlines Section. Plate shows no color when 
tube is operated at maximum CCS or ICAS rat- 
ings. The 804 is used principally for renewal 
purposes. 

FILAMENT VOLTAGE (AC/DC) . otviiinin i reirinnaeeranns . 7.5 
FILAMENT CURRENT . . ...ttt tittt ettt e iaereennenaianes 3.0 
TRANSCONDUCTANCE (For plate current of 32 milliamperes) ........ Ve 3250 
DIRECT INTERELECTRODE CAPACITANCES: 

Grid No.1 to plate (With external shielding) . ....................... 0.03 max 
Grid No.1 to filament, grid No.3, and grid No.2. .. .. ... ..o vn.s, 13 
Plate to filament, grid No.3, and grid No.2. ... .. ................ v 14 

RF POWER AMPLIFIER AND OSCILLATOR—Class C Telegraphy# 
and 

RF POWER AMPLIFIER—Class C FM Telephony 
Maoaximum Ratings: ccs ICAS 
DCPLATE VOLTAGE . . . .. .ov ittt eeiinnnnnns 1250 max 1500 maz 
DC GrID-NO.3 (SUPPRESSOR-GRID) VOLTAGE. . . . ......... 200 mazx 200 max 
DC GRID-NO0.2 (SCREEN-GRID) VOLTAGE . . ............v.. 300 max 300 mazx 
DC GRID-NO.1 (CONTROL~-GRID) VOLTAGE . . .............. =300 maz —300 maz 
DC PLATE CURBENT. . ... iiiiuinnanninnronnnoronnanas 95 max 100 mazx 
DC GRID-NO. 1 CURRENT. . .« .t ivtiiiaeiaaneannnennnnn 15 max 15 max 
PLATE INPUT. . .. ......... e ey 120 max 150 max 
GRID-NO. BINPUT. . ... . ittt 5 max 5 max 
GRID-NO. ZINPUT. .. ..ottt iitriiiiananenannnns 15 maz 15 max 
PLATE DISSIPATION. . . o ottt ittt iis e ianeerannnnen 40 max 50 max 

socket and may be mounted in vertical position 804 
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# Key-down conditions per tube without amplitude modulation. Amplitude modulation essentially neg-~ 
ative may be used if the positive peak of the audio-frequency envelope does not exceed 115 per cent of 
the carrier conditions. 

0% "Nc POWER TRIODE 

Thoriated-tungsten-filament type 
used as af power amplifier and modu- 805 

k lator and as rf power amplifier and 
I e oscillator. May be used with full input 

up to 30 Mec. For operation at 45 Mec, 
plate voltage and plate input should be reduced to 82 per cent of maximum ratings; 
at 80 Mec, to 55 per cent. Class C Telegraphy maximum CCS plate dissipation, 125 
watts. Requires Jumbo four-contact socket and may be mounted in vertical position 
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