
Vesiinghouse 8073 

May 15, 1961 

DUAL RANGE FISS!ON CHAMBER TYPE 8073 

The 8073 provides the instrumentation designer with a device which permits operation as a counter for low flux 
levels and as an ionization chamber for high flux, power range monitoring. The range as a counter is about 1.4 to 

1.4 x |05 neutrons/cm2/second; as a chamber, the range is approximately § x 105 to 1.4 x 1010 neutrons/cm?2/ 
second. 

The 8073 is of aluminum construction with high purity alumina insulation, The use of alumina thoughout the 

detector permits operation to 300°F and yields a design of extremely rugged construction with high resistance to 
deterioration due to radiation damage. Operated as a fission counter producing large pulses above background 
electrical and ground noise, the thermal neutron sensitivity is approximately 0.7 counts/neutron/cm2. Operation 

gs an ionization chamber yields a thermal neutron sensitivity of approximately 1.4 x 10~ '3 ampere/neutron/cm2/ 
second and a gamma sensitivity of approximately 4.2 x 10= 1! amperes/R/hour. 

H N CONNECTOR 
Mates With Amphenol 

82-38 (MIL-UGS9A/U) 
or aquivalent. 

SENSITIVE 
LENGTH 
APPROX. 

na " 
— 2 tIG DA, | 

MECHANICAL: 

Maximum Diameter . .. ... .. ..., Ve 2-1/16 inches 

Moximum Overall Length . ... ... .. 11-11/16 Inches 

Approximote Sensitive Length , .. .. 6 Inches 

Net Weight . .o v v v i v n i 1-3/4 Pounds 

Shipping Weight. ., . .. ... ... ... 12 Pounds 

MATERIALS: 

Quter Case. .. ... .. ... s e Aluminum 

Eloctrodes . .. ... ... ' Aluminum 

Insulatian . ... v o it i n e s Aluming Ceromic 

Neutron Sensitive Material; 

Content . . . ..... U30g Enriched to more thon 90% in U-235 

Thickness . . .. oo v i v n e v v e nn 2 mg/crfl2 

Total Quantity . .. .. P 1.72 Groms 

Gas Filling . .......... e Argon-Nitrogen Mixture 

Gas Pressure . . v .o v v i v v n 76 em of Hg 

IMPEDANCE: 

Resistance {minimum), . .. ....... 109 Ohms 

Capocitance . . ... .. .. .. e 190 gt 

MAXIMUM RATINGS: 

¥Yoltoge Betwoen Electrodes, . . ... . 1000 Volts 

Temperaturo « + « s e ea s s v os v o> . 300 oF 

External Pressure(Note 2) .. ..... 180 Pounds/Inch? 

Therma! Neutron Flux , . ., . ..... 3Ix 1010 nv 

Neutren & Radiation Detector Section 
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TYPICAL OPERATION AS A COUNTER: (Nota 1) 1. The sonaltivity 13 0.7 counts/neutron/cm? when the alpha backe 

Operoting Yoltage . . .o . v v en e 300 Yalts 

Operating Yoltags Platacu 

ground counting tats of the naturolly rodicoctive urenium [s 

adlueted to 5 counts/second, 

(See Figure 2) 200 to 800 

By vorylng the pulse height 

Volts selector on tho assoclotad circuitry other sensitivities are avoils 

Thermal Neutron Flux Renge 1.4 to 1.4 x 105 ny oble. See Flaure 1 and tho sectlon entltled ‘*Fission Counter 

Sensitivity (Note 1} .. .. ........ 0.7 CPS/nv Operation’’. 

Output Pulse Characteristics: 2, The pressurizing atmosphero must be dry and non-cotroslve. 
Amplitude {unloaded) . . .. .. ... ., 21104 Volts 

{nherent Rise TImo {overage) . .., . 2% 10°7 Saconds 3. The minimum voltage required for soturatien is dependent upon the 

TYPICAL OPERATION AS A CHAMBER: incident noutron flux levol, See Flgure 3. 

Operoting Voltage (Note 3). .. ... .. 300 to 1000 Veltg 4. Tha lower limlt of opsrating ronge [s determined by on Inherent 

Satyration Charocterlstics; Ses Figuro 3 alphe bockground eurrent of approximately 1.6 x 10-8 omperes, 

Thermal Neutron Flux Range (Noto 4) 5 x 105 10 1,4 x 1010 nv 

Tharmal Neutron Sensitivity .. ... 14x10°13  Amperes/nv 

Gomme Sensitivity , . 4.2 % 10~V Ampores/R/hour 

COUNTER SENSITIVITY AS FUNCTION OF PULSE HEIGHT SETTING 
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FIGURE 1 
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COUNTING RATE CHARACTERISTIC 
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FIGURE 2 
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TYPICAL SATURATION CHARACTERISTICS 

lon Chamber Operation 

Thermal Neutron Flux = 3 X 10° neutron/cmZ/sec. 
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@ Westinghouse Electric Corporation ¥~/ 7~ 

Electronie Tube Division Box 284, Elmira, New York 

April 2, 1965 

*Mr. G. F. Hohn, Manager 
EIA Engineering Laboratories 
32 Green Street 
Newark <, New Jersey 

Dear Mr. Hohn: 

The following proposed re-registrations are hereby requested. 

ITEM AS REGISTERED AS PROPOSED 

Tube Type: 8073 

Rel. No. 3310 

Under Mat'ls: 

Neut. Sens. Mat'l. 

Total Quantity 1.72 Grams 1.68 Grams 

Tube Types: 8105 8137 8214 

Ret. No. 3476 3522 3822 

Under TYP-OPER. 

Gamma Sens. (8137 only) 5 X 107%% A/R/hr. 3.5 X 1072 A/R/hz. 

Un-Comp. 5 x 10717 A/R/hr. 3.5 x 10712 A/R/hr. 

Thank you. 

Very truly yours, 

?QS@W\ 
J. A. Scot” N 
Comme LalBEééld%g}lfifllg 

JAS/cb (% @ 
Ly - J 1065


	8073_1
	8073_2
	8073_3
	8073_4
	8073_5

