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Peak RF Grid-No.l Voltage 9 11 16 volts

DC Plate Current 14.5 20 26 mA
DC Grid-No.2 Current 3 4.1 5.5 mA
DC Grid-No.l Current (Approx.) 0.6 0.85 1 mA
MAXIMUM CIRCUIT VALUE
Grid-No. 1-Circuit Resistance 0.1 megohm

Frequency Multiplier

MAXIMUM CCS" RATINGS (Absolute-Maximum Values)

Same as for RF POWER AMPLIFIER & OSCILLATOR
TYPICAL OPERATION

As doubler up to 40 MHz
DC Plate Voltage 200 250 300 volts
Grid No. 3 Connected to cathode at socket
DC Grid-No.2 Voltage 115 145 175 volts
DC Grid-No.l Voltage —16 —20 —25 volts
Peak RF Grid-No.l Voltage 19 24 31 volts
DC Plate Current 11 15 20 mA
DC Grid-No.2 Current 2 3 4 mA
DC Grid-No.l Current (Approx.) 0.3 0.45 0.6 mA
Driving Power (Approx.) 5 9 13 mW
Useful Power Output (Approx.) 1.4 1.9 2.5 watts

MAXIMUM CIRCUIT VALUE
Grid-No. 1-Circuit Resistance 0.1 megohm
il Key-down conditions per tube without amplitude modulation. Amplitude modulation essen-

tially negative may be used if the positive peak of the audio-frequency envelope does not
exceed 115 per cent of the carrier conditions.

'' Continuous Commercial Service.

TYPE 8077/7054
GRID No. 3 CONNECTED TO CATHODE

AT SOCKET.
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TYPE
BEAM POWER TUBE

Miniature type for use as a frequency multiplier and
driver in mobile communications equipment. Outlines

section, 6B; requires miniature 9-eontact socket.
9PL

Heater Voltage
Heater Current
Peak Heater-Cathode Voltape

13.5 ±1.5
0.25

±100 max.

volts
ampere

volts
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Direct Interelectrode Capacitances

:

Grid No.l to Plate 0.09 pF
Grid No.l to Cathode, Heater, Grid No.2, and Grid No.3 10 pF
Plate to Cathode, Heater, Grid No.2, and Grid No.3 2.8 pF

Class At Amplifier

MAXIMUM RATINGS (Absolute-Maximum Values)

Plate Voltage 330 volts
Grid-No.2 (Screen-Grid) Voltage 300 volts
Grid-No.l Voltage —125 volts
Plate Dissipation 6.0 watts
Grid-No.l Current 3.0 mA
Cathode Current 40 mA
TYPICAL OPERATION AND CHARACTERISTICS
Plate Voltage 300 volts
Grid-No.2 Voltage 150 volts
Grid-No.l (Control-Grid) Voltage —3.5 volts
Plate Resistance (Approx.) 90000 ohms
Transeonductance 9000 ^mhos
Plate Current 16 mA
Grid-No.2 Current 3.2 mA
Grid-No.l Voltage (Approx.) for plate iiA = 100 —8 volts

Refer to chart at end of section. 8136

Refer to chart at end of section. 8203

Refer to chart at end of section. 8233

MEDIUM-MU TRI0DE 8393
INDUSTRIAL

TYPE

INDEX. LARGE L

•SHORT PIN-

12AQ

Nuvistor type, medium-mu general purpose triode for

use as an amplifier or oscillator at frequencies extend-
ing into the UHF region. Outlines section, 1; requires
nuvistor socket. The 8393 is the same as the 7586 ex-

cept for the following items:

Heater Voltage (ac/dc)
Heater Current
Peak Heater-Cathode Voltage
Direct Interelectrode Capacitance (Approx.) :

Grid to Plate
Grid to Cathode, Heater, and Shell
Plate to Cathode, Heater, and Shell
Plate to Cathode
Heater to Cathode

1.413.5
0.060
±100 max

2.4
4.4

1.6
0.26
1.7

volts
ampere

volts

PF
pF
pF
pF
pF

BEAM POWER TUBE 8417

8LY

Glass octal type used as output amplifier in high-
fidelity, high-power sound systems. Outlines section,

19J; requires octal socket. This tube, like other power-
handling tubes, should be adequately ventilated.

Heater: volts (ac/dc), 6.3; amperes, 1.6; maximum
heater-cathode volts, ±200 peak, 100 average.


