
RCA Transmitting Tubes 

Maximum Circuit Values: 
Grid-No.1-Circuit Resistance. .......................... 15000 max ohms 

# Key-down conditions per tube without amplitude modulation. Amplitude modulation essentially neg- 
ative may be used if the positive peak of the audio-frequency envelope does not exceed 115 per cent of 
the carrier conditions. 
@ Obtained from separate source, from plate-voltage supply with a voltage divider, or through series 
resistor of value shown. Grid-No.2 voltage must not exceed 600 volts under key-up conditions. 
¢ In applications requiring the use of grid-No.2 voltages above 135 volts, provision should be made for 
adjustment of grid-No.1 bias for each unit separately. The necessity for this adjustment at lower grid- 
No.2 voltages depends on the distortion requirements and on whether the plate-dissipation rating is 
exceeded at zero-signal plate current. 
4 Obtained from fixed supply, by grid-No.1 resistor, by cathode resistor, or by combination methods. 

AVERAGE CHARACTERISTICS 
EACH UNIT 
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HALF-WAVE 
MERCURY-VAPOR RECTIFIER - . P 

Coated-filament type used in 
8"6 power supply of transmitting and in- 

dustrial equipment. Maximum peak 
inverse anode volts, 7500; maximum o 

- . F CATM 
average anode amperes, 125. Requires SHIELD 

Small four-contact socket and may be mounted in vertical position only, base 
down. OUTLINE 26, Outlines Section. 

FILAMENT VOLTAGE (AC)®. .. .. it eriineseenannnn 2.5 = 109, volts 
FILAMENT CURRENT.................. 2.0 amperes 

15 volts TuUBE VOLTAGE DROP (Approx.) .......... 

°© Filament voltage must be applied at least 10 seconds before the application of anode voltage. 

HALF-WAVE RECTIFIER 

Maximum Ratings (For power-supply frequency of 60 cps): 

PEAK INVERSE ANODE VOLTAGE 7500 max volts 
ANODE CURRENT: 

Peak............... s 500 max ma 
AVeraged .. ... e 125 max ma 
Fault, for duration of 0.1 second maximum . 5 max amperes 

CONDENSED-MERCURY-TEMPERATURE RANGE . .. ... ... ..covevinnn. ., . 20 to 60 °C 

& Averaged over any interval of 30 seconds maximum. 
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=== RCA Transmitting Tubes 

Operating Valves: 
Circuit Max. Trans. Approx. DC Mazx. DC Mazx. DC 

(For circuit figures, refer to Sec. Volts Output Volts Output Output KW 
Rectifier Considerations (RMS) To Filter Amperes To Filter 

Section) Fig. E Eav Iav Pde 

In-Phase Operation 
Half-Wave Single-Phase. . . 54 5300 2400 0.125 0.3 
Full-Wave Single-Phase. . . 55 2600 2400 0.250 0.6 
Series Single-Phase. ... ... 56 5300 4800 0.250 1.2 
Half-Wave Three-Phase. . . 57 3000 3600 0.750 2.7 

Quadrature Operation 
Parallel Three-Phase. .. ... 58 3000 3600 1.5 5.4 
Series Three-Phase........ 59 3000 7200 0.75 5.4 
Half-Wave Four-Phase. ... 60 2600 3500 0.45% 0.5° 1.55*% 1,752 
Half-Wave Six-Phase. .. .. 61 2600 3600 0.47¢ 0.5° 1.70*% 1.80° 

* Resistive load. 9 Inductive load. 

Fm 
POWER TRIODE 

Thoriated-tungsten-filament type 
used as rf power amplifier and oscil- 8 26 
lator. May be used with full input up 
to 250 Mc and with reduced input up 
to 300 Mec. Class C Telegraphy maxi- 

mum plate dissipation, with natural cooling, CCS 45 watts, ICAS 55 watts; with 

forced-air cooling, CCS 60 watts, ICAS 75 watts. 

FILAMENT VOLTAGE (AC/DC) .. ..ot ittt ittt ittt it ettt i eianas 7.5 
FILAMENT CURRENT. . . ...ttt ittt it e e st e et eas 4 
AMPLIFICATION FACTOR .. . ... ... ... ... . . . 31 
DiIRECT INTERELECTRODE CAPACITANCES: 

Grid to plate. ... .. ... e 3 
Grid to filament mid-tap . . ... .. ... .. L L 3 
Plate to filament mid-tap . . .......... .. ... ... ... . 1.1 

PLATE-MODULATED RF POWER AMPLIFIER—Class C Telephony 
Carrier conditions per tube for use with a maximum modulation factor of 1.0 

Natural Cooling Forced-Air Cooling 
Maximum Ratings: CCS ICAS CCS ICAS 
DC PLATE VOLTAGE . . . ... ...... 800 mazx 1000 max 800 mazx 1000 max 
DC GRID VOLTAGE . .. .......... —600 max ~600 max -600 max -600 max 
DC PLATE CURRENT . . . ........ 95 max 125 max 95 mazx 125 max 
DC GRID CURRENT . .. . ... ..... 40 mar 40 max 40 mazx 40 mazx 
PLATEINPUT. .. ............... 60 max 95 max 75 max 125 max 
PLATE DISSIPATION. . . ......... 30 max 45 mazx 40 max 60 max 

Typical Operation: 
DC Plate Voltage . . ............ —_ 1000 800 1000 

DC Grid Voltagets . ........... — -160 ~100 -100 
From grid resistorof . . .. .. .. - 4000 2800 2800 

Peak RF Grid Voltage.......... —_ 320 198 210e 
DC Plate Current .. ............ — 95 94 125 
DC Grid Current (Approx.)..... —_ 40 35 35 
Driving Power (Approx.) . ...... -—_ 11.5 6.3 6.6 
Power Output (Approx.) . ....... —_ 70 53 90 

% For ac filament supply. 
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& Obtained by grid resistor of value shown. Fixed-bias operation is not recommended for linear modu- 

volts 

lation. 
® To obtain linear modulation to 100 per cent, the driver stage should be modulated approximately 
10 per cent. 

RF POWER AMPLIFIER AND OSCILLATOR—Class C Telegraphy# 
and 

RF POWER AMPLIFIER—Class C FM Telephony 

Natural Cooling Forced-Air Cooling 
Maximum Ratings: CCS ICAS ccs ICAS 
DC PLATE VOLTAGE . . .......... 1000 max 1000 max 1000 max 1250 mazx 
DC GRID VOLTAGE . ............ -600 max -600 max —600 max ~600 max 
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volts


