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ELECTRON TURF TYPE 

8LS9 

The BL69 1s a two electrodas gas filled cold cathode tube primarily for use in 
voltage regulator apolicaticns 
Maxlimm Ratings, Absolute Value 

Maximum de Cathoda Current - pe 
Mirimum de Cathede Current 
Ambient Temperature Limits 

overating in the corona mode. 
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-559¢ to 125° °c 
and/cr Buldb Temperature Limits 

Electrical Data Throughout 1ife Min, Bogey Max. 

Anode Voitage Drop at 50pa 390 L0 110 Volts 
Anode Breakdown Voltage (1) in Darkmess LLO Volts 

(2) in Tight L0 Volts 
Regulation 5 to 300ua 20 Volis 
Temperature Coefficlent of Voltage Drop (Note 3) 50 mv/°c 
=550C to +1250C Amblent 
Repeatability Notes 1 & 2 5 Volts 

Mechanical Data 

Mounting Positlion any 
Net Weight, Maximum .5 02, 
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Basing 

Two Flying leads, Anode marked by red dot, 
Note 1: Tube operated at SCua of current at 25°C ambient temperature, 
Note 2: Maximum change of Tube Voltage Drop, as measured before and after a 

seven-day non-operating hold period. 
¥ote 3: Tube operated at 5Cua,


