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| TOSHIBA ELECTRON TUBE 
® BEAM-POWER PENTODE 

8528 

The Toshiba 8528 is a heater-cathode type beam power 

pentode of micro metal miniature construction with metal 

shell and ceramic stem to adapt standard 8-pin subminia- 

ture socket. 

It is designed for use as an audio power amplifier with 

low plate supply voltages, and is capable of approximately 

one watt output in the audio range. It is suitable for use in 

industrial and military airbone equipment which may be 

subjected to severe shock and vibration. 

In on-off control applications, the tube will maintain its e- 

mission capabilities after long periods of operation under 

cutoff conditions. 

GENERAL DATA 

@ ELECTRICAL : 
Cathode: Coated unipotential 

Heater voltage .. vivi i ie i iienennsraossoanns . 6.3 v 

Heater current ..........cciitieitosenrcoarnnonas . 0.45 A 

Direct interelectrode capacitances: 

No.l gridtoplate ......... ... venne 0011 PF 

Input . ..viinnenaenss A 6.5 PF 

Output .............. . e e ev e, 7.5 PF 

MECHANICAL : 

Operating position ... it iiertieintenenroeneaes Any 

Maximum overall length ... ... ineetiaran 1.436" 

Maximum seated length ......... .. iviieiinivenns 1.221" 

Maximum diameter ......... T 0. 434" 

Bulb «...hv v vt Crre e Presrsrraterean . Metal shell 

Base ...ttt eneenes et e e e e veear e E8-9 (ceramic) 

MAXIMUM RATINGS; Absolute maximum values: 

Plate voltage .. ...eveeeanevans e iae e veeeess 165 max. A% 

No.2 grid voltage .......c.oneuen.. teerstaen s . 155 max. \' 

No. 1 grid voltage 

. Positive bias value . ... ....... .. e e n o 0 max. A" 

Negative bias value .....c.c i v.. 55 max. v 
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Cathode current ......viiiveinvernsennans e 50 max. maA 
Plate dissipation ...... e et 3.7 max, w 

No.2 grid dissipation ......coeivinrasnoncsnssen 0.4 max, W 

Heater-cathode voltage 

Heater negative ... i ii vt iiieiinns 200 max. 
Heater positive .....cvivuven. et e 200 max. v 

No. 1 grid circuit resistance ........ et 0. 55 max. M 

Bulb temperature at hottest point on buib 

=1 o8 - Y o T 220 max, °C 

Altitude .......... et e et e e e 60000 max. Feet 

TYPICAL OPERATION AND CHARACTERISTICS: 

Plate voltage . .. .o vttt it it i ittt ssa e van 110 v 

No,2 gridvoltage ....... .ttt iiiinnrnnnnnannnans 110 v 
No. 1 grid voltage ........ccov.vunn e e 0 \'s 

Cathode resistor ...t eiereoreuonnenoaeenoenaanas 270 Q 
Plate resistance (APProX.) .. .cou vt eieenn e iinnseesons 15 KO 

Transconductance ........cocvevnnn. e et b e 4200 1734 

Plate current . ... ...ttt iieienriasresonn 30 mA 

No.2 gridcurrent ....c.viii it innenas e 2.2 mA 

Peak AF No.l grid voltage ........... e e 6.4 Vr.m.s 
Joad resistance ..,..... ittt et 3 KO 

Power output .......... e et e et e Ceaeaee 1 w 
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AVERAGE PLATE CHARACTERISTICS 
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DIMENSIONAL OUTLINE: PASING DIAGRAM: 

Bottom View Dimensions in Inches 

0374" 
MAX. 

s N 

221" 

1-:&;3(' MAX. 

E8-9{(ceramic) 
0.434" Pin 1: No. 1 Grid 

MAX. Pin 2: No. 3 Grid, Cathode 
Pin 3: Heater 

Pin 4: No. 3 Grid, Cathode 

Pin 5: Plate 

Pin 6: Hecater 

Pin 7: No. 2 Grid 

8 : No. 3 Grid, Cathode 

All inquiries as to the data should be addressed to Tube and Semiconducter Division, 

Tokyo Shibaura Electric Co., Ltd., 12, l-chome, Yuraku-cho, Chiyoda-ku, Hibiya 

Mitsui Building, Tokyo, Japan. 
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