
RCA Transmitting Tubes 

ative may be used if the positive peak of the audio-frequency envelope does not exceed 115 per cent of 
the carrier conditions. 
® For maximum-signal eonditions. 
®» Averaged over any audio-frequency cycle of sine-wave form. 

POWER TETRODE 
Thoriated-tungsten-filament type used as 

rf power amplifier and oscillator. May be used 
with full input up to 30 Me. For operation at 
60 Mc, plate voltage and plate input should be 
reduced to 75 per cent of maximum ratings; at 
120 Mec, to 50 per cent. Requires Small four- 
contact socket and may be mounted in vertical 
position only, base down. QUTLINE 55, Outlines 
Stetion. Plate shows no color when tube is oper- 
ated at maximum CCS ratings. The 860 is used 
principally for renewal purposes. 

FILAMENT VOLTAGE (AC/DC) . . . v vttt it et eieie et inrnnanans .o 
FILAMENT CURRENT . ...\ttt i i ciansiraanennenns 
TRANSCONDUCTANCE (For plate current of 50 milliamperes).............. . 
AMPLIFICATION FACTOR .. ... . ... it iiii i iian e 
DIRECT INTERELECTRODE CAPACITANCES: 

Grid No.1 to plate (With external shielding) . . ... ................... 
Grid No.1 to filament and grid No.2. . .. ... ... iiiiiiinennnnn., 
Plate to filament and grid No.2. . ... ... .. ... .. .. . i, 

860 

10 volts 
3.25 amperes 
1100 pmhos 
200 

0.08 maz puf 
7.75 uuf 
7.5 wuf 

RF POWER AMPLIFIER AND OSCILLATOR—Class C Telegraphy# 
and 

RF POWER AMPLIFIER—Class C FM Telephony 
Maximum CCS Ratings: 
DC PLATE VOLTAGE . . . . .ttt ittt iintniariascanerraanesennnsan 
DC GRID-NO.2 (SCREEN-GRID) VOLTAGE . . . . c0vvvevnanrnersannnennnenan 
DC GRID-NO.1 (CONTROL-GRID) VOLTAGE . .+ tv vt vt tnieannnerrnnnnensans 
DC PLATE CURRENT . . . .. ittt iraeiiitae s eiinsaenasraseennenenns 
DC GRID-NO.LI CURRENT . . . &t tttttentan it iiaeenenensenssnennaas 
PLATE INPUT. .. . i i e e e i 
GRID-NO.2Z INPUT . ..ottt it i ettt it 
PLATE DISSIPATION . . . . ottt it it ie it iaa s 

3000 maz volts 
500 mazx volts 

-800 max volts 
150 max ma 
40 max ma 

300 max watts 
10 max watts 

100 max watts 

# Key-down conditions per tube without amplitude modulation. Amplitude modulation essentially neg- 
ative may be used if the positive peak of the audio-frequency envelope does not exceed 115 per cent of 
the carrier conditions. 

POWER TETRODE 
Thoriated-tungsten-filament type used as 

rf power amplifier and oscillator. May be used 
with full input up to 20 Mc. For operation at 
30 Mc, plate voltage and plate input should be 
reduced to 82 per cent of maximum ratings; at 
63 Mc, to 53 per cent. Tube may be mounted in 
vertical position only, filament end up. OUTLINE 
63, Outlines section. Plate shows an orange-red 
color when tube is operated at maximum CCS 
ratings. The 861 is used principally for renewal 
purposes. 

FILAMENT VOLTAGE (AC/DC) . . i v it veinireennrsrssananonans ereiias 
FILAMENT CURRENT. ... oo\ttt ietarinncnnes seevasnecassassannnas . 
TRANSCONDUCTANCE (For plate current of 130 milliamperes)............ . 
AMPLIFICATION FACTOR . . .. ... .. i it iiiiiserannnnans NN 
DIRECT INTERELECTRODE CAPACITANCES: 

Grid No.l to plate (With external shielding) .. .............c00vian.. 
Grid No.1 to filamentand grid No.2. ... ... oo i iiiiiiiiiinniann 
Plate to filament and grid No.2. . ... ..ot PR 

861 

11 volts 
10 amperes 

2400 pmhos 
300 

0.10 max puf 

14 puf 

11 puf 

RF POWER AMPLIFIER AND OSCILLATOR—Class C Telegraphy# 
and 

RF POWER AMPLIFIER—Class C FM Telephony 
Maximum CCS Ratings: 
DC PLATE VOLTAGE . . . . ..vivvivunnnss Neserreecasarneensnnaes Ceereeen 3500 maz . volts


