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THYRATRONS 
TRIODE TYPES 

Fqr new equipment design, RCA-884 is recommended. 

GENERAL DATA 

Electrical: Tyfle 88q I Type 885 

neater  Coated Unioctential Cathode 
Voltage 6  3fto% 2.5t:o% a-cord-c vclis 

0.6 1.5   amp. Current  
D i rect I nterel ect rode 

Capacitances: 
Grid to Anode 6 
Grid to Cathode 2 
Anode to Cathode. 0.6 

Tube Voltage- Drop 16 

Physical: 

Mounting Position Any 
Maximum Overall Length 4-1/8 
Maximum Seated Length 3-9/16 
Maximum Diameter. 1-9/16 
Bulb ST-12 

Base  (Small Shell 
Octal 6-Pin 

Basing Designation G-602

Pin 1 - Na Connection 
Pin 2 -Heater 
Pin 3 -Anode 
Pin 5 -Grid 
Pin 7 -Heater 
Pin 8 -Cathode 

6 N}l f 
2 NNf 
0.6 NNf 
16 .approx.volts 

Any 
4-3/16   inches 
3-9/16   inches 
1-9/16   inches 
ST-12 

JSmall 
5-Pin 
SA2

BOTTOM VIEWS 

Pin 1-Heater 
Pin 2 -Anode 
Pin 3 -Grid 
Pin 4 -Cathode 
Pin 5 -Heater 

RELAXATION OSCILLATOR — Sweep-Circuit Service° 

Maximum Ratings, Absolute Values: 

PEAK ANODE VOLTAGE  300 max. volts 
PEAK CATHODE CURRENT •  300 max. ma. 
PEAK GRID CURRENT •   1 max. ma. 
PEAK VOLTAGE BETWEEN ANY TWO ELECTRODES 

OR BETWEEN ANY ELECTRODE AND HEATER 350 maz. volts 
D-C HEATER-CATHODE POTENTIAL  -100 to + 25 volts 
AMBIENT TEMPERATURE RANGE   -75 to + 90 °C 

° For best l ife results, it is desirable to delay tube conduction for 
about 10 seconds after ap ply my heater voltage In order to allow the 
cathode to reach normal ope rat log temperature. 

• In sweep circuits designed so that the peak cathode Current of 30q 
milliamperes wi ll nqt De exceeded during condenser disc narge, the re- 
sultant average cathode current is so small in comparison with the 
average—current capability of the cathode Loaf a maximum rat my"for 
average cathode current is omitted Deca use it nas no practical slgni—
fi icance. 

~ The resistance of the grid resistor shoultl De not less than 1000 ohms 
per maximum instantaneous volt applied to the grid. Resistance values 
In excess oP 500000 ohms may cause circuit Instabil ity. 

.a--Indicates a change. 
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THYRATRONS 
(coot inuetl from preceding page) 

RELAY & GRID-CONTROLLED RECTIFIER SERVICE ° 
At Frequencies~Below ~g Cycles ¢er Second 

Maximum Ratings, Absolute Values: 

PEAK ANODE VOLTAGE  350 max. volts 
PEAK CATHODE CURRENT  300 max. ma. 
AVERAGE CATHODE CURRENT # 75 max. ma. 
PEAK VOLTAGE BETWEEN ANY TWO ELECTRODES 

OR BETWEEN ANY ELECTRODE AND HEATER 350 max, volts 
D-C HEATER-CATHODE POTENTIAL  -100 to + 25 volts 
AMBIENT TEMPERATURE RANGE   -75 to + 90 °C 

° The heater voltage should De appl ied for 10 seconds oef ore tube con—
duction occurs. 

# For an averaging period of 30 seconds. 

F Indicates a change. 
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884 
LINEAR SWEEP —CIRCUIT 

OSCILLATOR AND AMPLIFIER 

Rq 

RCA-884 

SYNCHRO-
NIZING 

VOLTAGE 
INPUT 
O 

R3 

5.0 V. 

RII R12 
VW. KK 

R13 ~ A14 
W`.t .w~ 

+ +~ 

G"~- -TGIz 

s2
R~ 

_ 6J7 
C 

EXTERNAL 
HORIZONTAL 
DEFLECTING 
VOLTAGE 

CI = 0.25 of OR GREATER 
C2=0.25 uf, 500 V. 
C 3 = 0. l uf, 500 V. 
Cq = 0.04 yf, 500 V. 
C5=0.015 uf, 500 V. 
Gg = 0.005 }t f, 500 V. 
C7 = 0.002 uf, 500 V. 
C g = 0.0008 uf, 500 V. 
Cg=0.5 uf, 250 V. 
GIO=0.5 LL£500 V. 
CII=25 }if, IS V. 
Cl2=8}t f, 200 V. 
RI = 5000 OHM(MAX.)PO~ENTIOMETER 
R2=NOT GREATER TH N500000HMS 
R3=2000-3000 OHMS, 0.5 WATT 

GIO 

RIS 

TO 
HORIZONTAL 
DEFLECTING 
PLATES 
0 

B- +450 V. 

Rq= 350-500 OHMS, O.S WATT 
R5=0.3-0.5 MEGOHM, 0.5 WATT 
Rg=IMEGOHM POTENTIOMETER 
R7=IMEGOHM,0.5 WATT 
Rg=O.5MEGOHM POTENTIOMETER 
Rg = 850 OHMS, 0.5 WATT 
RIO=0.1 MEGOHM,0.5 WATT 
RI I = 1500 OHMS, 0.5 WATT 
R 12 = 25000 OHMS, I.0 WATT 
R 13 = 60000 OHMS, I.0 WATT 
R M{ = 60000 OHMS, I.0 WATT 
R 15=2.0 MEGOHMS, I.O WATT 
SI = 7-CONTACT S.P. SWITCH 
S2=S.P.D.T. SWITCH 

92CM-4875R1 

APPROXIMATE FREQUENCY RANGE (CYC IE S/SEC.) 

SWITCH (SS) ON Cz C3 C OS C6 C7 CR

R6 AT MA%. 20 uo 110 zao 670 1500 3600 

MIN. 60 130 3uo 8e0 zzoo LL 900 SSuoo 

The 1 1Le n5e exte nd ea LO [he pU rL hd Ser OT Lu0 e5 dppe dry in Lhe LlCende 
Notice accompanying them. ' In/ormat ion contained herein is furnished 
without assuming any o0l igat ions. r Indicates a change. 
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AVERAGE CONTROL CHARACTERISTIC 

e Ef=6.3 VOLTS 
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