
Technical Data 173

MAXIMUM CIRCUIT VALUES
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6BA11
TRIODE—TWIN PENTODE sbaii

Duodecar type used as vertical-deflection oscillator

and for combined sync-age applications in color and
black-and-white television receivers. Outlines section,

8B; requires duodecar 12-contact socket. Type 8BA11 is

identical with type 6BA11 except for heater ratings.
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Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time
Heater-Cathode Voltage

:

Peak value
Average value

Direct Interelectrode Capacitances

:

Triode Unit

:

Grid to Plate
Grid to Cathode and Heater
Plate to Cathode, Heater, and Internal Shield

Pentode Unit (Each Unit) :

Grid No.3 to Plate
Grid No.3 to all Other Electrodes
Grid No.l to all Other Electrodes
Plate to all Other Electrodes

Grid No.3 of Pentode 1 to Grid No.3 of Pentode 2

Triode Unit as Class Ai Amplifier

MAXIMUM RATINGS (Design-Center Values)
Plate Voltage
Average Cathode Current
Plate Dissipation

CHARACTERISTICS
Plate Voltage
Grid Voltage
Amplification Factor
Transconductance
Plate Current
Grid Voltage (Approx.) for plate current of 100 /iA

MAXIMUM CIRCUIT VALUES
Grid-Circuit Resistance:

For fixed-bias operation
For cathode-bias operation
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MEDIUM-MU TRIODE 6BC4
c^ALt/XJ /yya Miniature type used as an rf amplifier in the cathode-

drive circuits of uhf television tuners covering the fre-

quency range of 470 to 890 MHz. Outlines section, 6A;
9DR requires miniature 9-contact socket.

Heater Voltage (ac/dc) 6.3 volts
Heater Current 0.225 ampere
Peak Heater-Cathode Voltage ±75 max volts
Direct Interelectrode Capacitances (Approx.) :

Grid to Plate 1.6 pF
Grid to Heater and Cathode 2.9 pF
Plate to Heater and Cathode 0.26 pF
Heater to Cathode 2.7 pF

Class Ai Amplifier
MAXIMUM RATINGS (Design-Center Values)
Plate Voltage 250 volts
Cathode Current 25 mA
Plate Dissipation 2.5 watts


