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ZD Kill SHARP-CUTOFF 6'p2(SB^i3u® ,!3p,'s

ODIN I I TWIN PENTODE
r (*k/\A$

Duodecar type used as if-amplifier tube in television ClT "
fe) *^

receivers. Outlines section, 8B; requires duodecar 12- "

contact socket. 12GF

Heater Voltage 6.3 volts
Heater Current 0.8 ampere
Heater Warm-up Time — seconds
Heater-Cathode Voltage

:

Peak value ±200 max volts
Average value 100 max volts

Class Ai Amplifier (Each Unit)

MAXIMUM RATINGS (Design-Maximum Values)

Plate Voltage 330 volta
Grid-No.2 (Screen-Grid) Supply Voltage 330 volts
Grid-No.2 Voltage See curve page 300
Grid-No.l (Control-Grid) Voltage, Positive-bias value 0 volts
Plate Dissipation 3.1 watts
Grid-No.2 Input 0.6B watt

CHARACTERISTICS
Plate Voltage 125 volts
Grid No.3 (Suppressor Grid) Connected to cathode at socket
Grid-No.2 Voltage 125 volts
Cathode-Bias Resistor 56 ohms
Plate Resistance (Approx.) 0.2 megohm
Transconductance 13000 /imhos
Plate Current 11 mA
Grid-No.2 Current 3.8 mA
Grid-No.l Voltage (Approx.) for plate current of 20 /iA —3 volts

MAXIMUM CIRCUIT VALUE
Grid-No.l-Circuit Resistance, for cathode-bias operation 0.25 megohm

6BQ5 For replacement use type 6BQ5/EL84.

6BQ5/EL84
8BQ5, 10BQ5 POWER PENTODE

Miniature type used in the output stage of audio-fre-
quency amplifiers. Outlines section, 6G; requires mini-
ature 9-contact socket. Types 8BQ5 and 10BQ5 are
identical with type 6BQ5/EL84 except for heater rat-

ings.

6BQ5/EL84
Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time (Average) ....
Heater-Cathode Voltage:

Peak value
Average value

Direct Interelectrode Capacitances

:

Grid No.l to Plate
Grid No.l to Cathode, Heater, Grid No.2, and Grid No.3
Plate to Cathode, Heater, Grid No.2, and Grid No.3
Grid No.l to Heater

0.76

±100 max
100 max

8BQ5
8

0.6

11

Class A, Amplifier
MAXIMUM RATINGS (Design-Center Values)

Plate Voltage
Grid-No.2 (Screen-Grid) Voltage
Grid-No.l (Control-Grid) Voltage, Positive-bias value
Cathode Current

9CV

±100 max
100 max

10BQ5
10.6
0.45
11

±100 max
100 max

0.5 max
10.8
6.5

0.25 max

300
300

0
65

volts
ampere
seconds

volts
volts

pF
pF
pF
pF

volts
volts
volts
mA
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Plate Dissipation 12
Grid No.2 Input 2

TYPICAL OPERATION
Plate Voltage 250
Grid-No.2 Voltage 250
Grid-No. 1 (Control-Grid ) Voltage —7.3
Peak AF Grid No.l Voltage 6.2

Zero-Signal Plate Current 48
Maximum-Signa I Plate Current 50.6
Zero-Signal Grid-No.2 Current 5.5

Maximum-Signal Grid-No.2 Current 10
Plate Resistance (Approx.) 38000
Transconductance 11300
Load Resistance 4500
Total Harmonic Distortion 10
Maximum-Signal Power Output 5.7

MAXIMUM CIRCUIT VALUES
Grid-No.-Circuit Resistance:

For fixed-bias operation 0.3

For cathode-bias operation 1

watts
watts

volts
volts
volts
volts
mA
mA
mA
mA

ohms
/imhos
ohms

per cent
watts

megohm
megohm

Push-Pull Class ABi Amplifier

MAXIMUM RATINGS (Same as for Single-Tube Class Ai Amplifier)

TYPICAL OPERATION (Values are for two tubes)

Plate Supply Voltage 250 300
Grid-No.2 Supply Voltage 250 300
Cathode-Bias Resistor 130 130
Peak AF Grid-No.l-to-Grid-No.l Voltage 22.6 28.3
Zero-Signal Plate Current 62 72
Maximum-Signal Plate Current 75 92
Zero-Signal Grid-No.2 Current 7 8
Maximum-Signal Grid-No.2 Current 15 22
Effective Load Resistance (Plate-to-plate) 8000 8000
Total Harmonic Distortion 3 4

Maximum-Signal Power Output 11 17

MAXIMUM CIRCUIT VALUES
Grid-No. 1-Circuit Resistance

:

For fixed-bias operation 0.3

For cathode-bias operation 1

volts
volts
ohms
volts
mA
mA
mA
mA

ohms
per cent

watts

megohm
megohm

Refer to chart at end of section. 6BQ6GT

6BQ6GTB
BEAM POWER TUBE /6CU6

12BQ6GTB/ 12CIJ6,
25BQ6GTB/25CU6

Glass octal type used as horizontal-deflection amplifier
in color and black-and-white television receivers. Out-
lines section, 14D; requires octal socket. This type may
be supplied with pin No.l omitted. Types 12BQ6GTB/

12CU6 and 25BQ6GTB/25CU6 are identical with type 6BQ6GTB/6CU6 ex-
cept for heater ratings.

6AM

6BQ6GTB/
6CU6
6.3
1.2

Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time (Average)
Heater-Cathode Voltage:

Peak value ±200 max
Average value 100 max

Direct Interelectrode Capacitances (Approx.)

:

Grid No.l to Plate
Grid No.l to Cathode, Heater, Grid No.2, and Grid No.3
Plate to Cathode, Heater, Grid No.2, and Grid No.3 . . .

12BQ6GTB/
12CU6
12.6
0.6

11

±200 max
100 max

25BQ6GTB/
25CU6

25 volts
0.3 ampere— seconds

±200 max
100 max

O.fi

15
7

volts
volts

pF
PP
PF


