
4 VALVE DATA PREFERRED TYPES 

F RECTIFIERS 

AZ 31 Directly-heated full-wave rectifier 

FILAMENT 
Vt 4.0V I t I.1 A 

OPERATING CONDITIONS 
V, (rme) max. 2X500 2X400 2X300 V 
I, max. 60 75 100 mA 
Maximum capacitance 
of reservoir capacitor 60 60 60 µF 

At Va (rme) 300-0-300 V Reservoir capacitance 16 pF 
lout Limiting resistance (each anode) 
(mA) 

45 
60 
75 
100 

At Va (rme) 400-0-400 V 
30 
45 
60 
75 

At Va (Fm) 500-0-500 V 
30 
45 
60 

100 200 400 
Vout (D.C.) 

800 d2 

340 320 296 263 V 
325 302 276 237 V 
310 288 256 210V 
280 261 225 166 V 

484 472 457 430 V 
464 451 433 397 V 
450 434 412 364 V 
435 420 393 332 V 

630 612 595 560 V 
605 588 562 525 V 
589 570 542 497 V 

BASE: 
Octal 

DIMENSIONS: 
L=II I mm 
D=46 mm 

CY 31 
Indirectly-heated half-wave rectifier 

HEATER 
Vh 20V Ih 0.2 A Suitable for series operation, D.C. or A.C. 

Heating time 70 secs 

OPERATING CONDITIONS 
Va (rme) max• 
le max. 
Vh_k (pg) max. 

Max. capacitance of 
reservoir capacitor (C) 

(~tF) 
8.0 

16.0 
32.0 
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~1 
(Mullardi

250 V 
120 mA 
350 V 

Limiting resistance 
(R) in series with 

anode 
(LT) 
0 
75 
125 


