
BS816 

X-BAND 

TR LIMITER 

Service Type CV6178 

The data should be read in conjunction with the Duplexer Device Preamble. 

DESCRIPTION 

Broad-band single primer TR limiter. 

CHARACTERISTICS 

Frequency range .. . . . . . . . B8501t09100 Mtz 

V.SW.R. {seenotet} . . . . . . . . . . . . 131 max 

Maximum leak age: 

spike energy (seenote2) . . . . . . . . . . 20 nd/pulse 

total power (seenote3) . . . . . . . . . . 30 mw 

low power P e+ 0] mw 

Recovery period to 3db (see note 3) .. . . . . 30 Us max 

insertion loss (see note 4} .. . . . . . . . . OB db max 

Arcloss {seenote3) . . . . . . . . . . . . 08 db max 

MAXIMUM AND MINIMUM RATINGS 

Min Max 

Transmitter power (peak) {see note5} . . 1.0 200 kW 

Primer supply voltage 1neganve) 

(see note B) . . Lo.o. . 880 1100 \ 

Primercurrent . . . . . . . . . . 70 150 LA 

Waveguide pressure . . . . . . . . — 300 KN/m? 
- 44 Ib/in® 

Ambient temperature (non-operating) . —-40 +70 °c 

GENERAL 

Overall dimensions . . . . . . . 1.555x 1.625 x 2.437 inches nom 
39.50 x 41.28 x 61.90mm nom 

Waveguide size . . . . . . . no. 16 (0.900 x 0.400 inch internal) 

Coupler . . . . . . . . . . .. R UG-39/U 

Finish . . . . . . . . . . . .. flange faces tin or silver plated 

Mountingposition . . . . . . . . . . . . any 

Netweight . . ., . . . . . . . . . . 8ounces{230g)approx 

February 1971 



NOTES 

. Measured at a power level below 2mW over the frequency range. 

. Measured at 40kW peak power, 0.1us pulse length and 1000p.p.s. 

. Measured at 40kW peak power, 1.0us pulse length and 1000p.p.s. 

. Measurgd at a power level below 2mW at the centre of the frequency 

range. 

6. Operation at power levels above 50kW results in reduced life and it is 
recommended that in such cases the tube be preceded by a pre- TR tube. 

. Connected to the primer via a resistance of 55ME, of which at |east 

0.5MQ must be adjacent to the primer top cap. The primer supply voltage 
must be applied at least 5 seconds before the magnetron fires. 
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Ref  Inches Millimetres Ref  Inches Millimetres 

A 1.555 + 0.005 39.50+0.13 G 0.173 +£0.004 4.4+ 01 
B 1.625 41.28 H 1.280 32.51 
C 0.250 6.35 J 1.220 30.99 

[s} 1.625 max 41.28 max K 0.250 min 6.35 min 

E 0.084 min 2.39 min L 0.437 11.10 

F 0.250 6.35 M 0.062 + 0.031 1.57£0.79 

Millimetre dimensions have been derived from inches except dimension G, 
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