
VALVE DATA w 
PREFERRED TYPES 4 

OUTPUT PENTODES E 

Double diode output pentode 

HEATER 
Va 44 V Ik 0.2 A Suitable for series operation, A.C. or D.C. 

CAPACITANCES 
—' dad-k (each section) 3.5 µµF 

cvd_a"d <0.5 µµF 

OPERATING CONDITIONS 
As Class " A " amplifier 

Va 200 V 
Vg2 200 V 

— Vgt —8.5 V 
la 45 mA 
182 6 mA 

g $m 8 mAJV 
ra 335 K S2 
Ra 4.5 K1 
Vtn,r,m,e,t 5 V 
Vin(r.m ) (Pout  =50 mW) 0.5 V 
Pout 4 W 
Dtot 10 n/ 
R x 167 d2 

— LIMITING VALUES 

Pentode Section 

Diode Sections 

Vat,, max. 550 V 
Va max. 250 V 
pa max. 4 W 
Ik max. 70 mA 
Vg2( b) max. 550 V 
Vg, max. 250 V 
Ps max. 2 W 
Rgl_k (self bias) I M c 
VD—k 125 V 

Va.d max. 200 V 
Va.d max. 200 V 

max. 0.8 mA 
Ia d max. 0.8 mA 
Va.d max. (L 'd=-4-0.3 µA) —1.3 V 
Va a max. (ia 'd=+0.3 µA) -1.3 V 

BASE: DIMENSIONS: 
Octal L=136 mm 

D=46 mm 
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