
RELIABLE CATHODE TYPE SUBMINIATURE TUBES 

CK5702WA 
CK5703WA 
CK5744WA 
CKS783WA 
CKS784WA 
CKS787WA 

CK5829WA 

TFTI 
CK6U1' 

CK6152 

CONSTRUCTION 
TYPICAL 

APPLICATION 

Pentode RF Amplifier 

Triode UHF Osc. 

Triode Amp.-HF Osc. 

Gas Diode Volt. Reference 

Pentode Mixer-Gated Amp. 

Gas Diode Volt. Regulator 

Dble. Diode Detector 

Dble. Triode Voltage Amp. 

Dble. Diode FW Rectifier 

Dble. Triode Voltage Amp. 

Dble. Triode Voltage Amp. 

Triode Amp.-Osc. 

CK6021 7 
CK6110 7 
CK61117 
CKG112 7 

CK6152 

RELIABLE MINIATURE TUBES 

TYPE CONSTRUCTION 

CK5654 Pentode 

CKS670 Dble. Triode 

CK5686 Pentode 

CK572S Pentode 

CK5726 Dble. Diode 

CK5749 Pentode 

CK5750 Heptode 

CK5814 Dble. Triode 

CK6186 Pentode 

CK6187 Pentode 

Converter 

Voltage Amp. 

Voltage Amp. 

RF Amplifier 

6.3 

12.6 

Mixer-Gated Amp. | 6.3 | 0.15 | Htr | 9P 

MUT. OUT- LOAD 
COND. PUT RESIST, 
pmhos watts ohms 

5000 

5500 (Each Unit) 

3300 2.7 9000 

3200 

CK5670 
CK5686 

See page 3 for reference notes — See pages 18 and 19 for basing diagrams and terminal connections. 
This data is compiled as a Raytheon service to the Field, it is not intended to indicate type availability. PAGE 9 


