VALVE DATA
PREFERRED TYPES

E OUTPUT PENTODES

CL 33 High sensitivity output pentode

HEATER
Vp 33.0V Iy 0.2 A Suitable for series operation, D.C. or A.C.

OPERATING CONDITIONS
Single valve Class * A **

As pentode As triode with
screen connected

to anode
Va 200 200 \4
Ves 200 — v
a1 -8.5 -10 v
la 45 37.5 mA
lgg 6 —_ mA
gm 8 7.5 mA/V
ra 35 18 KQ
Ug1-82 13.5 13.5
Ra 4.5 70 KQ
Viner,m.s,) 5.0 6.0 \"
Viner,m s, (Pout"—:so mW) 0.5 — Vv
out 4.0 0.7 W
Diot 10 10 %
Rk 180 270 Q
OPERATING CONDITIONS
As Class *“ A ** push-pull pair
Va 200 \'
Ve 200 v
Ry 150 Q
Ig(o) 2x33 mA
g3(0) 255 mA
a-s 45 KQ
Vln(r,m_s,) 2x5 v
qut 8 w
Ditot 15 %
LIMITING VALUES
Va(b) max, 400 V
Va max. 250 v
Pa Max. 9 w
Vga(ny max. 400 v
g2 Max. 250 Vv
Pga Max. 2 w
I .max. 70 mA
Rg;—x max. (self bias) | M-Q
Vh_x max. 175 v
BASE : DIMENSIONS :
Octal L=126 mm
D=45 mm
i o
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