
Mullard 
MEDIUM IMPEDANCE TRIODE DAZ 

The DAZ2 is a medium impedance triode for use as a voltage amplifier or output 

valve in compact equipment such as deaf aids. 

FILAMENT CHARACTERISTICS DIMENSIONS 

Filament Voltage ... ... 2-0volts Overall Length ... = 60 mm, 

Filament Current ... ... 0-05amp Overall Diameter... = 19 mm, 

OPERATING DATA 
Anode Voltage ... ... Vay 
Anode Current ... o Iay 

Grid Voltage ...—Vglyw 

Slope . .. Sy 

Internal Resxstance ... Rig 

Amplification Factor .. Gw 

CAPACITIES 

Anode to Control Grid 
Input 

QOutput 

LIMITS 
Maximum Anode Voltage 

Mazximum Resistance in Grid Circuit ... 

Range of Grid Voltage for 1 ;LA Grid Current 

at Va=40V . . . 

= 20 40 volts 
= 05 1-25 mA 

= 09 215 volts 

= 0-35 0's mA/V 

= 18,900 13,600 ohms 

= 66 69 

Cagl = 14 ppF 

Cgl = 3:4 uF 
Ca = 54 puF 

Vamax = 100 volts 

Rglmax = 10 megohm 

Vgl =-0'3t0 +1'3 
volts 

CONNECTIONS 
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Viewed from free end of pins. 

Pin No. 1 Anode 

2 Grid 

3 Filament 

4 Filament 
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