
VALVE DATA 
PREFERRED TYPES 4 

VOLTAGE AMPLIFYING PENTODES A 

OPERATING CONDITIONS 
Va
Vga
VL1
le
I ga
gm
Vgl (gm =10I1.A/V) 
ra
Rea 

LIMITING VALUES 

45 67.5 90 90 
45 67.5 45 67.5 
0 0 0 0 
1.7 3.4 1.8 3.5 
0.7 1.5 0.65 1.4 

700 875 750 900 
-10 -16 -10 -16 

DF 91 
V 
V (contd.) 

V 
mA 
mA 

isA/V 
V 

0.35 0.25 0.8 0.5 M S2 
— — 68 15 

V6 max. 90 
Vga (b) max. 90 
Vg, max. 67.5 
V51 max. 0 
Ik max. 5.5 

K L2 

V 
V 
V 
V 

mA 

BASE DIMENSIONS 
B7G L=54 mm 

D=19 mm 

Miniature H.F, pentode with sharp cut-off characteristics 

FILAMENT 
Vl 1.4 V If 0.05 A Suitable for D.C. operation only 

MOUNTING POSITION Any 

CAPACITANCES (Measured without external screening) 
ca-g1 <0.01 µuF 
cla 3.6 F 
caul 7.5 uN.F 

CHARACTERISTICS 
Va
Vga
V51 
Is
Iga
gm 
rs
tAgl-g2 

LIMITING VALUES 

90 90 
45 67.5 
0 0 
1.9 3.7 
0.7 1.4 
0.85 1.0 
0.9 0.5 

11 11 

Va max. 90 
V52(b) max. 90 
Vg2 max. 70 
Vg1 max. 0 
Ik max. 6.0 

V 
V 
V 

mA 
mA 

mA/V 
M S2 

V 
V 
V 
V 

mA 

BASE DIMENSIONS 
B7G L=54 mm 

D=19 mm 

D F 92 
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