
P H I L 1 PS DB 10.6 
DG 10-6 
DP 10.6 
DR 10.6 

CATHODE RAY TUBE for oscillography 
TUBE A RAYONS CATHODIQUES pour oscillographie 
KATHODENSTRAHLRbHRE f[ir Oszillographie 

Screen 
Ecran 
Schirm 

Fluorescence 
Fluorescence 
Fluoreszenz 

Persistence 
Persistence 
Persistenz 

DR 10-6 
blue 
bleu 
blau 

short 
courte 
kurz 

DO 10-6 
green 
vert 
grim 

medium 
moyenne 
mittel 

DP 10-6 

blue 
and greenish-yellow 
bleu 
et jaune-verdatre 
blau 
and grhnlich-gelb 

short 
long 
courte 
longue 
kurz 
lang 

DR 10-6 
greenish-yellow 
jaune-verda"tre 
griinlich-gelb 

long 
longue 
lang 

Heating indirect by A.C. or D.C. 
Chauffage: indirect par C.A. ou C.C. 
Heizang : indirect durch Wechsel-

oder Gl'eichstrom 

Dimensions in mm 
Dimensions en mm 
Abmessungen in mm 

of = 6,3 V 

If= 0,3A 

Base, culot, Sockel: Nagnal 

Earthing of g2,B} is recommanded 
I1 eat recommanae de metbre g2,g4 a la terra 
Es empfiehlt sich g2,g4 zu erden 
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DB 10.6 
DG 10.6 
DP 10.6 
DR 10.6 

PHILIPS 

Focusing 
Concentration 
Fokussierung 

Deflection 
D6viation 
Ablenkung 

Capacitances 
Capacitgs 
Kapazitaten 

Ck = 6,0 

C,1 = 4,6 

CD1 

CD1' 

CD2 

electrostatic 
€lectrostatique 
elektrostatisch 

double electrostatic 
6lectrostatique double 
doppel—elektrostatisch 

pF 

pF 

= 4,7 pF 

= 4,7 pF 

= 5,5 pF 

Line width 
Epaisseur de la ligne 
Linienbreite 

CD2,

CD1D1' 

CD2D2' 

Ck-D1D1'D2D2' 

0g1-D1D1'D2D2' 

CD1D1'-D2D2' 

DiDI' symmetr. 
D2D2' symmetr. 

= 5,5 pF 

= 1,9 pF 

= 2,5 pF 

= 0,6 pF 

= 0,15 pF 

= 0,2 pF 

(Vg5=2000 V, Vg2,g4 =2000 V, Ip= 0,5 µA) 0,4 

(Vg5=4000 V, Vg2,g4 =2000 V, IQ= 0,5 µA) 0,3 mm1) 

Operating characteristics 
Caract6ristiques d' utilisation 
Betriebsdaten 

Vg5 = 2000 

Vg2,g4 = 2000 

Vg3 = 400-720 

-Vg1 = 45-100 

N1 = 0,32-0,38 

N2 = 0,24-0,30 

Limiting values 
Caract6ristiques limites 
Grenzdaten 

Vg5 

Vg2,g4 

Vg3 

Vg1 
_1g1

1D1D1'p 

= max. 

= max. 

= max. 

= max. 

= max. 

= max. 

1) Measured 
Mesur6 a 
Gemessen 

5000 V 

2500 V 

1000 V 

CV 

150 V 

450 V 

on a circle of 
an cercle de 

an einem Kreis 

~1 )

4000 V 

2000 V 

400-720 V 

45-100 V 

0,25-0,31 mis/V 

0,19-0,25 mm/V 

VD2D2'p = max. 

Wg2,g4 = max. 

VIQ = max. 

RD 
= max. 

Rg1 = max. 

Vkf = max. 

450 V 

4W 

3 mw/cm 

5 M4 

1,5 MC 

125 V 

50 mm diameter 
50 mm diamatre 
von 50 mm Durchmesser 

939 4337 2. 



PHILIPS DB 10.6 
DG 10.6 
DP 10.6 
DR 10-6 

7R03961 
 0610-6 9-7-'53 

V92,94 = 2000V 
V95-2000- 4000V 

20 y 7(v)-6o 

7.7.1953 

-40 

2500 
Ig2,g 4 

(uA) 

2000 

1500 

1000 

500 

0 
0 

A 



DB 10.6 
DG 10.6 
DP 10.6 
DR 10.6 

7803960 
DG 10-6 14-7-'53 

PHILIPS 

V92,g4 = 2000V 
V95=2000-4000V 

V91(V)-60 40 20 

100 
Ii

80 

60 

40 

20 

0 
0 
B 


