
mcATHODE-RAY TUBES 

for measuring equipment 

PHILIPS ELECTRON TUBE DIVISION



PHILIPS 

INSTRUMENT CATHODE-RAY TUBE 

DG 7-6 

DB 7-6 

DP 7.6 

DR 7-6 

o Overall length only of 

16 em (6°/,5") 

® A brilliant spot 

® No deflection defocusing 

o Asymmetric deflection 

® Different screen types 

Electron gun of the cathode-ray 

tube DG 7-6 

The Philips Cathode Ray Tube D7D2: — plates for horiz.ontal defle'ction 
DG 7-6 with its 7 cm (3”) screen, D\D," — plates for .vemcal deflection 

: & ~ control grid gives ample screen area and spot- & s e 
brilliancy for small and easily trans- g — electrodes for pre-deflection 
portable low-cost oscilloscopes. acceleration



The Philips Cathode-Ray Tube DG 7-6 has the following main features: 

Thanks to the small dimensions and electrical characteristics, this tube will give outstanding 

service in all applications where low-cost, light-weight apparatus for oscilloscopy are of prime 

importance. 

800 Volts accelerating voltage; which can easily be obtained from a relatively simple high 

tension supply. 

A brilliant spot owing to excellent screen properties. 

A remarkably good picture over the entire screen surface. 

Asymmetric deflection, asking only a simple design of the timebase. 

For various applications different screen types available: 

G. A green screen for oscilloscopy and recording of medium- and high-frequency phenomena. 

B. A blue screen for photographic recording of non-recurrent high-speed phenomena. 

P. A double-layer screen with bluish fluorescence for oscilloscopy and recording of low-frequency 

and low-speed non-recurrent phenomena. 

R. A greenish-yellow screen for oscilloscopy and recording of low- and medium-frequency 

signals. *) 

*) Detailed information on all phosphors is given in a folder dealing with data and characteristics of Philips phosphors.



ELECTRICAL DATA 
7R03952 

D641 97753 600 
T | 1(zA) Screen 

| ‘ = Persistence 
EEEEESEEEN 500 Tube Fluorescence 0.19/ of max. 

JSi 

: J;;;O(;iv type (colour) Character | brightness 
‘ 7 after 

200 DG 7-6 | green medium | 50 milli sec. 

DB 7-6 | blue short 20 milli sec. 

I DP 7-6 | blue (afterglow | verylong | 80 sec. 

2 o0 greenish-yellow) 

DR 7-6 | greenish-yellow |long 20 sec. 

7|200 Heating Indirect by A.C. or D.C. 
T Heater voltage: . . Vf= 63 V 

a - - Heater current: . . If = 0.31 A 

4 
100 

5 . DDy symmetric 
Deflection Double electrostatic D,D; asymmetsic 

~ | 0 Focusing Electrostatic 0 ) 0 e 5 - ocusing Electrostati 

Grid No 3, grid No 2 and screen current as a . ) 

function of grid cut-off voltage Line width at Vg = 800 V _ . 
= 0.7 mm %) 

II =05 pA 

INTERELECTRODE CAPACITANCES 

Value Value 
Electrodes Symbol Electrodes Symbol 

! (pF) y (pF) 

Dj to DY Cppy 0.6 Dy to all Cp,’ 5.3 

D, to Dy Cp,D; 0.8 D, to all CD, 4.5 

D1+ Dy to D3+ Dy’ CpDy’ - DDy 0.5 Dy’ to all Cp,’ 4.5 

Dj to all CD, 5.3 Grid 1 to all Cgy 10 

Operating characteristics 

Grid no. 3 voltage . . . . . . . . . . . .. ... ... Vg = 800 V 

Grid no. 2 voltage . e = 200-300 V 

Negative grid no. 1 voltage for visuzl extinction of the focused spot —Vg = 0-50V 

Deflection sensitivity . . . . . . . . . . . . ... ... DD/ = 0,25 mm/V 

Deflection sensitivity . . . . . . . . . . . . . . . ... DDy = 0,16 mm V 

Lz_mztmg values | max. 1000 V 
Grid no. 3 voltage . . . . . . . . . . . . . . ... .. Vg = Lin 800 V 

Grid no. 2 voltage . . . . . . . . . . . ... .. .. Vg = max. 400 V 

Grid no. 1 voltage (negative value) . . . . . . . . . . . —Vg = max. 100 V 

Grid no. 1 voltage (positive value) . . . . . . . . . . . . +Vyg = max. oV 

Peak voltage on deflection plates DDy’ . . . . . . . . . VDD/p = max. 450 V 

Peak voltage on deflection plates DD, . . . . . . . . . VDD/p = max. 750 V 

Screen dissipation . . . . . . . . . . . ... ... .. W = max. 3 mW/cm? 

Maximum civcuit values 

Deflection plate circuit resistance . . . . . . . . . . . . . RD = max. 5 Mohm 

Grid no. 1 circuit resistance . . . . . . . . . . . . . . . Rg = max. 0,5 Mohm 

MECHANICAL DATA 

Mounting position: any 

Nett weigbt: 140 g (5 ounces) 

Dimensions: overall length 16 cm (65/1") 

screen diameter 7 cm (3") 

*) Measured on a circle of 50 mm diameter.



Br
ig

ht
ne

ss
 (

mi
ll

ic
an

dl
es

 p
er

 s
q 
cm
) 

G-screen 

The green fluorescent G-screen 

provides high visual contrast un- 

der conditions of normal ambient 

illumination. It has medium per- 

sistence and can be used for visual 

observation of recurrent phenom- 

ena in the majority of applica- 

tions. 
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Screen current (microamperes per sq cm) 

Relative spectral energy distribution of a G-screen 
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Persistence characteristic of a G-screen. 

Brightness of a G-screen as a 

function of the screen current 

per square cm 

as a parameter. 

screen area, 

with the accelerating potential 
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Printed in Holland 
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Electrode arrangement 

Position of the deflection plates 

D2' 

o1’ 

Base connections Outline drawing of the DG 7-6 (dimensions in mm) 
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