
OUTPUT PENTODE 

Qutput pentode for use in battery-operated equipment, 

DL35 

FILAMBENT 
This valvs i3 suitable for D.C. operation only. 
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Vg 83 
v 83 
Va3 -7.0 
Viyrms 5.0 
1, (max.sig.) 7.3 
Iao 7.0 
Igoimax.sig.) 3.5 
Ig20 1.6 
r 110,000 a 
&m 1.5 
R 9,000 
Wout 200 
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LIMITING VALUES Vg max. 
Vgo max. 
I max. 

ARRANGEMENT OF ELECTRODES 
AND BASE CONMECTIONS 
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DL35 OUTPUT PENTODE 

Output pentode for use in battery-operated equipment. 

fe
te

d 

-
 
-
 

)
 

) 

17
5 

vy
 

-
t
5
v
 1
5
0
 

-
7
-
5
V
 
1
 

-
9
V
 

1 

-1
2v
 

i 
[
 

L
R
 

V
m
-
 o
v
 
g
 

-
3
v
 

-
6
V
 

12
5 

I 1
0
0
 

D
L
 3
5
 

Vg
 
4 
4V
 

7
5
 

I
 

1 

T
 

I
R
 
)
 

] i -
+
 

59
0 

2
5
 

It 
IRSENREN 

a
 

(=
A)
 

20
 

15
 

10
 s 0 

{Mullard} 
SSUE 2 v DL3S 154612


