
4 VALVE DATA 
PREFERRED TYPES 

E OUTPUT PENTODES 

DL 35 LIMITING VALUES 

(contd.) V, max. 
Vg, max. 
Ir max. 

110 V 
110 V 
12 mA 

BASE: DIMENSIONS: 
Octal L=92 mm 

D=30 mm 

DL 66 Sub-miniature output pentode for use in hearing aids 

FILAMENT 
Vi 1.25 V li 15mA Suitable for D.C. operation only 

Direct soldered connections to the leads of this valve must be 
at least 5 mm from the seal and any bending of the valve leads 
must be at least 1.5 mm from the seal 

CAPACITANCES 
c~B1 <0.2 µµF 
c;,, 2.5 µµF 
cout 3.7 µµF 

CHARACTERISTICS 
Va 22.5 V 
VB2 22.5 V 
Ia 300 µA 
Igu 75 µA 
V51 -1.4 V 
gm 350 µA/V 
ra 0.3 M2 
ILgi—gz 8

OPERATING CONDITIONS 
As single valve Class "A" amplifier (screen fed direct from 
H.T. line) 

Vb 22.5 V 
V22 22.5 V 
V 51 —1.4 V 
Ka 75 K S2 
I ai, l 300 µA 
152(0) 75 µA 
Vin(r,m a,) 0.85 V 
Pout 2.7 mW 
Dcot 10 O/ 

LIMITING VALUES ° 

° fa

0,2 

BASE: DIMENSIONS: 
Wired n L=35 mm+32 mm leads 
BSA D=6.1 X8.4 mm 

Vu max. 45 V 
Vs4 max. 45 V 
I k max. 1.0 mA 

92 9, 

v 

Paga 84 

[f ll 

I Muilard! 


