
SUBMINIATURE OUTPUT PENTODE DL68 

Subminiature output pentode suitable for use in hearing-aids. 
It has a filament current of 25mA and is primarily intended 
for use with an H.T. battery supply of 22.5 volts. 

FILAMENT 

Vi 1.25 v 
Iy 25 mA 

MOUNTING POSITION Any 

Note—Direct soldered connections to the leads of this valve must be 

at least 5 mm. from the seal and any bending of the valve leads must 

be at least 1.5 mm. from the seal. 

CAPACITANCE 

Ca_g; 0.15 puF 

CHARACTERISTICS 

Va 22.5 v 

Via 22.5 A% 

[ 600 wA 

lgs 150 A 

Var -2.2 v 

gm 430 vA/V 

ra 100 k Q 

HUg1-g2 5.0 

OPERATING CONDITIONS AS SINGLE VALVE 

CLASS ‘A’ AMPLIFIER 

Vb 22.5 A% 
\ 22.5 v 

Var -2.2 A% 
Ra 375 kQ 

lajo) 600 uA 

lgac0) 150 pA 
vln (T.M.8.) 1.3 V 

Pout 5.0 mw 
Dot 10 % 

LIMITING VALUES 
Va max. 45 v 

Vgg max. 45 \Z 

Pa Max. 100 mwW 

Pgz Max. 25 mwW 

lx max, 23 mA 

(@ 

ISSUE 2 mm \v/ DL68  1252-1
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