
VALVE DATA w 
PREFERRED TYPES 4 

OUTPUT PENTODES E 

— Miniature output pentode 

— FILAMENT Suitable for D.C. operation only 

(a) Series : Vr applied across the two filament sections in 
series, between pins I and 7. Vgl referred to 
pin I 

(6) Parallel : Vr applied across the two filament sections in 
parallel, between pin 5 and pins I and 7 con—
nected together. Vgl referred to pin 5 

— Series Parallel 

— 

D L92 

V. 2.8 
Ir 0.05 

OPERATING CONDITIONS 

Filament Series 

1.4 V 
0.1 A 

As Class " A " amplifier 

Parallel 
Va 67.5 90 67.5 90 V 
Vg, 67.5 67.5 67.5 67.5 V 
VB1 -7 -7 -7 -7 V 
tutu) 6.0 6.1 7.2 7.4 mA 

1.2 1.1 1.5 1.4 mA 
gm 1.4 1.43 1.55 1.58 mA/V 
r, 0.1 0.1 0.1 0.1 M Q 
R, 5 8 5 8 K12 
Vin,r,m,a,i 5 5 5 5 V 
Pout 160 235 180 270 mW 
Dt°t 12 13 10 12 

LIMITING VALUES 

Filament Series Parallel 
Vu max. 90 90 V 
V62 max. 67.5 67.5 V 
Ik (max. signal) 5.5* 1 1.0 mA 
Ikco) max. 4.5* 9.0 mA 

*For each 1.4 V section 

BASE: DIMENSIONS: 
87G L=54 mm 

D=19 mm 
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