
MINIATURE OUTPUT PENTODE DL92 

Output pentode with centre-tapped filament 
for use in battery operated equipment. 

FILAMENT 

This valve is suitable for D.C. operation only. 

Series Vi applied across the two filament sections in series, 
between pins 1 and 7. Vg, referred to pin 1. 

Parallel Vy applied across the two filament sections in parallel, 
between pin 5 and pins 1 and 7 connected together. 
Vg, referred to pin 5. 

Single Section V: applied across one section of the filament only, 
between pin 5 and either pin 1 or pin 7. 

Series Parallel Single Section 

Ve 28 1.4 1.4 \ 
Iy 0.05 0.1 0.05 A 

MOUNTING POSITION Any 

CAPACITANCES 
Ca_g1 <0.4 puF 
Cin 435 wuF 
Cout 6.0 wuF 

CHARACTERISTICS 

Filament Connection 
Series Parallel 

Va 45 0 45 90 \% 
Vo 45 67.5 45 67.5 \2 
@ -4.5 -7 —4.5 -7 v 

la 3.0 6.1 38 7.4 mA 
lgs 0.7 1.1 0.8 1.4 mA 
Em 1.1 1.42 1.15 1.57 mA/vV 
Ug1-g2 5.0 5.0 5.0 5.0 
ra 100 100 100 100 kQ 

OPERATING CONDITIONS AS SINGLE VALVE CLASS “‘A” 
AMPLIFIER 

Series filament connection 

Va 45 67.5 90 \ 
\' 45 67.5 67.5 A 
Vg —4.5 -7 -7 v 
lao) 3.0 6.0 6.1 mA 
22(0) 0.7 1.2 1.1 mA 
a 8.0 5.0 8.0 k Q 

Vin (r.m.s.) 35 5.5 5.5 \ 
out 50 160 235 mwW 

Diot 12.5 12 13 Y 
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DL92 MINIATURE OUTPUT PENTODE 

Output pentode with centre-tapped filament 
for use in battery operated equipment. 

Parallel filament connection 

Va 45 
Vea 45 

81 —4.5 
lagoy 38 
B2(0) 0‘8 
a 8.0 

Vln(r.m.l.) 3.5 

Pout 65 

Diot 12 

Single section of filament 

Vln(r.m.s.) 

out 

Dtot 

OPERATING CONDITIONS FOR 

67.5 90 82 v 
67.5 67.5 82 \' 

-7 -7 -8.2 v 
7.2 7.4 10 mA 
1.5 14 22 mA 
5.0 8.0 55 k Q 

5.5 5.5 6.3 v 
180 270 320 mw 
10 12 13 % 

62 82 v 
62 82 v 
-5.6 -8.3 v 
38 5.0 mA 
0.8 11 mA 

12 12 k Q 
4.6 6.6 v 

91 192 mw 
10.5 12.3 9 

TWO VALVES IN PUSH-PULL 

Series or parallel filament connection 

Va 67.5 76 90 \% 
Vg 67.5 76 90 v 
a -12 -13.6 -16.5 v 

laco) 2x1.5 2x1.5 2x2.0 mA 
lg (max. sig.) 2x5.6 2x7.0 2x8.4 mA 
22(0) 2x0.25 2x0.35 2x0.35 mA 
lg, (max. sig.) 2x1.5 2x2.6 2x2.7 mA 
a-a 10 9.0 10 kQ 

Vlmg-g)(r.m.s.) 17 20 23 V 

out 340 490 780 mw 
Dot 5.0 5.5 6.0 % 

LIMITING VALUES 
Va max. 90 v 
pa Max. 0.7 w 
Vg, max. 90 \2 
Pgz max. 0.15 w 
I max. 12 mA 
Rg;_t max. 2.0 MQ 
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MINIATURE OUTPUT PENTODE DL92 

Output pentode with centre-tapped filament 
for use in battery operated equipment. 

19 mm. 
MAX. 
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DL92 MINIATURE OUTPUT PENTODE 

Output pentode with centre-tapped filament 

for use in battery operated equipment. 
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ANODE CURRENT PLOTTED AGAINST ANODE VOLTAGE 
WITH CONTROL-GRID VOLTAGE AS PARAMETER FOR 

BOTH SECTIONS OF FILAMENT I[N SERIES 
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