
VALVE DATA w 
PREFERRED TYPES 4 

OUTPUT PENTODES E 

— 

Miniature output pentode 

FILAMENT Suitable for D.C. operation only 
(a) Series : Vi applied across the two filament sections in 

series between pins I and 7. V91 referred to 
pin I 

(b) Parallel : Vt applied across the two filament sections in 
parallel between pin 5 and pins I and 7 
connected together. V91 referred to pin 5 

Series Parallel 
Vf 2.8 1.4 V 
Ir 0.05 0.1 A 

CAPACITANCES Without external screening 

ca gl 0.2 µµF 
cin 5.5 µµF 
coat 3.8 µµF 

OPERATING CONDITIONS As Class "A " amplifier 
Filament Series Parallel 
Va 90 85 90 V 
V95 90 85 90 V 
V9t -4.5 -5.0 —4.5 V 
Ia(°) 7.7 6.9 9.5 mA 
198(0) 1.7 1.5 2.1 mA 
gm 2.0 1.98 2.15 mA/V 
ra 0.12 0.12 0.1 M) 
fta 10 10 10 K iZ 
Vtn(r,m,e,) 3.2 3.5 3.2 V 
Pont 240 250 270 mW 
Dt°t 7 10 7 0 

= LIMITING VALUES 
Filament Series Parallel 
V5 max. 90 90 V 
V9a max. 90 90 V 
Ikio( max. 6 12 mA 
Ik max. (max. sig.) 6 12 mA 
The limiting values of I k for series operation given 
above indicate the maximum for each 1.4 V section 
of the filament. As the actual I k max. of the valve is 
12 mA, it is necessary to connect a resistor between 
pins I and 5 in order to maintain the correct voltaga 
across the filament 

BASE: DIMENSIONS: 
B7G L=54 mm 

D=19 mm 
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