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HALF-WAVE RECTIFIERS

Hig h volt age half - wave rectif iers for tel evision line fl y - back

e .h .t. su pply . The DY87 is el ectr ic ally ide nt ical to the DY86 but

has a che mically treated bulb to preven t flash-ove r unde r con ­

dit ions of high hum id ity .

HEATE R

DY86
DY87

Vh

Ih

Heater voltage to le rances Iout « 200 flA

Iout e- 200 flA

1. 4 V

550 mA

± 15* %
± 7* %

* These tole r ances apply when the powe r s upp ly vo ltage is at its nominal value

and when a va lve having boge y heater char acter is t ics is e mployed . In addit ion

fl uctuat ions in the mains supply volt age not exceeding ± 10 % are pe r mis s ibl e.

CAPACITANCES

ca - (h s-k-s s )

DESIGN CE NTRE RATINGS

Pulsed input

* P . 1. V . max .

t ia (pk) max .

lout max .

Cmax.

1. 55

22

40

500

2000

pF

kV

mA

flA

pF

* Max imum duration 22 % of a line s canning cyc le wit h a maximum of 18 u s .

t Maximum duration 10 % of a lin e s cannin g cycle wit h a maximum of 10 flS .

WARNING

x _r ay s hielding is advis able to give protection aga ins t pos sible dan ger of

personal injur y ar is ing from prolonged expos ur e at c lose r ange to thi s tub e

when operate d above 16 kV . The level of X- r adiat ion is like ly to be conside r ­

ably higher when th e heater c ircuit of the tube is open .
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Pins 1, 4, 6 and 9 may be us ed fo r I txing an anti -corona s hie ld .

Pins 3 an d 7 may only be connected to points in th e he ater circuit and mu s t

not be ear the d .

OCTOBER 1963 Page D2


