
ovtamen o 140-G10/B1 

CATOHODE RAY TUBES FOR OSCILLOGRAPHIC USE, 

10 - 1Inch Sereen 

Heater vr = 4 
1if = 1 

Capacities Cg = 15.0 
cD1D1* = 6.5 
cba2pa:* - 5.5 

Fluorescent Colour - Green (G10) Blue {(Bl0) 

Deflection ~ Double slectrostatic for symmetrical 
operation. 

Operating Conditions 

VA3 ceoevevrcesnccnsvsrassososnosnsonsscsssns 5000 
VA2 cvevscoscecssecessoassscsnnsesl@aPProx.) 1400 
Val svoeencecroresnnssocrsassssnencsoseson 2580 
R RN T 0-60,0 
Nl toietrenverevonennoacessossenssonnsons 
N2 etiientriosnecosronceresscvonnnnsoanns 

) 
v 
v 
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0.13 mm/Ve— 
0.11 mm/Ve— 

¥The Grid Voltage should be adjusted 
to give the required light intensity. 
The voltage should never become 
positive or damage to the tube will 
result. 

Linmiting Values 

Va3 MBX evvesaccesvscsossrcasocsssssasses 
VA2 MABX eoecsecsosscososvascnnorossescena 
Va2l MAX eveeeenseosoncossnsrnsonrsoccnscs 
Max, writing 8pe6d ecevisrsccenosesacccnne 

5000 
1700 
250 

0.5 Xm/se Q
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