
A VALVE DATA 
PREFERRED TYPES 

C DIODES AND DOUBLE DIODES 

EA 50 Miniature diode 

HEATER 
Vh 6.3 V Ie 0.15 A Suitable for A.C. mains operation 

CAPACITANCE 
Ca_k 

LIMITING VALUES 
Ve max. 50 V 
L max. 5.0 mA 
V5_k max. 50 V 

I{8 

2.1 µµF 

BASE : DIMENSIONS: 
B3G L=49mm 

D=12 mm 

EB 34 Double diode (separate cathodes). Internally screened 
between sections 

HEATER 
Vk 6.3 V la 0.2 A Suitable for series or parallel operation 

CAPACITANCES 
c,d_k (each section) 4.5 µµF 
cad-_.d• 0.5 µµF 

LIMITING VALUES 
Va 1 max. 200 V 
V . max. 200 V 
lad- max. 0.8 mA 
led. max. 0.8 mA 
V5_a. max. 75 V 
V5_k. max. 75 V 
V,d , max. (led.=+0.3 µA) —1.3 V 
V ad. max. (lad +0.3 µA) —1.3 V 

max. 50 V 

BASE: DIMENSIONS: 
Octal L=82 mm 

D=36 mm 

EB 41 Double diode (separate cathodes). Internally screened 
and screened between sections 

HEATER 
Ve 6.3 V le 0.3 A Suitable for series or parallel operation 

CAPACITANCES 
Cad. .ad

ck_.n (each section) 
cad_k (each section) 

<0.03 µµF 
4.0 µµF 
0.01 µµF 
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