
VALVE DATA w 
PREFERRED TYPES 4 

OUTPUT PENTODES E 

LIMITING VALUES (contd.) 
Va,a max. 200 V 
Va. a max. 200 V 
La max. 0.8 mA 
L-a max. 0.8 mA 
Va.a max. (1a,a =x-0.3 µA) —1.3 V 
Va-a max. (L-a=+0.3 µA) -1.3 V 

BASE: DIMENSIONS: 
B8G L=96 mm 

D=29 mm 

EBL 21 
(contd.) 

Double diode output pentode 

HEATER 
Vh 6.3 V ih 1.2 A Suitable for A.C. mains operation 

CAPACITANCES 
ca-a_a.a ¢0.35 µµF 
c„a _t  3.0 µµF 
4-a_k 3.6 µµF 

OPERATING CONDITIONS 
As Class A " amplifier 

Va 250 V 
Vg, 250 V 
l a 36 mA 
Rk 150 S2 
Vgt -6.0 V 
isa 5.0 mA 
gm 9.5 mA/V 
ra 55 K S2 
Ra 7 K) 
Pout 4.3 W 
Dtot 10
Vtn)r,m,e,9 3.6 V 
Vtn)r,m,, (Pout=50 mW) 0.35 V 

LIMITING VALUES 
Va)b) 550 V 
Va max. 250 V 
Pa max. 9 W 
Ik max. 55 mA 
Vg, (b) max. 550 V 
Vg, max. 250 V 
pe, max. 1.5 W 
Rgl_k max. I M S2 
Vh_k max. 50 V 

EBL 31 
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4 VALVE DATA PREFERRED TYPES 

E OUTPUT PENTODES 

EBL 31 
(contd.) LIMITING VALUES (contd.) 

Ve,d max. 200 V 
Ve.a max. 200 V 
I a max. 0.8 mA 
1e-a max. 0.8 mA 
Ve, A max. (la,a=x-0.3 µA) —1.3 V 
Ve. Q max. (lama  =+0.3 µA) -1.3 V 

BASE: DIMENSIONS: 
Octal L=136 mm 

D=46 mm ?5 

ECL 80 Triode-pentode primarily intended for use as combined 
line oscillator and frame output valve in television 
receivers 

HEATER 
Vn 6.3 V I❑ 0.3 A Suitable for series or parallel operation 

CAPACITANCES 
cgt .ey <0.02 µµf 
cgt-gi <0.2 µµF 
Cet_ep <1.2 µµF 
cat_gi <0.2 µµF 

Triode Section cgt-k 2.0 µµF 
cs_k 0.3 µµF 
ce_gt 0.9 µµF 
cgt—n <0.05 µµF 

Pentode Section c1n 4.5 µµF 
coot 5.0 µµF 
ca-gi <0.2 µµF 
tgi_n <0.25 µµF 

CHARACTERISTICS 
Triode Section Va 100 V 

Vgt -2.3 V 
la 4 mA 
gm 1.4 mA/V 
ra 12.5 K Q 
EL 17.5 

Pentode Section Va 170 200 V 
Vg8 170 200 V 
Vg3 0 0 
Vgt -6.7 -8.0 V 
Is 15 17.5 mA 
IB! 2.8 3.3 mA 
gm 3.4 3.5 mA/V 
re 0.15 0.15 M S3 
µgi—ga 14 14 
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