DOUBLE DIODE OUTPUT PENTODE EB L3 I

High sensitivity output pentode combined with twin

diodes, for use in A.C. mains-operated equipment.

HEATER
Vi 6.3 v
In 1.2 A
CAPACITANCES
Cad_ad” <0.35 puF
Cad'—k 3.0 [J.pLF
Caa”_x 3.6 pufF
Cad'—gy <0.15 puF
Cad"~g1 <0.15 ppF
Cad’-a <l1.0 puF
Cad’_a <0.5 puF

OPERATING CONDITIONS AS CLASS “A” AMPLIFIER

Va 250 v
Ves 250 v
Ia 36 mA
Rk 146 Q
Ve -6.0 v
lgs 50 mA
gm 9.5 mA/Y
ra 55 k Q
Ra 7.0 kQ
Pout 4.3 w
Diot 10 95
Vin (rom.s.) 3.6 v
Vin r.m.g.) (Pout=>50 mW) 0.35 A
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EB L3 I DOUBLE DIODE OUTPUT PENTODE

High sensitivity output pentode combined with twin

diodes, for use in A.C. mains-operated equipment.

LIMITING VALUES

Va(b) max. 550 v
Va max. 250 A"
Pa Max. 9 w
lx max. 55 mA
Vgg(ny Max. 550 \4
Vg, max. 250 \
Pgs Max. .5 w
Vg, max. (Ig;=0.3 pA) -1.3 \'
Rgi_x max. 1.0 MQ
Vh_x max. 50 v
Rh_x max. 50 kQ
Vad’ max. 200 \%
Vaq” max. 200 \%
laq” max. 0.8 mA
laq” max. 0.8 mA
Vad" max. (la" =0.3 pA) -1.3 \%
Vaa” max.(lq”=0.3 pA) -1.3 \
46 mm ¢
MAX
: aft |
ad ad'
33/ 00 \ 9% ¢
s, l 0, ~0 Ex
9 (@] (¢) [P
ad" ' adh\ 00 h L]
O Mo ke
OCTAL BASE
k h h
UY
()
[Mullard]|

ISSUE 2 % EBL31 157-2



