
DOUBLE DIODE OUTPUT PENTODE 
High-sensitivity output pentode for use in A.C. mains- 
operated equipment, and combined with twin diodes. 

EBL3I 

HEATER 

v 5.3 v 

Ig 1.5 A 

GAPACITANCES Cad'-ad" < 0,35 upF 
cad'-k 3.0 upF 
Cad"-k 3.6 upF 

Cad'-gl < 0.15 ppF 
Cad”-gl < 0,15 ppF 

£adt-a =< 1.0 puF 
Cad"-a ‘< 0.5 ppF 

OPERATING CONDITIONS AS CLASS "A" AMPLIFIER 

Va 250 v 
Vg2 250 v 
Iq 36 mA 
Ry 146 ohms 
Vg1 -6.0 v 
Ige 5.0 mA 
Em 9.5 mA/vV 
T 50,000 ohms 
Rg 7,000 ohms 
Wout 4,3 W 
Dgot 10 % 
Vip (rms) 3.6 v 
Vin (rms) (50 m¥) 0,35 v 
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EB L3 I DOUBLE DIODE OUTPUT PENTODE 
High-sepsitivity output pentode for use in A.C. mains- 
operated equipment, and combined with twin diodes. 

LIMITING VALUES 

Va{b) 850 v 
Vg max. 250 v 
Wg max. a w 
I, max, 85 mi 
Vgg(b) max. 550 v 
Vgo max. 250 v 
wWg2 max. 1.5 w 
V§1 mx.(181=0.5pA) -1.3 v 
Rgl-a maz. 1 megohm 
Vh-k max. 50 v 
Rp.-x max. 5,000 ohms 
Vad' max. 200 v 
Vaq" max. 200 v 
Iaqt max. 0.8 mA 
I,qn max. 0.8 mA 
Vad! max.{Ig:'=0.3uA) =1.3 v 
Vag" max.{Ign=0,3pA) ~1,3 v 

ARRANGEMENT OF ELECTRODES DIMEESIONS 
AND BASE CONNECTIONS 
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DOUBLE DIODE OUTPUT PENTODE EBI_3 l 
High-sensitivity output pentode for use in A.C. mains- 
operated equipment, and combined with twin diodes. 
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EBL3 I DOUBLE DIODE OUTPUT PENTODE 
High-sensitivity output pentode for use in A.C. mains- 
operated equipment, and combined with twin diodes. 
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DOUBLE DIODE OUTPUT PENTODE EBL3 I 

High-sensitivity output pentode for use in A.C. mains- 
operated equipment, and combined with twin diodes. 
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