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Single-ended short-wave triode for use as low power 
oscillator 

HEATER 
Vh 6.3 V ih 0.43 A 

CAPACITANCES 
Cg_ g 
Ca_k 

Ca_gt 

CHARACTERISTICS 
V, 

5.2 
1.3 
3.1 

250 
VL1 -2.6 
l a 10 
gm 6.5 

µ 

60 
r a 9.2 
Rea 310 

LIMITING VALUES 
V1 max. 400 

p.µF 
µµF 
µµF 

V 
V 

mA 
mA/V 

KC 
S2 

V 
pa max. 7.5 W 
Limiting frequency of oscillation 400 Mc/s 
Note.—At frequencies up to 300 Mc/s the 

inductance of the heater leads is 
sufficiently low to allow the heater pins 
to be earthed capacitatively 

BASE: DIMENSIONS: 
B9G L=78 mm 

D=38 mm 

EC 52 

Miniature triode for use as low power oscillator at 
frequencies up to 600 Mc/s 

HEATER 
Va 6.3 V Ih 0.25 A 

CAPACITANCES 
Cg_k 1.3 µµF 
Ca_k 0.13 µµF 
Ca_g 1.3 µµF 

CHARACTERISTICS 
Va 200 V 
Vg -3.3 V 
la 7.5 mA 
gffi 2.9 mA/V 
µ 33 
ra 11.4 K S2 
gm (Vg=0) 4.0 mA/V 

EC 53 

For circuits 
see page 129 
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